
    Construction Site Erosion Control Inspection Checklist

Site Address:

Applicant: Company:

Lot #: Application #: Subdivision:

Weather Date Complete Checked By
Protected areas marked

1.)

Initial sediment and erosion control measures installed
2.)

3.)

Weather Date Complete Checked By
Topsoil Removal (if applicable)

4.)

Ongoing maintenance during building construction
5.)

6.)

7.)

8.)

Weather Date Complete Checked By
Final Grading

9.)

Final Stabilization
10.)

11.) Sediment controls removed once vegetation is established.

Final grading complete and as-built survey received and 
verified.

Action

Tree protection fence installed delineating tree protection 
zones, no-disturb zones, or other areas to be protected during 
construction.

Sediment and erosion control measures installed per 
approved lot erosion control plan.

Stone construction entrance installed prior to grading, 
excavation or delivery of materials.

Permanent seeding/sodding completed within 7 days of 
reaching final grade.

Prior to Grading and Construction Operations

Site Preparation Through Building Construction

Final Grading, Final Stabilization, and As-Built Verification

Topsoil removed and stockpiled, seeding of stockpile 
immediately. 

Silt fence or straw waddle checked for proper installation 
and any sediment removal as needed.

Street sweeping required to remove dirt or debris from 
roadway.  Identify the area designated for street sweeping 
debris.

Erosion control measures replaced or cleaned as needed.

Temporary stabilization established as needed.

Action

Action


