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{GENERAL
CITY OF COLUMBUS CONSTRUCTION AND MATERIAL SPECIFICATIONS, CURRENT EDITION, AND ANY SUPPLEMENTS THERETO (HEREAFTER REFERRED TO AS STANDARD SPECIFICATIONS), SHALL GOVERN ALL CONSTRUCTION ITEMS UNLESS OTHERWISE
NOTED.

THE CONTRACTOR INTENDING TO SUBMIT A BID FOR CITY OF DUBLIN CAPITAL IMPROVEMENT CONTRACTS SHALL BE PREQUALIFIED WITH THE OHIO DEPARTMENT OF TRANSPORTATION IN ACCORDANCE WITH SECTION 102 OF THE ODOT CONSTRUCTION
AND MATERIAL SPECIFICATIONS, AND CHAPTER 5525 OF THE OHIO REVISED CODE CONCERNING  CONSTRUCTION CONTRACTS.

ALL ITEMS OF WORK CALLED FOR ON THE PLANS FOR WHICH NO SPECIFIC METHOD OF PAYMENT IS PROVIDED SHALL BE PERFORMED BY THE CONTRACTOR WITH THE COST TO BE INCLUDED IN THE UNIT PRICE BID FOR THE VARIOUS RELATED ITEMS.

IT IS THE INTENTION OF THE CONTRACT DOCUMENTS TO PROVIDE AND REQUIRE A COMPLETED PROJECT READY FOR OPERATION. ANY WORK ITEMS OMITTED FROM THE CONTRACT DOCUMENTS WHICH ARE CLEARLY NECESSARY FOR COMPLETION OF
THE WORK AND ITS APPURTENANCES SHALL BE CONSIDERED A PART OF SUCH WORK, THOUGH NOT DIRECTLY SPECIFIED OR CALLED FOR IN THE CONTRACT DOCUMENTS. THIS INCLUDES, BUT IS NOT LIMITED TO, SUCH INCIDENTAL ITEMS AS
RELOCATION OF MAIL BOXES, SAW CUTTING, AND REMOVAL AND/OR RELOCATION OF SIGNS, SPRINKLERS, OR OTHER MISCELLANEOUS ITEMS.

THE CITY ENGINEER IS NOT RESPONSIBLE FOR MEANS, METHODS, PROCEDURES, TECHNIQUES, OR SEQUENCES OF CONSTRUCTION THAT ARE NOT SPECIFIED HEREIN. THE CITY ENGINEER IS NOT RESPONSIBLE FOR SAFETY ON THE WORK SITE, OR FOR
FAILURE BY THE CONTRACTOR TO PERFORM WORK ACCORDING TO THE CONTRACT DOCUMENTS.

THE CONTRACTOR SHALL NOTIFY THE CITY OF DUBLIN DIVISION OF ENGINEERING AT LEAST 3 WORKING DAYS PRIOR TO BEGINNING CONSTRUCTION.

THE CITY IS RESPONSIBLE FOR OBTAINING ALL NECESSARY PERMITS.

THE CONTRACTOR SHALL BE SOLELY RESPONSIBLE FOR COMPLYING WITH ALL FEDERAL, STATE AND LOCAL SAFETY REQUIREMENTS INCLUDING THE OCCUPATIONAL SAFETY AND HEALTH ACT OF 1970. THE CONTRACTOR SHALL EXERCISE CAUTION
ALWAYS FOR THE PROTECTION OF PERSONS (INCLUDING EMPLOYEES) AND PROPERTY. IT SHALL ALSO BE THE SOLIE RESPONSIBILITY OF THE CONTRACTOR TO INITIATE, MAINTAIN, AND SUPERVISE ALL SAFETY REQUIREMENTS, PRECAUTIONS, AND
PROGRAMS IN CONNECTION WITH THE WORK, INCLUDING THE REQUIREMENTS FOR CONFINED SPACES PER 29 CFR 1910.146.

ANY MODIFICATIONS TO THE WORK AS SHOWN ON THESE APPROVED PLANS SHALL HAVE PRIOR WRITTEN APPROVAL OF THE CITY ENGINEER.

THE CONTRACTOR SHALL NOT ORDER MATERIALS OR PERFORM WORK FOR ITEMS DESIGNATED BY PLAN NOTE TO BE USED "AS DIRECTED BY THE ENGINEER" UNLESS AUTHORIZED BY THE CITY ENGINEER.

FOLLOWING COMPLETION OF CONSTRUCTION, A PROOF SURVEY SHALL BE PROVIDED BY THE CONTRACTOR DOCUMENTING AS-BUILT INFORMATION ON ALL PUBLIC UTILITIES (SANITARY, STORM, WATER) COMPLETED AS PART OF THIS PROJECT. THE
SURVEY SHALL BE PREPARED AND SIGNED BY AN OHIO PROFESSIONAL SURVEYOR. THE CONTRACTOR SHALL REVISE THE ORIGINAL MYLARS IN RED INK, TO THE SATISFACTION OF THE CITY, SHOWING ALL CHANGES IN THE WORK. THE COST OF THE
PROOF SURVEY, INCLUDING MYLAR REVISIONS, WILL BE PAID AT THE LUMP SUM PRICE BID FOR ITEM SPECIAL, PROOF SURVEY.

THE CONTRACTOR SHALL RESTRICT CONSTRUCTION ACTIVITY TO PUBLIC RIGHT-OF-WAY, AREAS DEFINED AS PERMANENT AND/OR TEMPORARY CONSTRUCTION EASEMENTS, AND/OR THE LIMITS OF DISTURBANCE SHOWN.

THE WORK LIMITS SHOWN ON THESE PLANS ARE FOR PHYSICAL CONSTRUCTION ONLY. THE INSTALLATION AND OPERATION OF ALL TEMPORARY TRAFFIC CONTROL AND TEMPORARY TRAFFIC CONTROL DEVICES REQUIRED BY THESE PLANS SHALL BE
PROVIDED BY THE CONTRACTOR WHETHER INSIDE OR OUTSIDE THE WORK LIMITS.

TEMPORARY EASEMENTS ARE INTENDED FOR USE BY THE CONTRACTOR FOR CONSTRUCTION AND GRADING PURPOSES ONLY. THE CONTRACTOR SHALL NOT USE RIGHTS-OF-WAY OR TEMPORARY EASEMENTS FOR STORAGE OF EQUIPMENT OR
MATERIALS UNLESS THE ADJACENT PROPERTY OWNER(S) AGREES TO SUCH USE AND THE CONTRACTOR HAS OBTAINED WRITTEN APPROVAL FROM THE CITY. COMPLIANCE WITH THIS REQUIREMENT ALONG WITH ADDITIONAL PROVISIONS OF THE
CONTRACT SPECIFICATIONS SHALL NOT IN ANY WAY RELIEVE THE CONTRACTOR OF HIS LEGAL RESPONSIBILITIES OR LIABILITIES FOR THE SAFETY OF THE PUBLIC.  THE CONTRACTOR SHALL INFORM THE CITY OF ANY PLAN FOR ON-SITE STORAGE OF
EQUIPMENT AND MATERIALS AT THE PRECONSTRUCTION MEETING.

THE CONTRACTOR SHALL BE RESPONSIBLE FOR THE FINISHED WORK CONFORMING TO THE LINES, GRADES, ELEVATIONS, AND DIMENSIONS CALLED FOR ON THE DRAWINGS AND TYPICAL SECTIONS. PAYMENT FOR CONSTRUCTION LAYOUT SHALL BE
MADE AT THE LUMP SUM PRICE BID FOR ITEM 623, CONSTRUCTION LAYOUT STAKES.

THE CONTRACTOR SHALL CAREFULLY PRESERVE BENCH MARKS, PROPERTY CORNERS, REFERENCE POINTS, STAKES, AND OTHER SURVEY REFERENCE MONUMENTS OR MARKERS. IN CASES OF DESTRUCTION, THE CONTRACTOR SHALL BE
RESPONSIBLE FOR RESTORATIONS. RESETTING OF MARKERS SHALL BE PERFORMED BY AN OHIO PROFESSIONAL SURVEYOR AS APPROVED BY THE CITY ENGINEER AT THE CONTRACTOR'S EXPENSE.

SUBSURFACE INVESTIGATIONS WERE PERFORMED FOR DESIGN AND ESTIMATING PURPOSES AND ARE PROVIDED IN THE BIDDING DOCUMENTS. LOGS AND TEST DATA ARE NOT WARRANTED TO SHOW THE ACTUAL SUBSURFACE CONDITIONS. THE
CONTRACTOR SHALL EXAMINE THIS INFORMATION AND OBTAIN ADDITIONAL INFORMATION AT HIS OWN EXPENSE, IF NECESSARY, IN HIS JUDGMENT.

THE CONTRACTOR SHALL RESTORE ALL DISTURBED AREAS TO EQUAL OR BETTER CONDITION THAN EXISTED BEFORE CONSTRUCTION. DRAINAGE DITCHES OR WATER COURSES THAT ARE DISTIURBED BY CONSTRUCTION SHALL BE RESTORED TO THE
GRADES AND CROSS-SECTIONS THAT EXISTED BEFORE CONSTRUCTION.

ALL SIGNS, FENCES, LANDSCAPING, STRUCTURES, OR OTHER APPURTENANCES DISTURBED OR DAMAGED DURING CONSTRUCTION SHALL BE REPLACED OR REPAIRED TO THE SATISFACTION OF THE CITY ENGINEER. THE COST OF THIS WORK SHALL BE
PAID FOR BY THE CONTRACTOR.

WHERE THE WORK REQUIRES REMOVAL OF BUSINESS SIGNS OR PRIVATE LANDSCAPING SUCH AS DECORATIVE ROCKS, CROSSTlES, FENCES, OR OTHER SALVAGEABLE AND REUSABLE ITEMS, THE CONTRACTOR SHALL COORDINATE SUCH REMOVAL
WITH THE PROPERTY OWNER PRIOR TO THE START OF WORK. IF THESE ITEMS CANNOT BE REPLACED TO THEIR ORIGINAL LOCATION FOLLOWING COMPLETION OF THE WORK, THE CONTRACTOR SHALL BE OBLIGATED TO RELOCATE THESE ITEMS TO A
STORAGE FACILITY OF THE OWNER'S CHOICE LOCATED ON THE SAME PROPERTY. IF THE PROPERTY OWNER DOES NOT WISH TO SALVAGE THESE ITEMS THEN THE CONTRACTOR SHALL BE RESPONSIBLE FOR PROPER REMOVAL AND DISPOSAL. PUBLIC
PROPERTY TO BE SALVAGED MUST BE DELIVERED BY THE CONTRACTOR TO THE MAINTENANCE FACILITY ON SHIER RINGS ROAD. THE COST FOR THIS WORK SHALL BE INCLUDED IN THE VARIOUS RELATED ITEMS OF THE CONTRACT.

THE CONTRACTOR SHALL BE RESPONSIBLE FOR ENSURING THAT U.S. MAIL DELIVERY WITHIN THE PROJECT LIMITS IS NOT DISRUPTED BY CONSTRUCTION OPERATIONS. THIS RESPONSIBILITY IS LIMITED TO RELOCATION OF MAILBOXES TO A TEMPORARY
LOCATION THAT WILL ALLOW THE COMPLETION OF THE WORK AND SHALL ALSO INCLUDE THE RESTORATION OF MAILBOXES TO THEIR ORIGINAL LOCATION OR APPROVED NEW LOCATION. ANY RELOCATION OF MAILBOX SERVICES MUST FIRST BE
COORDINATED WITH THE U.S. POSTAL SERVICE AND AFFECTED PROPERTY OWNERS. THE COST OF THIS WORK SHALL BE INCLUDED IN THE PRICES BID FOR THE VARIOUS ITEMS OF THE CONTRACT.

BEFORE RELOCATING ANY MAILBOXES, THE CONTRACTOR SHALL CONTACT THE U.S. POSTAL SERVICE AND RELOCATE MAILBOXES ACCORDING TO POSTAL SERVICE REQUIREMENTS.

NON-RUBBER TIRED VEHICLES SHALL NOT BE MOVED ON OR ACROSS PUBLIC STREETS OR HIGHWAYS WITHOUT WRITTEN PERMISSION FROM THE CITY ENGINEER.

TRACKING OR SPILLING MUD, DIRT, OR DEBRIS UPON STREETS, RESIDENTIAL OR COMMERCIAL DRIVES, SIDEWALKS, OR BIKE PATHS IS PROHIBITED AND ANY SUCH OCCURRENCE SHALL BE CLEANED UP IMMEDIATELY BY THE CONTRACTOR. IF THE
CONTRACTOR FAILS TO REMOVE THE MUD, DIRT, DEBRIS, OR SPILLAGE, THE CITY OF DUBLIN RESERVES THE RIGHT TO REMOVE THESE MATERIALS AND CLEAN AFFECTED AREAS, THE COST OF WHICH SHALL BE WITHHELD FROM MONIES THAT ARE DUE
OR MAY BECOME DUE THE CONTRACTOR.

ALL PRECAST CONCRETE PRODUCTS SHALL BE INSPECTED AT THE LOCATION OF MANUFACTURER. APPROVED PRECAST CONCRETE PRODUCTS WILL BE STAMPED OR HAVE SUCH IDENTIFICATION NOTING THAT INSPECTION HAS BEEN PERFORMED BY
THE CITY OF COLUMBUS. PRECAST CONCRETE PRODUCTS WITHOUT PROOF OF INSPECTION SHALL NOT BE APPROVED FOR INSTALLATION. THE COST OF INSPECTION SHALL BE INCLUDED IN THE UNIT PRICE BID FOR THE VARIOUS RELATED ITEMS.

EXCESS EXCAVATED MATERIAL FROM THIS PROJECT SHALL BE HAULED OFFSITE BY THE CONTRACTOR AND COMPENSATION FOR HAULING SHALL BE INCLUDED IN THE UNIT PRICE BID FOR ITEM 203 - EXCAVATION, AS PER PLAN.

THE COST OF FULL DEPTH CONCRETE PAVEMENT REMOVAL FOR STREETS AND DRIVEWAYS WILL BE PAID AT THE UNIT PRICE BID PER SQUARE YARD FOR ITEM 202 - CONCRETE PAVEMENT REMOVED AND DISPOSED OF. PAVEMENTS SHALL BE SAWCUT IN
NEAT, STRAIGHT LINES TO THE FULL DEPTH OF THE EXISTING PAVEMENT. REMOVAL OF ASPHALT STREET, DRIVEWAY, AND BIKE PATH PAVEMENTS WILL BE PAID PER CUBIC YARD UNDER ITEM 203 - EXCAVATION, AS PER PLAN.

THE COST FOR REMOVAL AND DISPOSAL OF CONCRETE CURB AND CONCRETE CURB AND GUTTER WILL BE PAID AT THE UNIT PRICE BID PER LINEAR FOOT UNDER THE APPROPRIATE 202 ITEM. REMOVAL AND DISPOSAL OF CONCRETE SIDEWALK WILL BE
PAID AT THE UNIT PRICE BID PER SQUARE FOOT FOR ITEM 202 - SIDEWALK REMOVED AND DISPOSED OF.

TRENCH EXCAVATION SHALL BE ADEQUATELY MAINTAINED AND PROTECTED WITH DRUMS OR BARRICADES AT ALL TIMES. PLACEMENT OF PROPOSED SUBBASE AND BASE MATERIAL SHALL FOLLOW AS CLOSELY AS POSSIBLE BEHIND EXCAVATION
OPERATIONS. THE LENGTH OF TRENCH OPEN AT ANY ONE TIME SHALL BE HELD TO A MINIMUM AND SHALL AT ALL TIMES BE SUBJECT TO THE APPROVAL OF THE CITY ENGINEER.

ALL TRENCHES WITHIN PAVEMENT, BERM, AND SHOULDER LIMITS SHALL BE BACKFILLED OR SECURELY PLATED DURING NONWORKING HOURS. TRENCHES OUTSIDE THESE AREAS SHALL BE BACKFILLED OR SHALL BE PROTECTED BY APPROVED
TEMPORARY FENCING OR BARRICADES DURING NONWORKING HOURS. CLEAN UP SHALL FOLLOW CLOSELY BEHIND THE TRENCHING
OPERATION.

THE CONTRACTOR SHALL BE RESPONSIBLE FOR THE CONDITION OF ALL TRENCHES FROM THE TIME OF FINAL ACCEPTANCE OF THE WORK TO ONE YEAR FOLLOWING THE FINAL ACCEPTANCE OF THE WORK AND SHALL MAKE ANY NECESSARY REPAIRS
AT NO COST TO THE CITY.

THE CONTRACTOR'S CONSTRUCTION ACTIVITIES SHALL BE CONDUCTED SO AS TO ELIMINATE ALL UNNECESSARY NOISE, DUST, AND ODORS. THE USE OF OIL OR OTHER MATERIAL FOR DUST CONTROL, WHICH MAY CAUSE TRACKING, IS NOT PERMITTED.

DUST CONTROL OPERATIONS SHALL BE PERFORMED BY THE CONTRACTOR AT THE DIRECTION OF THE ENGINEER. THE FOLLOWING QUANTITIES HAVE BEEN INCLUDED AS AN ALLOWANCE FOR BIDDING PURPOSES. USE OF CALCIUM CHLORIDE WILL NOT
BE PERMITTED.

ITEM 616 - WATER:    25 M.GAL

IN THE EVENT THAT IT BECOMES NECESSARY FOR THE CITY TO PERFORM WORK OF AN IMMEDIATE NATURE (SUCH AS THE PLACEMENT OF BARRICADES OR REPLACEMENT OF SIGNSAND OTHER WARNING OR PROTECTIVE DEVICES) BECAUSE OF
FAILURE OR REFUSAL OF THE CONTRACTOR TO PERFORM SUCH WORK AS REQUIRED BY THE CONTRACT, THE CONTRACTOR SHALL REIMBURSE THE CITY AT THE RATE OF 2.5 TIMES THE ACTUAL COST OF LABOR, MATERIALS, AND EQUIPMENT
NECESSARY TO PERFORM SUCH WORK. THE CITY SHALL BE REQUIRED TO NOTIFY OR ATTEMPT TO NOTIFY THE DESIGNATED REPRESENTATIVE OF THE CONTRACTOR OF THE NECESSITY TO PERFORM SUCH WORK. IF THE CONTRACTOR REFUSES OR
FAILS WITHIN A REASONABLE TIME TO PERFORM OR CAUSE THE PERFORMANCE OF SUCH WORK, THE CITY SHALL BE REIMBURSED BY THE CONTRACTOR IN THE AMOUNT PROVIDED HEREIN BY WAY OF A DEDUCTION FROM THE CONTRACTOR'S NEXT
PAYMENT UNDER THE CONTRACT. REASONABLE TIME FOR ALL STREETS INVOLVED ON THIS CONTRACT IS 1 HOUR FROM THE TIME OF NOTIFICATION BY THE CITY.

UNION COUNTY ENGINEER'S MONUMENTATION
THE CONTRACTOR SHALL CONTACT THE UNION COUNTY ENGINEER'S OFFICE, SURVEY DEPARTMENT AT (800-258-8278) TWO WORKING DAYS BEFORE DISTURBING ANY UNION  COUNTY GEODETIC MONUMENTS (VERTICAL AND/OR HORIZONTAL) FOR
REFERENCE AND REPLACEMENT.

UTILITIES
THE CONTRACTOR SHALL GIVE NOTICE OF INTENT TO CONSTRUCT TO OHIO UTILITIES PROTECTION SERVICE (TELEPHONE NUMBER 800-362-2764) AND TO OWNERS OF UNDERGROUND UTILITIES THAT ARE NOT MEMBERS OF A REGISTERED
UNDERGROUND PROTECTION SERVICE. NOTICE SHALL BE GIVEN AT LEAST 2 WORKING DAYS BEFORE START OF CONSTRUCTION.

THE LOCATION OF THE UNDERGROUND UTILITIES SHOWN ON THE PLANS ARE AS OBTAINED FROM THE OWNERS AS REQUIRED BY SECTION 153.64 O.R.C. AND ARE SHOWN AS ACCURATELY AS  PROVIDED BY OWNER OF THE UNDERGROUND UTILITY. THE
CITY OF DUBLIN AND THE CITY ENGINEER ASSUMES NO RESPONSIBILITY FOR THE ACCURACY OR DEPTHS OF UNDERGROUND FACILITIES SHOWN ON THE PLANS. IF DAMAGE IS CAUSED, THE CONTRACTOR SHALL BE RESPONSIBLE FOR REPAIR OF THE
SAME AND FOR ANY RESULTING CONTINGENT DAMAGE.

LOCATION, SUPPORT, PROTECTION AND RESTORATION OF ALL EXISTING UTILITIES AND APPURTENANCES, SHOWN OR NOT SHOWN ON THE PLANS, SHALL BE THE RESPONSIBILITY OF THE CONTRACTOR. THE COST OF THIS WORK SHALL BE INCLUDED IN
THE PRICES BID FOR
THE VARIOUS ITEMS OF THE CONTRACT.

WHEN UNKNOWN OR INCORRECTLY LOCATED UNDERGROUND UTILITIES ARE ENCOUNTERED DURING CONSTRUCTION, THE CONTRACTOR SHALL IMMEDIATELY NOTIFY THE UTILITY OWNER AND THE CITY ENGINEER.

THE CONTRACTOR IS ADVISED THAT SOME UTILITY FACILITIES MAY NOT BE CLEAR OF THE CONSTRUCTION AREA DURING THE TIME OF CONSTRUCTION.  THESE UTILITY FACILITIES MAY REMAIN IN PLACE OR BE RELOCATED WITHIN THE CONSTRUCTION
LIMITS.  THE CONTRACTOR SHALL NOT WAIT ON THE RELOCATIONS TO BE COMPLETED, BUT INSTEAD SHALL COOPERATE WITH THE UTILITIES INCLUDING THEIR CONTRACTORS, AND WORK AROUND THE EXISTING FACILITIES.  SECTIONS 105.08 OF
COLUMBUS CMS APPLY AND WILL REQUIRE THAT THE CONTRACTOR COOPERATE WITH ALL UTILITIES LOCATED WITHIN THE LIMITS OF THIS CONSTRUCTION PROJECT AND TAKE RESPONSIBILITY FOR THE PROTECTION OF THE UTILITY PROPERTY AND
SERVICES.  NO SEPARATE PAYMENT SHALL BE MADE FOR THE CONTRACTOR TO COORDINATE WITH UTILITY COMPANIES.

THE CONTRACTOR SHALL EXERCISE CAUTION WHEN WORKING IN THE PROXIMITY OF EXISTING AND/OR RELOCATED UTILITY FACILITIES.  COSTS TO EXPOSE CONDUIT SHALL BE INCLUDED IN THE ITEMS OF WORK AFFECTED. THE CONTRACTOR IS
REMINDED TO KEEP THEIR OUPS TICKET UPDATED ACCORDING TO INDUSTRY PRACTICES.

LISTED BELOW ARE ALL UTILITIES THAT ARE KNOWN TO BE LOCATED WITHIN THE PROJECT CONSTRUCTION LIMITS TOGETHER WITH THEIR PROSPECTIVE OWNERS:

FOR WATER, SANITARY SEWERS, STORM SEWER,
STREET LIGHTING, TRAFFIC SIGNALS:
CITY OF DUBLIN
KEN RICHARDSON, PE, PS
5800 SHIER-RINGS ROAD
DUBLIN, OH  43016
OFFICE: (614) 410-4631
CELL:  (614) 554-5227

FOR WATER,
CITY OF COLUMBUS
DEPARTMENT OF PUBLIC UTILITIES
910 DUBLIN ROAD
COLUMBUS, OHIO 43215
(614) 645-8276

COLUMBIA GAS OF OHIO
DIEGO CATANO
1600 DUBLIN ROAD
COLUMBUS, OH  43215
OFFICE: (614) 481-1057
CELL:  (614) 746-8380

OHIO EDISON
GARY SMITH
1040 SOUTH PROSPECT ST.
MARION, OH  43302
OFFICE: (740) 382-7101

TIME WARNER CABLE
RAY MAURER
3760 INTERCHANGE DRIVE
COLUMBUS, OH 43204
OFFICE: (614) 481-5262
CELL:  (614) 348-2979

FRONTIER COMMUNICATIONS
ROBERT CARDUCCI
2780 LIBERTY STREET
DELAWARE, OH  43015
OFFICE: (740) 363-3450

ABANDONED UTILITIES:
THE CONTRACTOR SHALL BE RESPONSIBLE FOR THE REMOVAL AND DISPOSAL OF ANY ABANDONED UTILITY FACILITY THAT MAY CONFLICT WITH ANY FACILITY OR CONSTRUCTION ACTIVITY PROPOSED IN THESE PLANS, INCLUDING THE INSTALLATION OF
PROPOSED CONDUIT, UNDERDRAIN, STORM SEWER, STRUCTURE, WATERLINE, SANITARY SEWER LINE, SUBGRADE STABILIZATION, FOUNDATIONS, ETC.  THE CONTRACTOR IS ADVISED TO VERIFY THAT A UTILITY FACILITY HAS BEEN ABANDONED BEFORE
PROCEEDING WITH REMOVING IT.  IF IT IS DETERMINED THAT THE UTILITY FACILITY IS ACTIVE AND IN CONFLICT, THEN THE CONTRACTOR SHALL NOTIFY THE ENGINEER PRIOR TO PROCEEDING WITH ANY AFFECTED PROPOSED WORK.

THE COST OF THE OPERATIONS NECESSARY TO REMOVE AND DISPOSE OF CONFLICTING ABANDONED UTILITIES SHALL BE INCLUDED WITH THE PRICE OF THE AFFECTED ITEM FOR PAYMENT.  NO SEPARATE PAYMENT SHALL BE MADE.

\\
cm

h
d
a
ta

0
1
\p

ro
je

ct
0
1
\2

0
0
8
1
0
3
0
\d

w
g
\g

e
n
e
ra

l n
o
te

s\
8
1
0
3
0
G

N
A

.d
w

g
<

g
n
a
>

 -
 1

 X
re

f:
 [
..
\X

R
E

F
S

\8
1
0
3
0
X

Z
G

.D
W

G
] 
- 

N
o
 I
m

a
g
e
s 

- 
S

a
ve

d
B

y:
 M

B
R

E
H

M
 [
5
/2

3
/2

0
1
1
 1

2
:1

6
:5

6
 P

M
] 
- 

P
lo

tt
e
d
B

y:
 M

B
R

E
H

M
 [
8
/1

1
/2

0
1
1
 8

:2
7
:1

0
 A

M
]

M
R

B

C
JB





































N
o 

S
ca

le

M
AR

K
D

ES
C

R
IP

TI
O

N
D

AT
E

R
EV

IS
IO

N
S

M
ar

ch
, 2

01
1

D
at

e

Jo
b 

N
o. 20

08
-1

03
0

122

SHEET

Sc
al

e
B

R
A

N
D

 R
O

A
D

 R
O

U
N

D
A

B
O

U
T

H
Y

LA
N

D
-C

R
O

Y
 R

O
A

D
 /

C
IT

Y
 O

F
 D

U
B

L
IN

, 
O

H
IO

C
al

cu
la

te
d:

C
he

ck
ed

:

32

G
E

N
E

R
A

L 
S

U
M

M
A

R
Y

\\\\c
mh

dat
a01

\\pr
oje

ct0
1\\2

008
103

0\\d
wg\

\Ge
ner

al S
um

ma
ry\\

810
30G

GA
.dw

g<g
ga>

 - 1
 Xre

f: [.
.\\X

RE
FS\

\81
030

XZG
.DW

G] 
- N

o Im
age

s - 
Sav

edB
y: M

CO
NN

OL
LY 

[2/2
0/2

013
 6:4

5:3
5 P

M] 
- Pl

otte
dBy

: M
CO

NN
OL

LY 
[2/2

0/2
013

 6:4
5:5

5 P
M]

C
JB

M
R

B

* Denotes contingency quantity to be used as directed by the Engineer.

# Denotes ODOT specification per State of Ohio Department of Transportation Construction and Material Specifications, 2010
Edition.

+ Item to the furnished and installed by the City of Dublin.
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* Denotes contingency quantity to be used as directed by the Engineer.

# Denotes ODOT specification per State of Ohio Department of Transportation Construction and Material Specifications, 2010
Edition.

+ Item to the furnished and installed by the City of Dublin.
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Fill with Flowable Controlled Density Fill, Type 2.  Top with 3'-0" Wide Strip of Filter Fabric. (Typ.)
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Type 2 Waterproofing
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Typical Under All Footings.

Ground behind Wall

14'-0" 60'-4" 14'-0"

15'-0" 30'-4" 15'-0"1'-0" 1'-0"

Tension Tie by Culvert Fabricator (Typ.)
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Ground behind Wall

Tension Tie by Culvert Fabricator (Typ.)
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SEE DETAIL A,
BELOW

DETAIL A

Typical All Culvert Footing

Item 203 Granular Material, Compacted

Item 304 Aggregate Base, Compacted
3" Thick Mud Mat
Typical Under All Footings.
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{PLAN AND SPECIFICATION COMPLIANCE

THESE SPECIFICATIONS, TOGETHER WITH THE ACCOMPANYING PLANS ARE TO DESCRIBE THE TYPE,
SIZE AND LOCATION OF THE PRODUCTS AND MATERIAL TO BE PROVIDED AND INSTALLED UNDER
VARIOUS BID ITEMS RELATED TO STREET LIGHTING AND TRAFFIC CONTROL. THE CONTRACTOR
SHALL FURNISH AND INSTALL STREET LIGHTING AND TRAFFIC SIGNAL ITEMS AND RELATED
MATERIAL IN COMPLIANCE WITH THESE PLANS AND SPECIFICATION, AS WELL AS 2010 ODOT
CONSTRUCTION AND MATERIAL SPECIFICATIONS, 2002 CITY OF COLUMBUS CONSTRUCTION AND
MATERIAL SPECIFICATIONS AND CITY OF DUBLIN STANDARD DETAIL DRAWINGS FOR STREET
LIGHTING. LIGHTING PLANS SHALL MEET OR EXCEED THE STANDARDS SPECIFIED. IN CASE OF A
CONFLICTING SPECIFICATION STATEMENT, THE SPECIFICATION DOCUMENT HIERARCHY SHALL BE IN
THE ORDER LISTED FROM (A), HIGHEST, TO (D), LOWEST.

(A)  SPECIFICATIONS LISTED IN THIS PLAN
(B) CITY OF DUBLIN STREET LIGHTING STANDARD DRAWINGS AND SPECIFICATIONS
(C)  2010 ODOT CONSTRUCTION AND MATERIAL SPECIFICATIONS
(D) CITY OF COLUMBUS, OHIO CONSTRUCTION AND MATERIAL SPECIFICATIONS

(2002 EDITION, SECTION 1000, TITLED "STREET LIGHTING")

ITEM 625 POWER SERVICE, AS PER PLAN
POWER SERVICE SHALL BE AS PER ITEM 625 AND THE POWER SERVICE SCHEMATIC DIAGRAM
SHOWN ON THIS SHEET.}

POWER SERVICE SCHEMATIC DIAGRAM
SCALE: NONE
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