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ELEVATION GENERAL NOTES
A.  REFER TO A700 SERIES FOR WINDOW AND DOOR SCHEDULES
      AND DETAILS.
B.  REFER TO REFLECTED CEILING PLANS FOR EXTERIOR SOFFIT
      INFORMATION.
C.  SEE ELEVATION AND STRUCTURAL DRAWINGS FOR LOCATIONS
      OF EXPANSION AND CONTROL JOINTS.  CONTRACTOR SHALL
      PROVIDE ADDITIONAL INTERIOR CONTROL JOINTS AS REQUIRED.
D.  PROVIDE GRAFFITTI COATING UP TO 11 FEET HIGH ON ALL
      EXTERIOR MASONRY VENEER WALLS.
E.  STRUCTURAL STEEL RELATED TO THE EXTERIOR CANOPY SHALL
      BE GALVANIZED AND PAINTED WITH A SPECIAL COATING
      (TNEMEC COATING OR LISTED EQUAL).

ELEVATION CODED NOTES
01. ALUMINUM COMPOSITE METAL PANEL - ACMP (CENTRIA 9947 GRAY
VELVET)

02. METAL PANEL (COLOR TO MATCH ACMP)

03. BRICK #1, "CORDUROY" PATTERN, SEE SECTIONS

04. BRICK #1 (PALMETTO OLD MARLBOROUGH MOD)

05. BRICK #2 (ENDICOTT MANGANESE IRONSPOT VELOUR)

06. CURTAINWALL GLAZING SYSTEM (FRAME COLOR TO MATCH ACMP)

07. NOT USED

08. SIGNAGE

09. BRICK #2, DOUBLE SOLDIER COURSE

10. BRICK #2, SOLDIER COURSE

11. PRE-MANUFACTURED ALUMINUM CANOPY

12. VISION GLAZING

13. SPANDREL GLASS

14. FRITTED GLAZING

15. ALUMINUM ARCHITECTURAL LOUVER (COLOR TO MATCH ACMP)
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ELEVATION GENERAL NOTES
A.  REFER TO A700 SERIES FOR WINDOW AND DOOR SCHEDULES
      AND DETAILS.
B.  REFER TO REFLECTED CEILING PLANS FOR EXTERIOR SOFFIT
      INFORMATION.
C.  SEE ELEVATION AND STRUCTURAL DRAWINGS FOR LOCATIONS
      OF EXPANSION AND CONTROL JOINTS.  CONTRACTOR SHALL
      PROVIDE ADDITIONAL INTERIOR CONTROL JOINTS AS REQUIRED.
D.  PROVIDE GRAFFITTI COATING UP TO 11 FEET HIGH ON ALL
      EXTERIOR MASONRY VENEER WALLS.
E.  STRUCTURAL STEEL RELATED TO THE EXTERIOR CANOPY SHALL
      BE GALVANIZED AND PAINTED WITH A SPECIAL COATING
      (TNEMEC COATING OR LISTED EQUAL).

ELEVATION CODED NOTES
01. ALUMINUM COMPOSITE METAL PANEL - ACMP (CENTRIA 9947 GRAY
VELVET)

02. METAL PANEL (COLOR TO MATCH ACMP)

03. BRICK #1, "CORDUROY" PATTERN, SEE SECTIONS

04. BRICK #1 (PALMETTO OLD MARLBOROUGH MOD)

05. BRICK #2 (ENDICOTT MANGANESE IRONSPOT VELOUR)

06. CURTAINWALL GLAZING SYSTEM (FRAME COLOR TO MATCH ACMP)

07. NOT USED

08. SIGNAGE

09. BRICK #2, DOUBLE SOLDIER COURSE

10. BRICK #2, SOLDIER COURSE

11. PRE-MANUFACTURED ALUMINUM CANOPY

12. VISION GLAZING

13. SPANDREL GLASS

14. FRITTED GLAZING

15. ALUMINUM ARCHITECTURAL LOUVER (COLOR TO MATCH ACMP)
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