
SEE PARKING LOT PLANTING PLAN - SHEET L-2

SEE SOUTHERN FOUNDATION
PLANTING PLAN - SHEET L-2 SEE NORTHERN FOPUNDATION

PLANTING PLAN - SHEET L-2

JSG12

ULM9

STREET TREE7

VIB19

ULM6

JSG6

ZEL10

GK12

GK27

GE24

GE13

JSG63

JSG123

3

3

3

NYS4

ACE4

PLA3

TREE FENCE

TREE FENCE

1

2

2

2

1

1

2

1

2

2

1 2

1

1

1

12

2

1

1

1
1

2

SHEET

2/20/15

PROJECT XXXXX

DATE

L-1
0 903015 60

NORTHNORTHNORTHNORTH
1"=30'

O
V

ER
A

LL
LA

N
D

SC
A

PE
 P

LA
N

SA
W

M
IL

L 
EM

ER
A

LD
 R

ET
A

IL
SU

B-
A

RE
A

 '5
B'

 - 
O

UT
LO

T 
#

2
EM

ER
A

LD
 P

A
RK

W
A

Y 
&

 S
A

W
M

IL
L 

RO
A

D
, D

UB
LI

N
, O

H 
43

01
6

PR
EP

A
RE

D
 F

O
R

FO
RD

 &
 A

SS
O

C
IA

TE
S

1
5

0
0

 
W

E
S

T
 
1

S
T

 
A

V
E

N
U

E

C
O

L
U

M
B

U
S

,
 
O

H
 
 
4

3
2

1
2

p 
(6

14
) 4

87
-1

96
4 

   
   

   
   

   
   

   
   

   
  w

w
w

.fa
ris

pl
an

ni
ng

an
d

d
es

ig
n.

co
m

24
3 

N
. 5

th
 S

tre
et

   
   

   
   

  S
ui

te
 4

01
   

   
   

   
   

   
   

   
C

ol
um

bu
s, 

O
H 

43
21

5

LA
N

D
 P

LA
N

N
IN

G
   

   
   

   
   

   

Far
is P

lan
nin

g &
 De

sig
n

   
   

   
   

   
 L

A
N

D
SC

A
PE

 A
RC

HI
TE

C
TU

RE
g

SEE PLANT LIST FOR SPECIFIC PLANT SPECIES

EVERGREEN TREE

EXISTING TREE
EVERGREEN SHRUB

LARGE DECIDUOUS SHRUB

PLANT KEY TYPICALS

SHADE TREE

PERENNIALS

ORNAMENTAL TREE

GROUNDCOVER

DECIDUOUS SHRUB

GROUND COVERAGE TREE

REVISIONSCONSTRUCTION NOTES:

2

1ALL PLANTS SHALL MEET OR EXCEED STANDARDS SET  IN
THE USA STANDARD FOR NURSERY STOCK.

ALL PLANTING OPERATIONS SHALL ADHERE TO  THE
AMERICAN ASSOCIATION OF NURSERYMEN STANDARDS.

PLANT LOCATIONS AND BEDS SHALL BE LOCATED BY
CONTRACTOR AND APPROVED BY LANDSCAPE
ARCHITECT PRIOR TO INSTALLATION.

PLANTING BEDS  SHALL HAVE A MINIMUM 3" DEEP
SHREDDED HARDWOOD BARK  MULCH.  MULCH HEDGES
IN A CONTINUOUS BED.

ALL PLANTING BEDS TO BE TILLED TO A MINIMUM DEPTH OF
12".

ALL PLANTING BEDS TO BE FERTILIZED WITH 10-10-10 OR
APPROVED EQUAL.

SODDING / SEEDING BY LANDSCAPE CONTRACTOR.

THE LOCATION OF THE EXISTING UNDERGROUND UTILITIES
ARE SHOWN IN AN APPROXIMATE WAY ONLY AND HAVE
NOT BEEN INDEPENDENTLY VERIFIED BY THE OWNER OR ITS
REPRESENTATIVE.  THE CONTRACTOR SHALL DETERMINE
THE EXACT LOCATION OF ALL EXISTING UTILITIES PRIOR  TO
COMMENCING  WORK AND AGREES TO BE FULLY
RESPONSIBLE FOR ANY AND ALL DAMAGES WHICH MIGHT
BE OCCASIONED BY THE CONTRACTOR'S FAILURE TO
EXACTLY LOCATE AND PRESERVE ANY AND ALL
UNDERGROUND UTILITIES.

ALL AREAS DISTURBED BY CONSTRUCTION ARE TO BE
RESTORED, FINE GRADED AND SEEDED/ SODDED.

ALL EXISTING PLANT MATERIAL SHOWN ON THIS PLAN IS TO
BE PRESERVED UNLESS SPECIFICALLY NOTED OTHERWISE.

1.

GENERAL PLANTING NOTES:

2.

3.

4.

5.

6.

7.

8.

9.

10.

LAWN AREA, PROVIDE POSITIVE DRAINAGE ACROSS
ALL SURFACES.

LANDSCAPE AREA, PROVIDE POSITIVE DRAINAGE
ACROSS ALL SURFACES.

LANDSCAPE CALCULATIONS
LOT COVERAGE

- VEHICULAR USE AREA
- BUILDING AREA 12,000 S.F.

63,830.10 S.F.

INTERIOR GREENSPACE REQUIRED
- 63,830.10 S.F. X 5% = 3,191.51 S.F. REQUIRED
- 4,071.72 S.F. PROVIDED = 6.38%

- 16 MIN. TREES REQUIRED AT 2" MIN. CALIPER INCHES
- 75,830.10 S.F. OF PROPOSED TOTAL GROUND COVERAGE

GROUND COVERAGE TREE REQUIREMENTS - 1 / 5000 S.F.

- 12,000 / 2% = 240 S.F.  -  REQUIREMENT MET
- 12,000 S.F. OF PROPOSED BUILDING COVERAGE

(CONTRACTOR RESPONSIBLE FOR ALL PLANTS SHOWN ON PLAN)

*NOTE:  ANNUALS TO BE PLANTED BY OWNER.  NOT IN INITIAL LANDSCAPE COSTS. STREET TREES INSTALLED PER DUBLIN CODE.

PLANT LIST
QTY KEY COMMON NAMEBOTANICAL NAME SIZE COND. REMARKS
TREES

ACER FREEMANII 'SIENNA' SIENNA GLEN MAPLE 2" CAL.4 ACE B&B
GE13 2" CAL.SKYLINE HONEY LOCUSTGLEDITSIA TRIACANTHOS F. INERMIS 'SKYCOLE' SKYLINE
GE24 SKYLINE HONEY LOCUSTGLEDITSIA TRIACANTHOS F. INERMIS 'SKYCOLE' SKYLINE
GK12 2" CAL.
GK27
NYS4 BLACK GUMNYSSA SYLVATICA

QUE4 SWAMP WHITE OAKQUERCUS BICOLOR
ULM15 MORTON ELMULMUS 'MORTON' ACCOLADE
ZEL10 GREEN VASE ZELKOVAZELKOVA SERRATA 'GREEN VASE'

CONT.JSG93 24' HGTSEA GREEN JUNIPERJUNIPERUS X PFITZERIANA 'SEA GREEN'
CONT.VIB36 24" HGT.KOREAN SPICE VIBURNUMVIBURNUM  CARLESII

- REQ - 3.5' HGT MOUND / HEDGE / 1 REQ TREE PER 40'
VEHICULAR USE AREA REQUIREMENTS

WEST
EAST
SOUTH
NORTH

REQUIRED
HEDGE / MOUND - 1/40 LF = X TREES

PROVIDED
HEDGE & 8 TREES
3.5' HGT. MOUND, HEDGE & 8 TREES
3.5' HGT. MOUND & 5 TREES

HEDGE / MOUND - 1/40 LF = X TREES
HEDGE / MOUND - 1/40 LF = X TREES
HEDGE / MOUND - 1/40 LF = X TREES 3.5' HGT. MOUND, HEDGE & 9 TREES (5 EXISTING)

INTERIOR GREEN SPACE TREE

PARKING TREE

STREET TREE

SHRUBS

PLA3 LONDON PLANE TREEPLATANUS X ACERIFOLIA

B&B
B&B
B&B
B&B
B&B
B&B
B&B
B&B
B&B

2.5" CAL.

2.5" CAL.
2" CAL.
2" CAL.
2" CAL.
2.5" CAL.
2.5" CAL.

GINKGO BILOBA 'PRINCETON SENTRY'
GINKGO BILOBA 'PRINCETON SENTRY'

PRINCETON SENTRY GINKGO
PRINCETON SENTRY GINKGO

3
CARDNO JFNEW ECONOMY PRAIRIE SEED MIX
- AVAILABLE FROM CARDNO-JFNEW 537.586.2412
  & JOHN DEERE LANDSCAPES 614.863.4028

LF
300
300
175
350

MATCH FORM
MATCH FORM

MATCH FORM
MATCH FORM
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SEE PLANT LIST FOR SPECIFIC PLANT SPECIES

EVERGREEN TREE

EXISTING TREE
EVERGREEN SHRUB

LARGE DECIDUOUS SHRUB

PLANT KEY TYPICALS

SHADE TREE

PERENNIALS

ORNAMENTAL TREE

GROUNDCOVER

DECIDUOUS SHRUB

REVISIONS

(CONTRACTOR RESPONSIBLE FOR ALL PLANTS SHOWN ON PLAN)

*NOTE:  ANNUALS TO BE PLANTED BY OWNER.  NOT IN INITIAL LANDSCAPE COSTS.

PLANT LIST
QTY KEY COMMON NAMEBOTANICAL NAME SIZE COND. REMARKS

PERENNIALS/ORNAMENTAL GRASSES

SHRUBS
BUXUS 'GREEN VELVET' GREEN VELVET BOXWOOD 18" HGT.24 BUX B&B

B&B

WEI

40 24" HGT.SEA GREEN JUNIPERJUNIPERUS X PFITZERIANA 'SEA GREEN'

18 18" HGT.LITTLE PRINCESS SPIREASPIRAEA JAPONICA 'LITTLE PRINCESS'
VIB10 24" HGT.KOREAN SPICE VIBURNUMVIBURNUM CARLESII
SLP

CONT.HEM144 NO. 1HAPPY RETURNS DAYLILYHEMEROCALLIS 'HAPPY RETURNS'
LIR96 NO. 1LILY TURFLIRIOPE MUSCARI
MIS11 NO. 2ADAGIO MAIDEN GRASSMISCANTHUS SINENSIS 'GRACILLIMUS'

CONSTRUCTION NOTES:

2

1

ALL PLANTS SHALL MEET OR EXCEED STANDARDS SET  IN
THE USA STANDARD FOR NURSERY STOCK.

ALL PLANTING OPERATIONS SHALL ADHERE TO  THE
AMERICAN ASSOCIATION OF NURSERYMEN STANDARDS.

PLANT LOCATIONS AND BEDS SHALL BE LOCATED BY
CONTRACTOR AND APPROVED BY LANDSCAPE
ARCHITECT PRIOR TO INSTALLATION.

PLANTING BEDS  SHALL HAVE A MINIMUM 3" DEEP
SHREDDED HARDWOOD BARK  MULCH.  MULCH HEDGES
IN A CONTINUOUS BED.

ALL PLANTING BEDS TO BE TILLED TO A MINIMUM DEPTH OF
12".

ALL PLANTING BEDS TO BE FERTILIZED WITH 10-10-10 OR
APPROVED EQUAL.

SODDING / SEEDING BY LANDSCAPE CONTRACTOR.

THE LOCATION OF THE EXISTING UNDERGROUND UTILITIES
ARE SHOWN IN AN APPROXIMATE WAY ONLY AND HAVE
NOT BEEN INDEPENDENTLY VERIFIED BY THE OWNER OR ITS
REPRESENTATIVE.  THE CONTRACTOR SHALL DETERMINE
THE EXACT LOCATION OF ALL EXISTING UTILITIES PRIOR  TO
COMMENCING  WORK AND AGREES TO BE FULLY
RESPONSIBLE FOR ANY AND ALL DAMAGES WHICH MIGHT
BE OCCASIONED BY THE CONTRACTOR'S FAILURE TO
EXACTLY LOCATE AND PRESERVE ANY AND ALL
UNDERGROUND UTILITIES.

ALL AREAS DISTURBED BY CONSTRUCTION ARE TO BE
RESTORED, FINE GRADED AND SEEDED/ SODDED.

ALL EXISTING PLANT MATERIAL SHOWN ON THIS PLAN IS TO
BE PRESERVED UNLESS SPECIFICALLY NOTED OTHERWISE.

1.

GENERAL PLANTING NOTES:

2.

3.

4.

5.

6.

7.

8.

9.

10.

LAWN AREA, PROVIDE POSITIVE DRAINAGE ACROSS
ALL SURFACES.

LANDSCAPE AREA, PROVIDE POSITIVE DRAINAGE
ACROSS ALL SURFACES.

1 SOUTHERN FOUNDATION PLANTING PLAN
SCALE: 1"=10'

3 NORTHERN FOUNDATION PLANTING PLAN
SCALE: 1"=10'

2 PARKING LOT PLANTING PLAN
SCALE: 1"=20'

JSG

6 12" HGT.MY MONET WEIGELAWEIGELA FLORIDA 'VERWEIG'

PEN63 NO. 2DWARF FOUNTAIN GRASSPENNISETUM ALOPECUROIDES 'HAMELN'

B&B

B&B
B&B
B&B

CONT.
CONT.
CONT.

14 24" HGT.SPARTAN JUNIPERJUNIPERUS CHINENSIS 'SPARTAN'JCS

12 24" HGT.RAZZLE DAZZLE ROSEROSA 'RAZZLE DAZZLE'ROS B&B
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REVISIONS

EXCELLENT
GOOD
FAIR
POOR
DEAD

A.  PRESERVE
B.  REMOVE
C. RELOCATE IF POSSIBLE

EXISTING PLANT LIST KEY

PLANT KEY

EXISTING TREE TO BE REMOVED

EXISTING TREE
TREE FENCE*

FENCING SHOWN SCHEMATICALLY IN LANDSCAPE
ISLANDS FOR GRAPHIC PURPOSES ONLY. FENCING IS
TO BE PLACED ADJACENT TO BACK OF CURB IN ANY
LANDSCAPE ISLAND WITH PRESERVED TREES LOCATED
WITHIN IT.

*
REPLACEMENT TREE

1.  DIAMETER SHOWN ON PLAN SHEET L-3
REPRESENT THE CRITICAL ROOT ZONE (1' RADIUS PER 1"
CALIPER OR 15' WHICHEVER IS GREATER).

GENERAL NOTES

160 CALIPER INCHES OF TREE WHICH ARE
REMOVED TO BE REPLACED DUE TO TREE NOT
BEING POOR OR DEAD.

TREES REMOVED

EXISTING TREES
SAWMILL EMERALD RETAIL

TREE
NUMBER SIZE SPECIES CONDITION STATUS REQUIRED

REPLACEMENT
1 14 Hackberry Fair B 14 " TOTAL CAL.

2 58 (MS) Maple Fair B 58 " TOTAL CAL.

3 6 Ash Poor B 0 " TOTAL CAL.

4 7 Ash Poor B 0 " TOTAL CAL.

5 0 NOT USED 0

6 16 Ash Dead B 0 " TOTAL CAL.

7 12 Ash Dead B 0 " TOTAL CAL.

8 14 Hackberry Fair B 14 " TOTAL CAL.

9 0 GONE 0 B 0 " TOTAL CAL.

10 12 Catalpa Fair B 12 " TOTAL CAL.

11 6 Hackberry Poor B 0 " TOTAL CAL.

12 24 Ash Dead B 0 " TOTAL CAL.

13 6 Hackberry Fair A

14 18 Ash Poor B 0 " TOTAL CAL.

15 6 Hackberry Fair A

16 6 Hackberry Fair A

17 13 Ash Poor B 0 " TOTAL CAL.

18 18 Ash Poor B 0 " TOTAL CAL.

19 8 Ash Poor B 0 " TOTAL CAL.

20 8 Ash Poor B 0 " TOTAL CAL.

21 6 Pear Poor B 0 " TOTAL CAL.

22 8 Cottonwood Fair A

23 12 Boxelder Poor B 0 " TOTAL CAL.

24 36 Cottonwood Fair A

25 12 Ash Poor B 0 " TOTAL CAL.

26 12 Ash Poor B 0 " TOTAL CAL.

27 14 Ash Dead B 0 " TOTAL CAL.

28 8 Ash Poor B 0 " TOTAL CAL.

29 29 Ash Poor B 0 " TOTAL CAL.

30 30 Ash Poor B 0 " TOTAL CAL.

31 16 Ash Poor B 0 " TOTAL CAL.

32 32 Cottonwood Good B 32 " TOTAL CAL.

33 33 Ash Dead B 0 " TOTAL CAL.

34 2 Existing Street Tree Good A

35 2 Existing Street Tree Good A

36 2 Existing Street Tree Good A

37 2 Existing Street Tree Good A

38 2 Existing Street Tree Good A

39 2 Existing Street Tree Good A

40 3 Ginkgo Good C

41 3 Ginkgo Good C

42 3 Elm Good C

43 3 Elm Injured B 0 " TOTAL CAL.

44 3 Elm Good C

45 3 Elm Good C

46 3 Elm Good C

47 3 Elm Good C

48 3 Elm Good C

49 3 Elm Good C

50 3 Elm Good C

51 3 Elm Good A

52 14 (MS) Pear Fair B 0 " TOTAL CAL.

53 24 (MS) Pear Fair B 24 " TOTAL CAL.

54 6 Pear Fair B 6 " TOTAL CAL.

55 13 Honey Locust Fair A
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REVISIONS

     SHALL BE UNLAWFUL
     PRESERVATION, REMOVAL, AND REPLACEMENT PLANS
8.  FAILURE TO ABIDE BY THESE TERMS OF THE TREE
     CODE.
     PRESERVATION AREAS WILL HAVE TO BE REPLACED PER
7.  ANY TREES REMOVED OR DAMAGED IN TREE
     SHALL BE MADE.
     CONTINUING MAINTENANCE RECOMMENDATIONS
     SHOULD BE EVALUATED BY A CERTIFIED ARBORIST AND
     OF THREE YEARS.  AFTER THREE YEARS, THE HEALTH
     HORTICULTURALLY APPROVED METHOD FOR A PERIOD
     SHALL BE FERTILIZED YEARLY IN THE SPRING USING A
6.  ALL EXISTING TREES NOTED AS FAIR TO POOR HEALTH
     TAKEN.
     DETERMINE THE REMEDIAL ACTION, IF ANY, TO BE
     HEALTHY TREES IS APPARENT.  THE ARBORIST SHALL
     NOTIFY A CERTIFIED ARBORIST IF ANY DECLINE IN
     CONSTRUCTION OF THIS PROJECT.  CONTRACTOR TO
     EXISTING TREES THROUGHOUT THE COURSE OF
5.  OWNER SHALL MONITOR HEALTH AND VIGOR OF

     CONSTRUCTION.
     PRUNED (IF NEEDED) TWO YEARS AFTER
4.  PRESERVED TREES REMAINING ARE TO BE FERTILIZED AND
     FENCING, REFER TO TREE PRESERVATION DETAIL..
     ERECTION, AND MAINTENANCE OF PROTECTION
     SHALL BE RESPONSIBLE FOR THE CONSTRUCTION,
     APPROVED BY THE LANDSCAPE INSPECTOR.  OWNER
     CHANGE IN THE PROTECTIVE FENCING MUST BE
     DURING ALL PHASES OF CONSTRUCTION.  ANY
     CONSTRUCTION.  THE FENCING MUST REMAIN IN PLACE
     PRESERVED PRIOR TO COMMENCEMENT OF
3.  FENCING SHALL BE INSTALLED AROUND ALL TREES TO BE
     INPUT OF A CERTIFIED ARBORIST.  
     PRESERVATION WORK SHALL BE SUPERVISED WITH THE
     PRESERVED.  ALL TREE REMOVAL, RELOCATION, AND
     SPECIFICALLY DESIGNATED FOR REMOVAL SHALL BE
2.  ALL TREES IN THE CONSTRUCTION AREA NOT
     614-410-4701  
     DRIVE WITH PAULA CHOPE, CITY FORESTER, AT
1.   COORDINATE ANY STREET TREE REMOVAL FOR ACCESS

TREE PRESERVATION, REMOVAL,
REPLACEMENT NOTES

1.  DIAMETER SHOWN ON PLAN SHEET L-3
REPRESENT THE CRITICAL ROOT ZONE
(1' RADIUS PER 1" CALIPER OR 15'
WHICHEVER IS GREATER).

GENERAL NOTES
160 CALIPER INCHES OF TREE WHICH
ARE REMOVED TO BE REPLACED DUE
TO TREE NOT BEING POOR OR DEAD

TREES REMOVED

PROTECTED TREE REPLACEMENT PLANT LIST

TREE PRESERVATION
N.T.S.

01-1201

HIGH VISIBILITY MEDIUM
WEIGHT CONSTRUCTION
BARRIER FENCING ATTACH
TO POSTS WITH ZIP TIES AT 1'
O.C.

4 X 4 WOOD POST
(OPTIONAL)

EXISTING TREE
OR TREE MASS

NOTES:
INSPECTION OF INSTALLATION IS REQUIRED CALL (614) 410- 4600
THE CITY IS TO BE CONTACTED IF FENCE LOCATION NEEDS TO BE
ADJUSTED OR PRIOR TO ANY ENCROACHEMNT OF PRESERVATION AREA

CRITICAL ROOT ZONE (CRZ)
1 FOOT FOR EVERY INCH OF
DIAMETER BREAST HEIGHT
(DBH) OVER 6 INCH
CALIPER TREE

STEEL FENCE STAKE AT 6'
O.C.

2 X 4 WOOD RAILS
(OPTIONAL)

EXISTING GRADE

5'
SQUARE

CRZ OR 15'
RADIUS
WHICHEVER
 IS
GREATER

STORAGE OF MATERIALS
OR CONSTRUCTION
TRAFFIC IS PROHIBITED

2

1 TREE REPLACEMENT PLAN
SCALE: 1"=30'

NO TREES WILL BE REPLACED ON SITE DUE TO INABILITY TO PROVIDE ADEQUATE
SUSTAINABLE LOCATION. THE OWNER SHALL PAY DUBLIN THE REQUIRED FEES IN
LIEU OF INSTALLING 160 CALIPER INCHES.
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SHRUB PLANTING DETAIL
N.T.S.

01-1300

6" MIN.

HARDWOOD BARK
MULCH COLLAR

PLANTING MIXTURE

REMOVE TOP 1/3 OF
BURLAP AND TWINE

SCARIFY 4" DEEP AND
RECOMPACT

DIG PLANTING HOLE TWICE THE
DIAMETER OF THE ROOTBALL-
BACKFILL WITH MIXTURE 4 PARTS
NATIVE SOIL AND 1 PART
ORGANIC SOIL CONDITIONER
(LEAF COMPOST).  PULVERIZE OR
CHOP SOIL TO REMOVE CLODS
AND CLUMPS

NOTE:
THE AMOUNT OF TREE AND SHRUB PRUNING
SHALL BE LIMITED TO THE MINIMUM
NECESSARY TO REMOVE DEAD OR INJURED
TWIGS & BRANCHES.  RETAIN NORMAL
SHAPE.  REMOVE EXCESS SOIL FROM THE
TOP OF ROOT MASS. PLANT SHRUBS  WITH
TOP OF ROOT MASS AT FINISH GRADE.

DECIDUOUS TREE 
N.T.S.

01-1001

NOTE:
THE AMOUNT OF TREE AND SHRUB PRUNING
SHALL BE LIMITED TO THE MINIMUM
NECESSARY TO REMOVE DEAD OR INJURED
TWIGS & BRANCHES.  RETAIN NORMAL
SHAPE.  PLANT TREES AND EVERGREENS SO
THE ROOT FLARE IS 2"- 3" ABOVE FINISH
GRADE

DO NOT CUT
MAIN LEADER

REMOVE TOP 1/3
(12" MIN.) OF

BURLAP AND TWINE

MULCH COLLAR

2" X 2" X 8' WOOD
STAKE, 2 PER TREE

FLEXIBLE TREE WEBBING
MATERIAL 34" WIDE-
GREEN COLOR

*DIG PLANTING HOLE TWICE
THE DIAMETER OF THE

ROOTBALL- BACKFILL WITH
MIXTURE 4 PARTS NATIVE

SOIL AND 1 PART ORGANIC
SOIL CONDITIONER (LEAF

COMPOST).  PULVERIZE OR
CHOP SOIL TO REMOVE

CLODS AND CLUMPS

1 2
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NORTH

Drive

Drive

Drive

Drive

Drive

Front Sidewalk

Main Parking

Main Parking

Main Parking

Auxiliary Parking

Auxiliary Parking

Auxiliary Parking

Statistics

Description Symbol Avg Max Min Max/Min Avg/Min

10' Offset 0.9 fc 2.9 fc 0.1 fc 29.0:1 9.0:1

Auxiliary Parking 5.1 fc 13.5 fc 1.1 fc 12.3:1 4.6:1

Drive 3.3 fc 9.2 fc 0.9 fc 10.2:1 3.7:1

Front Sidewalk 1.9 fc 2.1 fc 1.7 fc 1.2:1 1.1:1

Main Parking 3.1 fc 6.3 fc 0.7 fc 9.0:1 4.4:1

Luminaire Schedule

Symbol Label Quantity Manufacturer Catalog Number Description Lamp

Number 

Lamps

Filename Lumens Per Lamp Light Loss Factor Wattage

P3

0 KIM LIGHTING AC27N3/1000MH-BT37/HS ARCHITECTURAL CURVILINEAR LUMINAIRE 

DIE CAST ALUM. REFLECTOR SYSTEM 

WITH SPECULAR PANELS DIE CAST ALUM. 

HOUSING AND LENS FRAME CLEAR FLAT 

GLASS LENS. HOUSESIDE SHIELD.

1000MH BT37, VERTICAL BASE-UP 

POSITION, RATED AT 115000 

INITIAL LUMENS.

1 ac27n3-1km-hs.ies 115000 0.8 1100

P4

1 KIM LIGHTING AC27x4/1000MH-BT37 ARCHITECTURAL CURVILINEAR LUMINAIRE 

DIE CAST ALUM. REFLECTOR SYSTEM 

WITH SPECULAR PANELS DIE CAST ALUM. 

HOUSING AND LENS FRAME CLEAR FLAT 

GLASS LENS.

1000MH ED37 HORIZONTAL 

POSITION, CLEAR, RATED AT 

115000 INITIAL LUMENS.

1 ac27h4-1km.ies 115000 0.8 1000

P4-HS

5 KIM LIGHTING AC27x4/1000MH-BT37/HS ARCHITECTURAL CURVILINEAR LUMINAIRE 

DIE CAST ALUM. REFLECTOR SYSTEM 

WITH SPECULAR PANELS DIE CAST ALUM. 

HOUSING AND LENS FRAME CLEAR FLAT 

GLASS LENS. HOUSESIDE SHIELD.

1000MH ED37 HORIZONTAL 

POSITION, CLEAR, RATED AT 

115000 INITIAL LUMENS.

1 ac27h4-1km-hs.ies 115000 0.8 1100

P5

2 KIM LIGHTING AC27N5/1000MH-BT37/ ARCHITECTURAL CURVILINEAR LUMINAIRE 

DIE CAST ALUM. REFLECTOR SYSTEM 

WITH SPECULAR PANELS DIE CAST ALUM. 

HOUSING AND LENS FRAME CLEAR FLAT 

GLASS LENS.

1000MH BT37, VERTICAL BASE-UP 

POSITION, RATED AT 115000 

INITIAL LUMENS.

1 ac27n5-1km.ies 115000 0.8 1100

W1

2 KIM LIGHTING WD18x3/250PMH-ED28 WALL DIRECTOR WALL MOUNTED 

LUMINAIRE DIE CAST ALUM. REFLECTOR 

SYSTEM WITH HIGH SPECULAR PANELS 

DIE CAST ALUM. HOUSING AND LENS 

FRAME CLEAR FLAT GLASS LENS

250 WATT CLEAR, PMH ED28 

LAMP, HORIZONTAL POSITION, 

RATED AT 22000 INITIAL LUMENS

1 wd18d3-250p.ies 22000 0.8 285
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