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ARCHITECTURAL

M
odel

O
ptics

W
attage

S
ource

Voltage
M

ounting
Finish

O
ptions

M
O

N
-1

M
O

N
-2

M
O

N
-3

Type II
(T2)

Type III
(T3)

Type IV
(T4)

Type V
(T5)

120
(1)

208
(2)

240
(3)

277
(4)

480
(5)

M
-Tap

*M
ulti-Tap 

ballast w
ired at 

277 V
 unless 

specified
(6)

347
(8)

U
niversal 

A
rm

 M
ount

(U
A

M
)

M
ast A

rm
 Fitter

*D
esigned to slip over 2

 
O

.D
. m

ast arm
(M

A
F)

W
all M

ount
(W

M
)

M
H

 - M
etal H

alide
P

S
 - P

ulse S
tart M

etal H
alide

H
P

S
 - H

igh P
ressure S

odium
LP

S
 - Low

 P
ressure S

odium

* S
ee decorative arm

section for arm
 and w

all 
m

ount options.

B
ronze
(B

Z)

B
lack

(B
K

)

W
hite

(W
H

)

Forest G
reen

(FG
)

G
rey

(G
Y)

S
ilver M

etallic
(SL)

C
ustom

 C
olor

(C
C

)

B
utton Type P

hotocell
*S

pecify voltage
(PC

120)   (PC
208)

(PC
240)   (PC

277)

Fusing
*S

pecify voltage
S

ingle in-line fuse
(SF120)   (SF277)

D
ouble in-line fuse

(D
F208)   (D

F240)
(D

F480)

Internal Light S
hield

(ILS)

H
ouse S

ide Light S
hield

(LS)

70 (70)
100 (100)
150 (150)

200 (200)
250 (250)
320 (320)
400 (400)

*R
educed E

nvelope 
Lam

p on 400 W
 

750 (750)
1000 (1000)
*R

educed E
nvelope 

Lam
p on 750 W

 and 
1000 W

 
 

P
S

 H
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S
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P
S
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P
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P
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P
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P
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P
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The M
onterey blends decorative architectural styling w

ith high-perfor-
m

ance optics. The unique design captures the rustic look and feel of 
the southw

est w
ith a bell shape re

ector shade and choice of elegant 
m

ounting arm
s. Provides the designer and ow

ner the freedom
 to create 

a distinctive them
e or signature look.

The advanced optical system
 provides highly ef

cient vertical lam
p

 
at 

lens
 full cutoff illum

ination for neighborhood friendly
 D

ark-Sky approved 
outdoor lighting. 

Available in three enclosure sizes w
ith four distribution patterns. A 

w
ide selection of light sources from

 35 through 1000 w
atts are offered

 
including P

ulse S
tart M

etal H
alide lam

ps for superior ef
ciency

 lum
en 

m
aintenance and color stability. 

Applications include shopping centers
 parking lots

 and virtually any general 
outdoor area lighting.

S
ee W

all and C
eiling S

ection

A

B

ection

M
O

S
H

alf-S
conce

 Available in tw
o sizes

M
O

N
-M

M
ini S

conce

Fixture
A

B
M

ax. W
atts

Lbs
M

O
N

-1
20”

17½
”

150 W
40

M
O

N
-2

30”
24”

400 W
55

M
O

N
-3

33¾
”

29¼
”

1000 W
82

M
ore Product Available in the M

onterey Series

M
o

n
te

re
y  H

ID
P

roject N
am

e:
C

atalog N
um

ber:
Type
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A
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w

w
w
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ARCHITECTURAL

M
o

n
te

re
y  

H
ID

H
ousing

 Q
uality one-piece .080 spun alum

inum
 shade and durable 

cast alum
inum

 top cap in 3 housing sizes. E
xternal hardw

are is 
stainless steel.

Lens and D
oor A

ssem
bly

 O
ne-piece spun alum

inum
 rem

ovable door assem
bly.

 Lens is clear tem
pered 

at glass
 secured by galvanized lens 

retainers. Fully gasketed w
ith a form

 
tting one piece prem

ium
 

extruded silicone gasket to provide com
plete w

eather and insect 
protection.

O
ptical System

 H
igh-perform

ance vertical lam
p

 m
ulti-faceted

 full cutoff 
segm

ented
 95

 reflectance anodized alum
inum

 reflectors. 
C

C
 cut and bent for precision and consistency. Available in four 

distribution patterns. 
 Field rotatable re

ector except Type V
.

 Tool-less re
ector entry.

Q
uali-G

uard
®

 Finish
 A

lum
inum

 
xture com

ponents are chem
ically pretreated through 

a m
ultiple-stage w

asher and 
nished w

ith an electrostatically-
applied

 therm
oset polyester pow

der coat textured paint w
ith 

a m
inim

um
 of 3 to 5 m

ils thickness. Finish is oven-baked at a 
tem

perature of 400 F to prom
ote m

axim
um

 adherence and 
nish 

hardness. All 
nishes are available in standard and custom

 colors.
 Finish is guaranteed for tw

o 2
 years.

M
ounting

 M
onterey m

ounts to a w
ide selection of decorative and custom

 
m

ounting arm
s for both pole and w

all m
ount applications (see 

D
ecorative A

rm
s section of catalog. The M

onterey can replace 
existing cobra head 

xtures w
ith the M

A
P

-01 for m
ast arm

s.

Electrical A
ssem

bly
 A

ll ballasts are prem
ium

 H
P

F autotransform
ers

 available in 
M

etal H
alide

 H
igh P

ressure S
odium

 Low
 P

ressure S
odium

 and 
Pulse Start M

etal H
alide. Ballast is capable of providing consistent 

lam
p starting dow

n to -20 
F. M

odular ballast assem
bly is easily 

rem
ovable w

ith keyhole slots.
 S

ocket is a glazed porcelain m
edium

 or m
ogul base w

ith nickel 
plated contacts

 rated at 4 kV
 (5 kV

 for 1000 w
att and 

00 V.

O
ptions

 B
utton type photocell 

 Fusing
 Internal light shield 
 H

ouse side light shield

Listings
 M

onterey is E
TL listed

 suitable for w
et locations.

 D
ark-S

ky Friendly
® certified by the International D

ark-S
ky 

A
ssociation.

 
ISA

E
 com

pliant.
 P

ow
der C

oated Tough
TM

 
.

 Vision
TM R

e
ector S

ystem
 (U

.S
. P

atent 
o. 7

213
948

.

VA
110-S

1
VA

110-D
2

VA
110-W

M

E
PA

: 1.0
E

PA
: 1.6

E
PA

: 0.8

13½
”

15¾
”

7”

22”
22”

M
O

N
TER

EY-2
TYPE III
PU

LSE STAR
T O

PTIC
S

250 W
ATTS

Scale
 1 Square 

 18 ft
Initial Light Loss Factor 

 1.00
M

ounting H
eight 

 18 ft
Arm

 Length 
 3 ft

Arrangem
ent Single

M
O

N
TER

EY-2
TYPE V
PU

LSE STAR
T O

PTIC
S

250 W
ATTS

Scale
 1 Square 

 30 ft
Initial Light Loss Factor 

 1.00
M

ounting H
eight 

 18 ft
Arm

 Length 
 3 ft

Arrangem
ent Tw

in (Back-to-back

.1

.2.51

2

5
.5

5
.1

1
.2

2
.1

.2
.5

1

2

5
.5

5
.1

1
.2

2

Typical D
ecorative A

rm
s - (A

dditional A
rm

s in M
ounting A

rm
 Section)

Isolux C
urves

EPA D
ataFixture

Fixture O
nly

Fixture w
ith

VA
110-S1

2 Fixtures w
ith

VA
110-D

2
Fixture w

ith
VA

101-S1
2 Fixtures w

ith
VA

101-D
2

M
O

N
-1

1.2
2.2

4.1
3.0

5.5

M
O

N
-2

2.6
3.6

6.6
4.4

8.2

M
O

N
-3

3.5
4.5

8.6
5.3

10.0

VA
101-S

1
VA

101-D
2

26”

22”

7”

33¾
”

E
PA

: 1.8
E

PA
: 3.0

VA
101-W

M

E
PA

: 1.5


