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GENERAL NOTES

1. CITY OF COLUMBUS AND OHIO DEPARTMENT OF TRANSPORTATION CONSTRUCTION AND MATERIAL D U B LI N C I TY SC H OO L D I STR I CT PRELIMINARY
SPECIFICATIONS, CURRENT EDITIONS, AND ANY SUPPLEMENTS THERETO (HEREAFTER REFERRED TO AS
STANDARD SPECIFICATIONS), SHALL GOVERN ALL CONSTRUCTION ITEMS UNLESS OTHERWISE NOTED. IF NOT FOR

H A CONFLICT BETWEEN SPECIFICATIONS IS FOUND, THE MORE STRICT SPECIFICATION WILL APPLY AS

H DECIDED BY THE CITY ENGINEER. ITEM NUMBERS LISTED REFER TO CITY OF COLUMBUS ITEM CONSTRUCTION

H NUMBERS UNLESS OTHERWISE NOTED.

|| 2 THE CITY ENGINEER WILL NOT BE RESPONSIBLE FOR MEANS, METHODS, PROCEDURES, TECHNIQUES, OR =

H SEQUENCES OF CONSTRUCTION THAT ARE NOT SPECIFIED HEREIN. THE CITY ENGINEER WILL NOT BE M O D U LAR B U I L DI N I N STALLATI O N =

§ RESPONSIBLE FOR SAFETY ON THE WORK SITE, OR FOR FAILURE BY THE CONTRACTOR TO PERFORM (; el

H WORK ACCORDING TO' CONTRACT DOCUMENTS. - ‘ I
K S

3. THE DEVELOPER OR CONTRACTOR SHALL BE RESPONSIBLE TO OBTAIN ALL NECESSARY PERMITS | E] ~ .
INCLUDING BUT NOT LIMITED TO OHIO EPA PERMITS TO INSTALL (PTI) AND NOTICES OF INTENT (NOI), i = GARMANN
BUILDING PERMITS, ETC. | V r ‘

4. THE CONTRACTOR SHALL NOTIFY THE CITY OF DUBLIN DIVISION OF ENGINEERING IN WRITING AT LEAST
3 WORKING DAYS PRIOR TO BEGINNING CONSTRUCTION.

5. THE CONTRACTOR SHALL BE SOLELY RESPONSIBLE FOR COMPLYING WITH ALL FEDERAL, STATE AND
LOCAL SAFETY REQUIREMENTS INCLUDING THE OCCUPATIONAL SAFETY AND HEALTH ACT OF 1970. THE i
CONTRACTOR SHALL EXERCISE PRECAUTION ALWAYS FOR THE PROTECTION OF PERSONS (INCLUDING ]

EMPLOYEES) AND PROPERTY. IT SHALL ALSO BE THE SOLE RESPONSIBILITY OF THE CONTRACTOR TO /
INITIATE, MAINTAIN AND SUPERVISE ALL SAFETY REQUIREMENTS, PRECAUTIONS AND PROGRAMS IN o
CONNECTION WITH THE WORK, INCLUDING THE REQUIREMENTS FOR CONFINED SPACES PER 29 CFR SEARCLOVE| S
1910.146. z A

6. FOLLOMNG COMPLETION OF CONSTRUCTION OF THE SITE. MPROVEMENTS AND BEFORE REQUESTING _ = ILLER
OCCUPANCY, A PROOF SURVEY SHALL BE PROVIDED TO THE DIVISION OF ENGINEERING m ryrrem
DOCUMENTS "AS—BUILT” ELEVATIONS, DIMENSIONS, SLOPES AND ALIGNMENTS OF ALL LLEvENTs oF I
THIS PROJECT. THE PROOF SURVEY SHALL BE PREPARED, SIGNED AND SUBMITTED BY THE VICINITY MAP
PROFESSIONAL ENGINEER WHO SEALED THE CONSTRUCTIONS DRAWINGS, | ]

NOT TO SCALE

7. THE CONTRACTOR SHALL RESTRICT CONSTRUCTION ACTIVITY TO PUBLIC RIGHT-OF-WAY AND AREAS [
DEFINED AS PERMANENT AND/OR TEMPORARY CONSTRUCTION EASEMENTS, UNLESS OTHERWISE [
AUTHORIZED BY THE CITY ENGINEER JEROME HIGH SCHOOL . et

8. THE CONTRACTOR SHALL CAREFULLY PRESERVE BENCHMARKS, PROPERTY CORNERS, REFERENCE e g o
R CARELESS DESTRUCTION, THE CONTRACIOR SHALL BE RESPONSILE FOR RESTORAONS. -~ £300 HHLAND- CROY R

A
RESETTING OF MARKERS SHALL BE PERFORMED BY AN OHIO PROFESSIONAL SURVEYOR AS APPROVED DUBLIN, OHIO 43016 OWNER ENGINEER ARCHITECT
BY THE CITY ENGINEER
DUBLIN_CITY SCHOOLS SANDS DECKER CPS, LLC. GARMANN MILLER

9. NON-RUBBER TIRED VEHICLES SHALL NOT BE MOVED ON OR ACROSS PUBLIC STREETS OR HIGHWAYS 7030 COFFMAN ROAD 1495 OLD HENDERSON ROAD 38 SOUTH LINCOLN STREET

WITHOUT THE WRITTEN PERMISSION OF THE CITY ENGINEER. DUBLIN, OHIO 43017 COLUMBUS, OHIO 43220 MINSTER, OHIO 45865
PHONE: 614-760-4412 PHONE: 614-459-6992 PHONE: 419-628-4240

10. THE CONTRACTOR SHALL RESTORE ALL DISTURBED AREAS TO EQUAL OR BETTER CONDITION THAN CONTACT: BRION DEITSCH CONTACT: SCOTT SANDS CONTACT: KATHY TREJO
EXISTED BEFORE CONSTRUCTION. DRAINAGE DITCHES OR WATERCOURSES THAT ARE DISTURBED BY
CONSTRUCTION SHALL BE RESTORED TO THE GRADES AND CROSS-SECTIONS THAT EXISTED BEFORE
CONSTRUCTION.

DATE OF SURVEY: MAY 2015 z

1. TRACKING OR SPILUNG WUD, DIRT OR DEBRIS UPON STREETS, RESDENTAL OR COMMERCIAL DRIVES, @ w dJ o
SIDEWALKS OR BIKE PATHS IS PROHIBITED ACCORDING TO SECTION 97.38 OF THE DUBLIN CODE OF @Q‘\\Q\ LOCATION: =40 2
ORDINANCES. ANY SUCH OCCURRENCE SHALL BE CLEANED UP IMMEDIATELY BY THE CONTRACTOR AT W : STATE ¢ o S a
NO COST TO THE CITY. IF THE CONTRACTOR FAILS TO REMOVE SAID MUD, DIRT, DEBRIS, Of ‘PQQ\Q/@ / INDEX MAP SITUATED N THE STATE. OF GHIO. UNION COUNTY. (CITY OF DUELIN. 8 O s
SPILLAGE, THE CITY RESERVES THE RIGHT TO REMOVE THESE MATERIALS AND CLEAN AFFECTED g ]
RREKS.HE GoSt OF WRICH SHALL 3¢ THE RESPONSIILITY OF T CONTRACTOR. <. NOT TO SCALE FENAE‘FNFFS:RT""VAE”%%ECOMTLT’S‘E‘W‘7PA25L NUMBER 39049C 018K T 5 §§ #

- 0%

12. DISPOSAL OF EXCESS EXCAVATION WITHIN SPECIAL FLOOD HAZARD AREAS (100-YEAR FLOODPLAIN) IS ZONE X — AREAS DETERMINED TO BE OUTSIDE OF THE 0.2% ; O wn P §§

NOT PERMITTED. ANNUAL CHANCE FLOODPLAIN. iV o ilE
22. PAVEMENTS SHALL BE CUT IN NEAT, STRAIGHT LINES THE FULL DEPTH OF THE EXISTING PAVEMENT, 5. WHEN UNKNOWN OR INCORRECTLY LOCATED UNDERGROUND UTILITIES ARE ENCOUNTERED DURING Y H

13. ALL SIGNS, LANDSCAPING, STRUCTURES OR OTHER APPURTENANCES WITHIN RIGHT—OF —WAY OR AS REQURED BY THE CITY ENGINEER. PAVEMENT REPLACEMENT SHALL BE CONDUCTED CONSTRUCTION, THE CONTRACTOR SHALL IMMEDIATELY NOTIFY THE OWNER AND THE CITY ENGINEER f = O s
DISTURBED OR DAMAGED DURING CONSTRUCTION SHALL BE REPLACED OR REPAIRED TO THE ACCORDING TO CITY OF COLUMBUS STANDARD DRAWING 1441 AND APPLICABLE CITY OF DUBLIN BENCHMARKS f= Tigo
SATISFACTION OF THE CITY ENGINEER. THE COST OF THIS WORK SHALL BE THE RESPONSIBILITY OF STANDARD DRAWINGS. THE REPLACEMENT OF DRIVEWAYS, Hanbichres RAMPS, SIDEWALKS, BIKE PUBLIC STREET LIGHTING MAY BE IN THE VICINITY OF THIS PROJECT. CONTACT THE CITY OF DUBLIN, £ Q EE
THE CONTRACTOR PATHS, PARKNG LOT PAVENENT, ETC. SHALL BE PROVED ACCORDING T0 THE APPROVED DIVISION OF ENGINEERING AT 410-4637, TWO DAYS PRIOR TO BEGINNING WORK. SOURCE H > uw ia. i

CONSTRUCTION DRAWINGS AND CITY OF DUBLIN STANDARD CONSTRUCTION DRAWINGS. s LR}

4. AL FIELD TLE BROKEN OR ENCOUNTERED DURNG EXCAVATION SHALL BE REPLACED OF REPARED TRAEFIC_CONTROL N B LD, 51 75 OBSERVATION, STATE OF 0HI0 VIRTUAL 5 = o

NNECTED TO THE PUBLIC STORM SEWER SYSTEM AS DIRECTED BY THE CITY ENGINEER. THE 23. TREE TRIMMING WITHIN THE CONSTRUCTION ZONE IS TO BE COMPLETED BY A CERTIFIED ARBORIST. AT 1. TRAFFIC CONTROL SHALL BE FURNISHED, ERECTED, MAINTAINED, AND REMOVED BY THE CONTRACTOR o 3%
COSTOF T WORK SHALL BE THE AESSONSBILITY OF T CONTRACTOR. THE COMPLETION OF THE PROJECT, THE ARBORIST IS TO RETURN AND TRIM ANY BROKEN BRANCHES ACCORDING TO OHIO MANUAL OF UNIFORM TRAFFIC CONTROL DEVICES (OMUTCD), CURRENT EDITION. o o z 2
AS NEEDED.

15. AL PRECAST CONCRETE PRODUCTS SHALL BE INSPECTED AT THE LOCATION OF MANUFACTURE. ALL TRAFFIC LANES OF PUBLIC ROADWAYS SHALL BE FULLY OPEN TO TRAFFIC FROM 7:00 AM TO g w 2
APRROVED PRECAST CONCRETE PRODUCTS WLL BE STANPED OR HAVE SUCH IDENTFICATION NOTING ANY MODIFICATION TO THE WORK SHOWN ON DRAWINGS MUST HAVE PRIOR WRITTEN APPROVAL BY $:00 AW AND FROM 4:00 PM TO 6:00 Pl UNLESS AUTHORIZED DIFFERENTLY BY THE CITY ENGINEER. FINISHED FLOOR ELEVATION AT ENTRANCE =3
THAT INSPECTION HAS BEEN CONDUCTED BY THE CITY OF COLUMBUS. PRECAST CONCRETE THE CITY ENGINEER, CITY OF DUBLIN. AT ALL OTHER HOURS THE CONTRACTOR SHALL MAINTAIN MINIMUM ONE—LANE TWO-WAY TRAFFIC.

PRODLCTS WITHOUT PRODF OF INSPECTION SHALL NOT BE APPROVED FOR ISTALLATION UNFORUED, OFF-DLTY POLICE OFFICERS SHALL REPLACE FLAGMEN DESIGRATED. BY THE, MU TCD: ELEVATION = 932.50
25. ALL INLETS SHALL BE CHANNELIZED. AND SHALL BE PRESENT WHENEVER ONE-LANE, TWO-WAY TRAFFIC CONTROL IS IN EFFECT. POLICE

16. BACKFILL WITHIN A 1:1 INFLUENCE LINE OF EXISTING STRUCTURES (HOUSES, GARAGES, ETC.) OR CRUISERS MAY BE REQUIRED AS DIRECTED BY THE CITY ENGINEER. Bu 2
PUBLIC INFRASTRUCTURE (PAVEMENT, CURBS, SIDEWALKS, BIKE PATHS, ETC.) SHALL BE COMPACTED 26. PARK AREAS SHALL BE FINE-GRADED AND SEEDED WITH THE FOLLOWING MIXTURE:

GRANULAR BACKFILL ACCORDING TO ITEM 912 OF THE STANDARD SPECIFICATIONS OR FLOWABLE CDF, 3. IF_THE CITY ENGINEER DETERMINES THAT THE CONTRACTOR IS NOT PROVIDING PROPER PROVISIONS LGHT POLE BASE
TYPE Il ACCORDING TO ITEM 636. ITEM 911 OF THE STANDARD SPECIFICATIONS SHALL BE USED IMPROVED KENTUCKY BLUEGRASS: 40% OF WEIGHT (2 VARIETIES IN EQuAL PARTS) FOR_TRAFFIC CONTROL, THE CITY ENGINEER SHALL ASSIGN UNIFORMED, OFF-DUTY POLICE OFFICERS
ELSEWHERE. IMPROVED PERENNIAL RYE: 60% OF WEIGHT (2 VARIETIES IN EQUAL PARTS) TO THE PROJECT AT NO COST TO THE CITY.

GERMINATION RATE: ~ 85% ELEVATION = 931.18

17. THE CONTRACTOR SHALL SUBMIT A COPY OF THE APPROVED CONSTRUCTION DRAWINGS AND A LIST APPLICATION RATE: 7 LBS PER 1000 SQ FT OR AS DIRECTED BY THE DIVISION OF PARKS AND 4. STEADY-BURNING, TYPE "C" LIGHTS SHALL BE REQUIRED ON ALL BARRICADES, DRUMS, AND SIMILAR
OF PROPOSED PRECAST CONCRETE PRODUCT MANUFACTURERS TO THE CITY OF COLUMBUS RECREATION, CITY OF DUBLIN, OHIO. TRAFFIC CONTROL DEVICES IN USE AT NIGHT. INDEX OF SHEETS
CONSTRUCTION INSPECTION DIVISION BEFORE COMMENCING CONSTRUCTION.

27. TRAFFIC CONTROL AND OTHER REGULATORY SIGNS SHALL BE TYPE S WITH A SQUARE POST ANCHOR 5. ACCESS FROM PUBLIC ROADWAYS TO AL ADJOINING PROPERTIES FOR EXISTING RESIDENTS OR c-1 TITLE SHEET
SEND THE INFORMATION TO THE FOLLOWING ADDRESS: BASE INSTALLATION AND MEET ALL REQUIREMENTS OF ODOT TC—41.20 AND APPLICABLE CITY OF BUSINESSES SHALL BE MAINTAINED THROUGHOUT THE DURATION OF THE PROJECT FOR MAIL, PUBLIC JE—
DUBLIN' SPECIFICATIONS' WATER AND SANITARY SEWER SERVICE, AND EMERGENCY VEHICLES. THE CONTRACTOR SHALL PROVIDE -
S R N B ECTION DIVISION A TRAFFIC CONTROL PLAN DETAILING THE PROPOSED MAINTENANCE OF TRAFFIC PROCEDURES. THE €2 CML PLAN & SITE DETAILS e
CITY OF COLUMBUS 26, STREET SIGNS SHALL MEET ALL CITY OF DUBLIN SPECFICATIONS WTH LETTERING COLORED IN WHITE TRAFFIC CONTROL PLAN MUST INCORPORATE ANY TRAFFIC CONTROL DETAILS CONTAINED HEREIN. THE ' e
1200 TaST 1718 avense DISPLAYED OVER A BACKGROUND. SIGN TUBING SHALL WN N CO TRAFFIC CONTROL PLAN PROPOSED BY THE CONTRACTOR MUST BE APPROVED BY THE CITY ENGINEER e
COLUMBUS, OHIO 43219 CONFORI W THE TYPE S SQUARE POST ANCHOR BASE NSTALLATION AEQUREMENTS OF 0DOT PRIOR TO CONSTRUCTION. AT RORTSTE
SEND A COPY OF THE TRANSMITTAL LETTER TO THE FOLLOWING ADDRESS: Tema20 EROSON AND SEDMENT CONIROL
DYSON OF ENGHEERNG UTILITES THE CONTRACTOR OR DEVELOPER IS RESPONSIBLE FOR SUBMITTING A NOTICE OF INTENT (NOI) TO BE
CITY OF DUBLI 1 EXIST\NG uﬂu'ﬂss THE INFORMATION SHOWN CONCERNING EXISTING UT\UT\ES IS APPROXIMATE. _THE REVIEWED AND APPROVED BY THE OHIO EPA. THE NOI MUST BE SUBMITTED TO OEPA 45 DAYS PRIOR APPROVALS
o0 St s 00 57 THE GINERS OF THE UTLTY GOMPANY. THS- NFGRUATON 1S NOT REPRESENTED, WARRANTED  PERUIT FOf STORUNATER DSCHARGES ASSOGIATED WK CONSTRUCTION ACTWIY. A PROECT -
DUBLIN. OO 43016 OR GUARANTEED TO BE COMPLETE OR ACCURATE LOCATION MAP MUST BE SUBMITTED WTH THE NOL A SEDMENT AND EROSION CONTROL PLAN MusT ~ SISNATURES BELOW SIGNIFY ONLY CONCURRENCE WITH THE GENERAL PURPOSE AND

18. ALL TRENCHES WITHIN PUBLIC RIGHT-OF-WAY SHALL BE BACKFILLED ACCORDING TO THE APPROVED BE SUBMITTED TO THE CITY ENGINEER FOR APPROVAL IF A SEDIMENT AND EROSION CONTROL PLAN  SENERAL LOCATION OF THE PROJECT AND DOES NOT CONSTIFUTE ASSURANCE 10
CONSTRUCTION DRAWINGS OR SECURELY PLATED DURING NONWORKING HOURS. TRENCHES OUTSIDE COLUMBIA GAS OF OHIO 1-800-344-4077 HAS NOT ALREADY BEEN INCLUDED WITH THE APPROVED CONSTRUCT\ON DRAWINGS. THIS PLAN OPERATE AS INTENDED. ALL TECHNICAL DETAILS REMAIN THE RESPONSIBILITY OF THE
THESE AREAS SHALL BE BACKFILLED OR SHALL BE PROTECTED BY APPROVED TEMPORARY FENGING LY 1-614-481-1058 MUST BE MADE AVAILABLE AT THE PROJECT SITE AT ALL TIMES. THE DESICN OF EROSION CONTROL ~ ENGINEER PREPARING THE PLANS
OR BARRICADES DURING NONWORKING HOURS. CLEAN UP SHALL FOLLOW CLOSELY BEHIND THE DUBLIN DIVISION OF ENGINEERING 1-614-410-4600 SYSTEMS SHALL FOLLOW THE REQUREMENTS OF OHIO EPA, ITEM 207 OF 0110 DEPARTMENT OF
TRENCHING OPERATION. FRONTIER COMMUNICATION 1-877-462-8188 TRANSPORTATION STANDARD SPECIFICATIONS, AND THE CITY ENGINEER. AN INDIVIDUAL NPDES

1-800-248-3632 STORMWATER DISCHARGE PERMIT MAY BE REQUIRED. THE CONTRACTOR SHALL BE CONSIDERED THE

19. AL TREES WITHIN THE CONSTRUCTION AREA NOT SPECIFICALLY DESIGNATED FOR REMOVAL SHALL BE U RuRaL ELECTRIC el PERMITTEE.

FROM THE TREE TR S 6 — INCHES DBH (DIAMETER BREAST HE\GHT) MUST 2 THE CONTRACTOR SHALL GIVE NOTICE OF INTENT TO CONSTRUCT TO OHIO UTILITIES PROTECTION LEAVES THE PROJECT, INCLUDING WATERWAYS, OVERLAND SHEET FLOW, AND STORM SEWERS. oot
T W P CI B LACED A e R o 2ONE OR G FEET, WHICHEVER 15 SERVICE (TELEPHONE NUMBER 800-362-2764), PRODUCER'S UNDERGROUND PROTECTION SERVICE .
GREATER. TREES NOT INDICATED ON THE APPROVED CONSTRUCTION DRAWINGS FOR REMOVAL MAY (TELEPHONE NUMBER 614-587-0486), AND TO OWNERS OF UNDERGROUND UTILITIES THAT ARE NOT 3. ACCEPTED METHODS OF PROVIDING EROSION/SEDIMENT CONTROL INCLUDE BUT ARE NOT LIMITED TO:
NOT BE REMOVED WITHOUT PRIOR APPROVAL OF THE DIVISION OF ENGINEERING. MEMBERS OF A REGSTERED UNDERGROUND PROTECTION SERVICE. NOTICE SHALL BE GVEN AT LEAST SEDIMENT BASINS, SILT FILTER FENCE, AGGREGATE CHECK DAMS, AND TEMPORARY GROUND COVER S

2 WORKING DAYS BEFORE START OF CONSTRUCTIO HAY OR STRAW BALES ARE NOT PERMITTED. SRESTOR OF A USE & TONG RANGE PG

o ggggglaﬁvsTAEER%‘SEEDCT‘BOVN%LEVC\ETOVREE%G'}E’;&SS ETS'EE%TFSp'mEfmﬁ%gi.ﬁpﬁ'XMc%b\“c”ég?ss NOT 3. THE IDENTITY AND LOCATIONS OF EXISTING UNDERGROUND UTILITIES IN_ THE CONSTRUCTION AREA 4. THE CONTRACTOR SHALL PROVIDE ADEQUATE DRAINAGE OF THE WORK AREA AT ALL TIMES CITY OF DUBLIN, OHIO
PERMITTED. | PERMITS TO CONSTRUCT IN THE RIGHT—OF—WAY OF EXISTING STREETS MUST BE HAVE BEEN SHOWN ON THE APPROVED CONSTRUCTION DRAMNGS AS ACCURATELY AS PROVDED BY CONSISTENT WITH EROSION CONTROL PRACTICES. JEROME HIGH SCHOOL
OBTAINED FROM THE CITY OF DUBLIN DIVISION OF ENGINEERING BEFORE COMMENCING CONSTRUCTION. L o D Do o Mok eR O e T ENONEER ASSMES TITLE SHEET
SHOULD OPEN CUTTING OF EXISTING PAVEMENT BE PERMITTED, CONTROLLED DENSITY BACKFILL (TYPE 10 RESPONSILITY FOR THE ACCURACY OR DEPTIS OF LKDERGROUND FACLITES SHON O T 5. DISTURBED AREAS THAT WILL REMAIN UNWORKED FOR 30 DAYS OR MORE SHALL BE SEEDED OR
) SHALL BE USED IN PLACE OF COMPACTED GRANULAR BACKFILL, ACCORDING TO ITEM 636 OF THE APPROVED CONSTRUCTION DRAWINGS. IF DAMAGE IS CAUSED, THE CONTRACTOR SHALL BE PROTECTED WITHIN SEVEN CALENDAR DAYS OF THE DISTURBANCE. OTHER SEDIMENT CONTROLS THAT
STANDARD SPECIFICATIONS, RESPONSIBLE FOR REPAIR OF THE SAME AND FOR ANY RESULTING CONTINGENT DAMAGE. ARE INSTALLED SHALL BE MAINTAINED UNTIL VEGETATIVE GROWTH HAS BEEN ESTABLISHED. THE

CONTRACTOR SHALL BE RESPONSIBLE FOR THE REMOVAL OF AL TEMPORARY SEDIMENT DEVICES AT

21, THE CONTRACTOR SHALL BE RESPONSIBLE FOR THE CONDITION OF TRENCHES WITHIN THE 4. LOCATION, SUPPORT, PROTECTION AND RESTORATION OF ALL EXISTING UTILITIES AND THE CONCLUSION OF CONSTRUCTION BUT NOT BEFORE GROWTH OF PERMANENT GROUND COVER.

RIGHT—-OF—WAY AND PUBLIC EASEMENTS FOR A PERIOD OF ONE YEAR FROM THE FINAL ACCEPTANCE APPURTENANCES, WHETHER SHOWN OR NOT SHOWN ON THE APPROVED CONSTRUCTION DRAWINGS, 2 SlonaL e ST
OF THE WORK, AND SHALL MAKE ANY NECESSARY REPAIRS AT NO COST TO THE CITY. SHALL BE THE RESPONSIBILITY OF THE CONTRACTOR o c1
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SITE KEYNOTES

CONCRETE WALK. SEE DETAIL.

CONTRACTOR TO EXPOSE EXISTING WATER LINES TO
DETERMINE ACTUAL HORIZONTAL AND VERTICAL LOCATION
PRIOR TO CONSTRUCTION.

CONTRACTOR VERIFY ACTUAL HORIZONTAL AND VERTICAL

o

“

LOCATION OF THE EXISTING STORM SEWER. CONTRACTOR TO

ADJUST COORDINATE ANY NECESSARY ADJUSTMENTS OF
SUPPORT PIERS WITH ARCHITECT PRIOR TO CONSTRUCTION.
CONTRACTOR TO LOCATE PRIVATE EXISTING
DATA/COMMUNICATION & ELECTRIC LINES TO DETERMINE
ACTUAL HORIZONTAL AND VERTICAL LOCATION PRIOR TO
CONSTRUCTION.

»

o

TO EXISTING STORM SEWER INLETS,
SEDIMENT FENCE. SEE DETAIL.
INLET PROTECTION. SEE DETAIL.

o

EXISTING DRAINAGE PATTERNS TO REMAIN. CONTRACTOR TO
ENSURE ALL AREAS WITHIN PROJECT LIMITS POSITIVELY DRAIN

MISC. NOTES

THE SCHOOL IS TO REMAIN OPERATIONAL AT ALL TIMES,
COORDINATE CONSTRUCTION ACTIVITIES WITH THE SCHOOL.

STORMWATER NOTE

THE MODULAR CLASS ROOMS ARE BEING PLACED IN_THE
TRIBUTARY AREA FOR EXISTING CATCH BASINS NO. 7 & 8. THE
EXISTING STORM SEWER CALCULATIONS (2002) FOR THE
TRIBUTARY AREA INCLUDED A 7,000 SF() FUTURE ADDITION
ON THE NORTHEAST CORNER OF THE HIGH SCHOOL. THE
IMPERVIOUS AREA ADDED FOR THE MODULAR CLASSROOMS 7,550

. UPON COMPLETION OF A FUTURE ADDITION THE MODULAR
BUILDINGS AND ASSOCIATED WALKS WILL BE REMOVED AND
RETURNED TO ORIGINAL CONDITION. NO MODIFICATIONS WILL BE
MADE TO_THE EXISTING POND FOR WATER QUALITY OR QUANTITY
AT THIS TIME SINCE IMPERVIOUS AREAS WERE INCLUDED IN THE
ORIGINAL (2002) CALCULATIONS.
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VELCRO FLAP FOLDS
OVER TO ENCLOSE GRATE

LIFTING STRAPS

INSTALLATION: ~ OPEN UNIT NEAR THE INLET. IF USING
OPTIONAL OIL ABSORBENTS, PLACE ABSORBENT PILLOW
ON BOTTOM (BELOW—GRADE SIDE) OF UNIT. REMOVE
GRATE FROM FRAME & PLACE INTO UNIT. PULL UP
SLACK & SEAL TO ENCLOSE GRATE. HOLDING LIFTING
STRAPS, INSERT GRATE INTO INLET MAKING SURE THAT
GRATE SEATS COMPLETELY IN FRAME.

MAINTENANCE: REMOVE ALL ACCUMULATED SEDIMENT &
DEBRIS FROM PANELS, SURFACE & VICINITY OF UNIT
AFTER EACH RAIN EVENT. REMOVE SEDIMENT THAT HAS
ACCUMULATED WITHIN CONTAINMENT AREA OF UNIT AS
NEEDED. IF USING OPTIONAL OIL ABSORBENTS, REMOVE

& REPLACE ABSORBENT PILLOW WHEN NEAR SATURATION.

INLET PROTECTION
(LAWN AREAS)
s ——————(2)
SEDIMENT FENCE: THIS SEDIMENT BARRIER UTILIZES
STANDARD STRENGTH OR EXTRA STRENGTH SYNI

TR S THETIC
FILTER FABRIC. IT IS DESIGNED FOR SITUATIONS IN WHICH
ONLY SHEET OR OVERLAND FLOWS ARE EXPECTED.

1. THE HEIGHT OF A SILT FENCE SHALL NOT EXCEED 36
INCHES. HIGHER FENCES MAY IMPOUND VOLUMES OF
WATER SUFFICIENT TO CAUSE FAILURE OF THE STRUCTURE.

2. THE FILTER FABRIC SHALL BE PURCHASED IN A
CONTINUQUS ROLL CUT TO THE LENGTH OF THE BARRIER
TO AVOID THE USE OF JOINTS. WHEN JOINTS ARE
NECESSARY, FILTER CLOTH SHALL BE SPLICED TOGETHER
ONLY AT A SUPPORT POST, WITH A MINIMUM 6 INCH
OVERLAP, AND SECURELY SEALED.

3. POSTS SHALL BE SPACED A MAXIMUM OF 10 FEET
APART AT THE BARRIER LOCATION AND DRIVEN SECURELY
INTO THE GROUND A MINIMUM OF 12 INCHES. WHEN
EXTRA STRENGTH FABRIC IS USED WITHOUT THE WIRE
SUPPORT FENCE, POST SPACING SHALL NOT EXCEED 6

4. A TRENCH SHALL BE EXCAVATED APPROXIMATELY 4
INCHES WIDE AND 4 INCHES DEEP ALONG THE LINE OF
POSTS AND UP SLOPE FROM THE BARRIER.

5. WHEN_ STANDARD STRENGTH FILTER FABRIC IS USED, A
WIRE MESH SUPPORT FENCE SHALL BE FASTENED
SECURELY TO THE UPSLOPE SIDE OF THE POSTS USING
HEAVY DUTY WIRE STAPLES AT LEAST 1 INCH LONG, TIE
WIRES OR HOG RINGS. THE WIRE SHALL EXTEND INTO THE
TRENCH A MINIMUM OF 2 INCHES AND SHALL NOT EXTEND
MORE THAN 36 INCHES ABOVE THE ORIGINAL GROUND
SURFACE.

6. THE STANDARD STRENGTH FILTER FABRIC SHALL BE
STAPLED OR WIRED TO THE FENCE, AND 8 INCHES OF THE
FABRIC SHALL BE EXTENDED INTO THE TRENCH. THE
FABRIC SHALL NOT EXTEND MORE THAN 36 INCHES ABOVE
THE ORIGINAL GROUND SURFACE. FILTER FABRIC SHALL
NOT BE STAPLED TO EXISTING TREES.

7. WHEN EXTRA STRENGTH FILTER FABRIC AND CLOSER
POST SPACING ARE USED, THE WIRE MESH SUPPORT
FENCE MAY BE ELMINATED. IN SUCH A CASE, THE FILTER
FABRIC IS STAPLED OR WIRED DIRECTLY TO THE POSTS
WITH ALL OTHER PROVISIONS OF ITEM NO. 6 APPLYING.

8. THE TRENCH SHALL BE BACKFILLED AND SOIL
COMPACTED OVER THE FILTER FABRIC.

9. SILT FENCES SHALL BE REMOVED WHEN THEY HAVE
SERVED THEIR USEFUL PURPOSE, BUT NOT BEFORE THE
UPSLOPE AREA HAS BEEN PERMANENTLY STABILIZED.

MAINTENANCE:

SILT FENCES AND FILTER BARRIERS SHALL BE INSPECTED
IMMEDIATELY AFTER EACH RAINFALL AND AT LEAST DAILY
DURING PROLONGED RAINFALL. ANY REQUIRED REPAIRS
SHALL BE MADE IMMEDIATELY.

SHOULD THE FABRIC ON A SILT FENCE OR FILTER BARRIER
DECOMPOSE OR BECOME INEFFECTIVE PRIOR TO THE END

OF THE EXPECTED USABLE LIFE AND THE BARRIER IS STILL
NECESSARY, THE FABRIC SHALL BE REPLACED PROMPILY,

SEDIMENT DEPOSITS SHOULD BE REMOVED AFTER EACH
STORM EVENT. THEY MUST BE REMOVED WHEN DEPOSTS
REACH APPROXIMATELY ONE—HALF THE HEIGHT OF THE
BARRIER,

ANY SEDIMENT DEPOSITS REMAINING IN PLACE AFTER THE
SILT FENCE OR FILTER BARRIER IS NO LONGER REQUIRED
SHALL BE DRESSED TO CONFORM WITH THE EXISTING
GRADE, PREPARED AND SEEDED.

SEDIMENT FENCE
NOT 70 SCALE (: >

PRELIMINARY
NOT FOR
CONSTRUCTION

#13850un Ui
it oho 5355
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{liseans
e g com
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FIELD VERIFY IMENSIONS & CONDITIONS PRIOR TO START OF CONSTRUCTION. NOTIFY
ARCHITECT IMMEDIATELY OF ANY DISCREPANCY OR STUATION DISCOVERED THAT DOES NOT

covom ToconstRucTonpocuvenTs, concrontovearyocaronsofexsins | | PRELIMINARY
TILTIES PRIOR O START. CALL OHIO UTILTIES PROTECTION SERVICES AT (800 362-2764. NOT FOR

CONTRACTOR T0 REPAT DAVIAGES T0 EXTING UTILTIES,CURBS, PAVENENTS, 1.
RESULTING FROM INSTALLATIONS WHCH 0ccuk buRiG Toe consTauction of The prosect. || [| CONSTRUCTION
WORK PERFORMED S SUIECT 10 APPROVAL BY THE ARCHITECT, CONSTRUCTION MANAGER

AND OWINER, WORK FOUND T BE UNSATISFACTORY SHALL BE REMOVED AND PROPERLY
REPLACED BY THE CONTRACTOR AT NO ADDITIONAL COST T0 THE OWNER.

‘TEMPORARLLY SUPPORT WALLS, HEADERS, STRUCTURES, PIPING, DUCTWORK, CONDUIT, TC.,

A5 REQUIRED UNTIL FINAL SUPPORTS ARE IN PLACE.

PATCH & REPAIR ALLAREAS, SURFACES & MATERIALS TO CONDITION OF SURROUNDING AREA.

‘CLOSELY COORDINATE WORK WITH THE OWNER AND ALL CONTRACTORS HIRED BY THE OWNER. : A

(CLARIFY IN ADVANCE ANY QUESTIONS AS TO SCOPE OF WORK AND AREAS OF RESPONSIBIY. GARMANN
PATCH AND REPAIR DISTURBED LAWN AREAS. ' "‘l

 COPYRGHT 2015 GAMANNMALLE & ASSODATES, .

'DIMENSIONS ARE TO FACE OF CURB, FENCE, COLUMN OR CENTERLINE UNLESS OTHERWISE
NNOTED. WALKS SHALL BE CENTERED ON DOOR WAYS.
'WALKS SHALL MEET BOTH VERTICALLY AND HORIZONTALLY.
LAYOUT AND DIMENSIONS ARE PARALLEL AND PERPENDICULAR TO ONE ANOTHER UNLESS.
OTHERWISE INDICATED IN PLANS..
PLANT MATERIAL SHALL BE FURNISHED IN THE QUANTITIES AND SPACING AS SHOWN OR NOTED.
IN CASE OF DISCREPANCIES BETWEEN THE PLAN AND PLANT LIST, THE PLAN SHALL DICTATE.
AN
SPEC.
= PLANT MATERIAL TO MEET OR EXCEED AMERICAN STANDARD FOR NURSERY STOCK, 2004 I\/I I L L E R
EDITION, AS SET FORTH BY AMERICAN ASSOCIATION OF NURSERYMEN. ARCHTT TS
‘SUBSTITUTIONS AND PLAN CHANGES MUST BE APPROVED BY LANDSCAPE ARCHITECT PRIOR TO NG TN 2
# ACTION TAKEN.

FINISHED TURF TO BE FLUSH WITH TOP OF ADIACENT CURB OR WALK.

PERFORM CLEANUP DURING INSTALLATION OF SITE WORK AND UPON COMPLETION OF THE s 13850 oo
WORK. REMOVE FROM SIT EXCESS LANDSCAPE RELATED MATERIAL, SOIL DEBRIS & A
EQUIPMENT. SWEEP & HOSE DOWN PAVED SURFACES AFFECTED BY LANDSCAPING OPERATIONS.

'COORDINATE WITH CONSTRUCTION MANAGER ABOUT FINAL CLEANUP PRIOR TO CLEANING.

‘CONTRACTOR SHALL REPAIR LAWN AREAS DISTURBED DURING CONSTRUCTION WITH PROJECT
SPECIFIED SEED AND WARRANT A HEALTHY, WEED FREE LAWN PRIOR TO PROJECT ACCEPTANCE.
USE DIVENSIONAL INFORMATION GIVEN. DO NOT SCALE DRAWINGS.

‘CONTRACTOR SHALL REFER QUESTIONS ON ATERIALS, FINSHES, OR PERFORMANCE
STANDARDS NOT SPECIFIED HEREIN TO THE CONSTRUCTION MANAGER.

e garmaneee com

AR AR BN Y

ARE FUNOED THROUIGH A PARTNERSH WITH THE
OHIO SCHOOL FACILITIES COMMISSION
cussnoon saciues assETANCE smociw

DUBLIN CITY SCHOOLS
JEROME HIGH SCHOOL
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FIELD VERIFY IMENSIONS & CONDITIONS PRIOR TO START OF CONSTRUCTION. NOTIFY

ARCHITECT IMMEDIATELY OF ANY DISCREPANCY OR STUATION DISCOVERED THAT DOES NOT

covom ToconstaucTonpocuvenTs, concrontovearyocaronsofexstns | | PRELIMINARY
TILTIES PRIOR O START. CALL OHIO UTILTIES PROTECTION SERVICES AT (800 362-2764. NOT FOR

CONSTRUCTION
'WORK PERFORMED 1S SUBJECT TO APPROVAL BY THE ARCHITECT, CONSTRUCTION MANAGER

'REPLACED BY THE CONTRACTOR AT NO ADDITIONAL COST TO THE OWNER.

AS REQUIRED UNTIL FINAL SUPPORTS ARE IN PLACE.

‘CLOSELY COORDINATE WORK WITH THE OWNER AND ALL CONTRACTORS HIRED BY THE OWNER. : A
(CLARIFY IN ADVANCE ANY QUESTIONS AS TO SCOPE OF WORK AND AREAS OF RESPONSIBITY. GARMANN
[arcHmoRepaROSTURB LN ARSS. | ' '
mMEus\oMsm O ACEOF U FENE COLUN O ENTERLNEUNLSS OTHERWSE
NOTED. WALXS SHALL BE CENTERED ON DOOR

 COPYRGHT 2015 GAMANNMALLE & ASSODATES, .

'WALKS SHALL MEET BOTH VERTICALLY AND HORIZONTALLY.

LAYOUT AND DIMENSIONS ARE PARALLEL AND PERPENDICULAR TO ONE ANOTHER UNLESS.

OTHERWISE INDICATED IN PLANS..

PLANT MATERIAL SHALL BE FURNISHED IN THE QUANTITIES AND SPACING AS SHOWN OR NOTED.

IN CASE OF DISCREPANCIES BETWEEN THE PLAN AND PLANT LIST, THE PLAN SHALL DICTATE.

AN
SPEC.

PLANT MATERIAL TO MEET OR EXCEED AMERICAN STANDARD FOR NURSERY STOCK, 2004 I\/I I L L E R

EDITION, AS SET FORTH BY AMERICAN ASSOCIATION OF NURSERYMEN. ARCHTT TS

SNBSWUNONSMD PLAN CHANGES MUST BE APPROVED BY LANDSCAPE ARCHITECT PRIOR TO NG TN <

FINISHED TURF TO BE FLUSH WITH TOP OF ADIACENT CURB OR WALK.

PERFORM CLEANUP DURING INSTALLATION OF SITE WORK AND UPON COMPLETION OF THE 13850 oo
WORK. REMOVE FROM SIT EXCESS LANDSCAPE RELATED MATERIAL, SOIL DEBRIS & [

EQUIPMENT. SWEEP & HOSE DOWN PAVED SURFACES AFFECTED BY LANDSCAPING OPERATIONS. Pty

'COORDINATE WITH CONSTRUCTION MANAGER ABOUT FINAL CLEANUP PRIOR TO CLEANING. sz

‘CONTRACTOR SHALL REPAIR LAWN AREAS DISTURBED DURING CONSTRUCTION WITH PROJECT
SPECIFIED SEED AND WARRANT A HEALTHY, WEED FREE LAWN PRIOR TO PROJECT ACCEPTANCE.
USE DIVENSIONAL INFORMATION GIVEN. DO NOT SCALE DRAWINGS.

‘CONTRACTOR SHALL REFER QUESTIONS ON MATERIALS, FINSHES, OR PERFORMANCE
STANDARDS NOT SPECIFIED HEREIN TO THE CONSTRUCTION MANAGER.

e garmanoeter com

AR AR BN Y

ARE FUNOED THROUIGH A PARTNERSH WITH THE
OHIO SCHOOL FACILITIES COMMISSION
cussnoon saciues assETANCE smociw
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‘GENERAL NOTES

IMERSIONS & CONDITIONS PRIOR TO START OF CONSTRUCTION. NOTIFY
ARCHITECT IMMEDIATELY OF ANY DISCREPANO THAT DOES NOT
‘CONFORM TO CONSTRUCTION DOCUMENTS. CONTRACTOR TO VERIFY LOCATIONS OF EXISTING
UTILTIES PRIOR TO START. CALL OHIO UTILITIES PROTECTION SERVICES AT (800) 362-276+.

PRELIMINARY
NOT FOR

‘CONTRACTOR T0 REPAIR DAMIAGES TO EXISTING UTILTES, CURBS, PAVEMENTS, ETC.,
H OCCUR DURING THE CONSTRUCTION OF THE PROJECT.

CONSTRUCTION

WORK PERFORMED 5 SUBJECT T0 APPROVAL BY THE ARCHITECT, CONSTRUCTION MANAGER
AND OWNER. WORK FOUND TO B UNSATISFACTORY SHALL BE REMIOVED AND PROPERLY
REPLACED BY THE CONTRACTOR AT NO ADDITIONAL COSTTO THE OWNER.

TEMPORARILY SUPPORT WALLS, HEADERS, STRUCTURES, PPING, DUCTWORK, CONDUIT, ETC,
AS REQUIRED UNTILFINAL SUPPORTS ARE IN PLACE,

PATCH & REPAIR ALL AREAS, SURFACES & MATERIALS TO CONDITION OF SURROUNDING AREA,

E TRACTORS HIRED BY THE OWNER.
CLARIFYIN ADVANCE ANY QUESTIONS AS TO SCOPE OF WORK AND AREAS OF RESPONSIBILITY.

I
GARMANN

PATCH AND REPAI DISTURBED LAWN AREAS.

DIMENSIONS ARE TO FACE OF CURB, FENCE, COLUMN OR CENTERLINE UNLESS OTHERWISE
'NOTED. WALKS SHALL BE CENTERED ON DOOR WAYS

WALKS SHALL MEET BOTH VERTICALLY AND HORIZONTALLY.

IND PERPENDICULAR

LAYOUT,
OTHERWISE INDICATED IN PLANS,

PLANT MATERIAL SHALL BE FURNISHED IN THE QUANTITIES
1N CASE OF DISC THE PLAN AND PLANT LIS, THE PLAN SHALL DICTATE.

‘CONTRACTOR SHALL B2 RESPONSIBLE FOR FINISH GRADE PROVIDE SEED & SOILAS NOTED IN
SPEC.

PLANT MATERIAL TO MEET OR EXCEED AMERICAN STANDARD FOR NURSERY STOCK, 2004
EDITION, ASSET FORTH BY AMERICAN ASSOCIATION OF NURSERYMEN.

MILLER

HANGES MUST 8€ HITECT PRIOR TO
ACTION TAKEN.

FINISHED TURF TO BE FLUSH WITH TOP OF ADIACENT CURB OR WALK.

£55 LANDSCAPE OILDEBRIS &
EQUPMENT, SWEEP Tel

DY
COORDINATE WITH CONSTRUCTION MANAGER ABOUT FINAL CLEANUP PRIOR TO CLEANING,

CONTRACTOR SHALL ITH PROJECT
SPECIIED SEED AND WARRANT & HEALTHY, WEED FREE LAWN PRIOR TO PROJECT ACCEPTANCE.

DONOT.

CONTRACTOR SHALL FINISHES, OR PERFORMANCE
STANDARDS NOT SPECIFED HEREIN TO THE CONSTRUCTION MANAGER

AMENDED FINAL DEVELOPMENT PLAN NOTES

THE TOTAL ACREAGE OF THE AREA SUBJECT 10 THIS AMIENDED DEVELOPHAENT PLAN 15 87,61
ACRES. THE ACREAGE WITHIN THE PROJECT LIMIT LINE 15 0.54 ACRES.

'NO NEW SIGNAGE S ANTICIPATED WITH THIS PROJECT,

'NO REW FENCING, STE WALL THIS PROECT

G REAS ARE NOT ANTICIPATED TO
CHANGE WITH THS PROIECT.

FINISH GRADE

4" THICK POURED CONCRETE SLAB
PROVIDE LIGHT BROOM F

PROPOSED STRUCTURES WILL HAVE POWER AND TECHNOLOGY RUN TO THEM, SEE ELL1 AND
TLL. NO SANITARY OR WATER WILL BE ADDED.

PR TURES SIT ABOVE GRADE, SE€ AL, THERE HANGES 10
DRAINAGE OR STORMWATER MANAGEMENT.

THERE ARE HANGES USEWITH THE
DEVELOPMENT PLAN.

THERE ARENO. TOTHE. ND 8ICYCLE CRCULATION PLAN.

EXISTING LANDSCAPING AND SCREENING IS ANTICI FORTHE ADDITIONAL
PROPOSED STRUCTURES.

W

'NO EXISTING TREES OR SHRUBS ARE WITHIN THE PROJECT LIVIT UIE.

TABLE

TOTALACRES OF DEVELOPMENT | 87.61

TUMITUNE | 054

DUBLIN CITY SCHOOLS
JEROME HIGH SCHOOL

0DOT ITEM #203
COMPACTED SUBGRADE

DOT #304

STONE BASE-COMPACTED
EXTEND 3" BEYOND EDGE OF
(CONCRETE IN PLANT BEDS

'ACRES OF STREETS.

'ACRES OF OPEN SPACE | 66.960r 76.4%

PROPOSED DWELLING UNITS | NOT APPLICABLE

BUILDING(S) SQUARE FOOTAGE | 216,077

NUMBER OF PARKING SPACES

PAVEMENT COVERAGE | 683,437 5F

WPERVIOUS SURFACE AREA | 899,514 SF

'ACREAGE DEVOTED T0 OPEN SPACE | +/-440

'ACREAGE DEVOTED TO PRVATE STREETS | 0

ITIES COMMISSION

OHIO SCHOOL FAC

[ 1Y CONCRETE
NG

2

'ACREAGE DEVOTED TO OTHER PUBLIC FACIUTIES | 87,61

O

/BU\[DING

14" RAD. TYP.

J4" PREMOLDED EXPANSION JOINT
MATERIAL TO BE HELD %' BELOW
INISH GRADE, SEAL JOINT, TYP.

SCORE LINE CUTTO %

DEPTH OF PAVEMENT
LIGHT BROOM FINISH
UNLESS OTHERWISE
SPECIFIED

EXPANSION JOINTS

SPACE APPROX. 30" 0.C.
ORAS SHOWN ON PLAN

—y

\
SAW CUT CONTROL JOINT

SPACE APPROX. 6' 0.C.
ORAS SHOWN ON PLAN

-CONCRETE: 4" DEPTH

1— 4" COMPACTED ODOT #304 STONE BASE, EXTEND 3"
BEYOND EDGE OF CONCRETE IN PLANT BEDS

~—0DOT #203 COMPACTED SUBGRADE

AMENDED FINAL
DEVELOPMENT PLAN

=

737 CONCRETE JOINTS
NEYLS

.




H
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PLEASE REFER| 0 MANUFACTURER'S
DRAWINGS FOR |LAYOUT

it

Nl

PLEASE REFER| IO NANUFACTURER'S
DRAWINGS  FOR |LAYOUT

-

2
2x1

| x4 w0 post

STEEL HANDRAL; PAINT
[ fm TREATED BALUSTER CAP

ORP

ALUNNDW

1 8 WITH JOIST HANGERS
0 o TREATED 2 x 8

HANDRAL TO
WRAPAROUND

i

[GENERAL NOTES

(1-MODULAR LAYOUT/DECKING AND FRAMING PLAN
i 3

=

FIELD VERIFY ALL DIVEENSIONS AND CONDITIONS PRIOR TO CONSTRUCTION. NOTIFY ARCHITECT
1 IMMEDIATELY OF SITUATION THAT DOES NOT MEET DOCUMENTS. CONFIRM ALL ELEVATIONS IN

COMPLIANCE

ADDITIONAL COST TO THE OWNER.

'ALLWORK PERFORMIED IS SUBJECT TO APPROVAL BY ARCHITECT AND OWNER. WORK FOUND TO
2 BEUNSATISFACTORY WILL BE RENIOVED AND PROPERLY REPLACED BY THE CONTRACTOR AT NO

TEMPORARILY SUPPORT ALL WALLS, HEADERS, RAFTERS, COLUMNS, CONDUIT, ETC, AS
REQUIRED UNTIL PERMANENT CONSTRUCTION MEMBERS ARE N PLACE.

MO BALDKG BN
t :m[ 100 FLASHNG D
TR B A RN

b

PATCH 0
4 VIEW. REPAIRS ARE TO BE SIVILAR OR BETTER IN NATURE THAN ADIACENT SURROUNDINGS,

CLOSELY COORDINATE ALL WORK WITH ANY OTHER CONTRACTORS AND OWNER. CLARIFY
(QUESTIONS AS TO SCOPE OF WORK PRIOR TO CONSTRUCTION WITH ARCHITECT AND OWNER

Al WOOD SUPPORT MEMBERS TO BE NO. 1 SOUTHERN PINE. WOOD TO BE PRESSURE TREATED.

FROVDE FOOF FISHIC WD

T

/s wa

n

I

/4

coney e

/8" EXTERIOR GRADE PLYWOOD:

12

.

L

P

2x 8 BEYOND

[N—2 x 8 TREATED BLOCKING

ROOF NENBRANE

2 x 8 WITH JOIST HANGERS @ 2¢” 0.0

A, WsereD

BN

814" +/- CENTER

4 x 4 PRESSURE TREATED WOOD POST.

T 3
. =
J/ 4 x 4 PRESSURE TREATED WOOD POST

!744‘\
L

17

EE PLAN FOR SPACING

E OF FINSHED ELEVATION
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(- | E—
4\\ CONCRETE_ ENCASEMENT
SEE STRUCTURAL

STAIR SECTION

116 TREATED
WOOD TREAD

CONCRETE. PAD
| AT STAR APPROACH

L

FELD VERFY GRADE HEIGHTS AT, STAIR LOCATIONS AND
ADJUST STAR A5 NECESSARY. 7" MAK RISER HEGHT

12 TREATED STRINGER

f
)

RUBBER MEMBRANE OVER
34 RENED PlmooD O\

ALUNINUM WRAPPED

2410 TREATED END RAKE 248 TREATED CANOPY
/| RAFTERS

210 TREATED CANOPY
FASCIA BEYOND, SEE 3/A1.0

x4 TREATED POST ——|
CANOPY POST

4x4 TREATED POST ———

BALUSTER POST

x4 TREATED POST ——|
CANOPY POST

4x4 TREATED POST ———

BALUSTER POST

5 POST/FOOTING/BALUSTER
AL

1=

[ 2x6 TREATED BALUSTER CAP
/ x4 TREATED FRAMING

242 TREATED SPINDLE

" L Z/» x4 TREATED FRAMING
1x CONPOSITE WOOD
DECKING
— 28 TREATED
€N JOST
P 6 TREATED JOST

g SUPPORT

CONCRETE_ ENCASEMENT;
SEE STRUCTURAL

DETAIL

PRELIMINARY
NOT FOR
CONSTRUCTION

I
GARMANN

MILLER

OHIO SCHOOL FACILITIES COMMISSION

DUBLIN CITY SCHOOLS
JEROME HIGH SCHOOL

T

MODULAR PLAN AND
DECKING DETAILS

Y=

.




CHASSIS ELECTRICAL

TYPE: OUTRIGGER / CROSSMEMBER MAIN DISTRIBUTION PANEL: SUPPLIED AND INSTALLED ON SITE
MAIN BEAM: 11" JR |-BEAM @ 99}?” 0.C. SUB—PANELS: 100 AMP / 200 AMP 120/240 VOLT SINGLE PHASE, 3 WIRE, 60 HZ WITH GROUND
QUTRIGGERS: FORMED STEEL @ 48" O.C. RACEWAY: MINIMUM #12/2 W/ GROUND 90 DEG. C. TYPE NM COPPER ROMEX
CROSSMEMBERS: ROD & ANGLE @ 48" O.C. INTERIOR LIGHTS: 48" TWIN TUBE SURFACE MOUNTED FIXTURES W/ DIFFUSERS
HITCH: DETACHABLE SWITCHES: 115 V. 15 AMP SINGLE POLE TOGGLE SWITCH PER PRINT
AXLES: 3 RECEPTACLES: 120 V. 15 AMP DUPLEX RECEPTS PER PRINT
PAINT: ASPHALT BASED 120 V. 15 AMP GFI DUPLEX RECEPTS PER PRINT
TIRES: 10 PLY EXTERIOR LIGHTS: 75 WATT INCANDESENT (WEATHER PROOF) EXTERIOR PORCH LIGHT
EMERGENCY LIGHT: DUAL HEAD EMERGENCY LIGHT W/ BATTERY BACK-UP
FLOOR EXTERIOR REMOTE HEAD

BOTTOM BOARD: WOVEN REINFORED PLASTIC TYPE
INSULATION: R—19 KRAFT-FACED FIBERGLASS BATTS

EXIT SIGN: ILLUMINATED EXIT SIGN WITH BATTERY BACK-UP

JOISTS: 2°x6” #2 SPF TRANSVERSE @ 16” 0.C. H.V.A.C.
DECKING: 5/8” T&G PLYWOOD STURD-I-FLOOR, 20" SPAN RATING HEATING: 15 KW ELECTRIC HEAT STRIP IN WALL MOUNT HVAC
COVERING: 20 OZ. COMMERCIAL CARPET AIR CONDITIONING: 3 TON WALL MOUNT WITH FRESH AIR KIT
Invision, Coordinates Collection, Collaborate Modular (Style 7613) Mingle, see following photos SUPPLY AIR: FIBERGLASS SUPPLY AIR DUCT IN CEILING CAVITY WITH 10" X 10" DIFFUSERS
EXTERIOR WALLS RETURN AIR: PER HVAC PLAN HVAC bard unit is shown hanging on the left end of the road side elevation

(next sheet) and on the Hitch End Elevation (also next sheet)

EXTERIOR WINDOWS & DOORS
DOORS: 3680 STEEL W/STEEL JAMB, 10" WINDOW, PANIC, CLOSER & KEYED LEVER LOCK SET

STUDS: 2°x4” STUD GRADE SPF @ 16” 0.C.

BOTTOM PLATE: SINGLE 2°x4” STUD GRADE SPF

TOP PLATE: DBL. 2"x4” STUD GRADE SPF

CEILING HT: 8'-0"

INSULATION: R—-11 KRAFT-FACED FIBERGLASS

INT. WALL COVERING: J4” VINYL COVERED GYPSUM
Beige as shown in following photographs EXTERIOR FI NlSH ES

INTERIOR WALLS SIDING: 1/2” T1-11 PLYWOOD Painted Sherwin Williams beige to match existing school, see following photos

WINDOWS: 2453 VERT. SLIDER W/VINYL FRAME DBL. INS. GLASS & BLINDS @ 26" AFF

STUDS: 2x4” STUD GRADE SPF @ 16” 0.C. TRIM: 1 X WOOD

BOTTOM PLATE‘ SIN”GLE” 2”)(4” STUD GRADE SPF ROOF SHEATHING‘ 3/8” CDX PLYWOOD ‘\“‘““6"""'!;

TOP PLATE: DJ3L.”2 x4~ STUD GRADE SPF ROOF: 30 GA. GALVANIZED STEEL s,%:«?_:‘g?,..ﬁf_{xfjg,,,"

CEILING HT: 8'-0 S Thnsn ™ 2

INT. WALL COVERING: J4” VINYL COVERED GYPSUM -;5*." PETER "._*’E

INTERIOR DOORS: 3680 HOLLOW CORE W/ WOOD JAMBS, Pl essewr LS
1-1 /2 PAIR HINGES & PASSAGE LEVER LATCHSET R, ws

Beige as shown in following photographs .
ROOF
TYPE: MONO TRUSS @ 16" 0.C., 16" HEEL, 24" RIDGE, 2"x3" CONSTRUCTION, P.E. CERTIFIED BY OTHERS June 22, 2015

CEILING: }5" PREFINISHED GYPSUM

INSULATION: R-30 KRAFT-FACED FIBERGLASS BATTS

MATE BEAM: 33"x24” LVL LOCATED EACH SIDE OF MATE LINE

COLUMNS: PER FLOOR PLAN

VENTS: (2) POWERED GABLE END VENTILATORS W/ HUMIDISTATS & (4) 8"x8" GABLE END VENTS

JOB NO:

2015-073

DRAWING NO:

DATE:

6/22/15

SCALE:

NTS

WILLIAMS SCOTSMAN, INC.
4210 WADDINGTON ROAD, COLUMBUS, OH 43220

DRAWN BY:

MLR

REV:

7/19/12

TITLE:

SPECIFICATIONS

MODEL:

2468 O/A CLASSROOM




HITCH
END

o® Bg
O O
ROAD SIDE ELEVATION
g® g
7 7 7 7 D D 7 V4 V4 7
y p p p - . y y y y .
HITCH
END
CURB _SIDE ELEVATION
REPER TO SPEGFICATONS FOR ALL EXTEROR MATERILS —
5} 5] E) ] H
[Bal) [Wazd]
- mn SSNE O e,
|- $ S PINSH 2

HITCH END ELEVATION

June 22, 2015

REAR END ELEVATION

2015-073

JOB NO:
DRAWING NO:

6/22/15

DATE:

3/16"=1"-0"

SCALE:

WILLIAMS SCOTSMAN, INC
4210 WADDINGTON ROAD, COLUMBUS, OH 43220

MLR

DRAWN BY:

REV:

ELEVATIONS

TITLE:

2468 O/A CLASSROOM

MODEL:




64-0"
32-29"
g 30-10%" . . 30-103%" -4
o . L E v
%l: ® | 32-6" o6 enckeR L ®
weE sweF o s AF | | wRe s o s | o
CLOSET || CLOSET 5 b
L 32'-8" LVL SPLICE
I ' 31'-4%" SPAN W/(1) 1-1/2"x24” LVL BEAM PER MODULE 30°-4%" SPAN W/(1) 1-1/2'x24" LVL BEAM PER MODULE .
CLASSROOM CLASSROOM
R
e el e—— = = = ] = = = =
. @ ) @ ® ®
b l 6003 l 5¢-8%" [ 4943 [ 44-0% ® 0% ® 2543 l 18-8%" l 13-4%" l 8-0%" l 2-8%" [
1 1 1 1 _ 1 1 1 1 7
32'-6" DOUBLE WALL BACKER,
FLOOR JOIST, & ROOF TRUSS e,
NOTE: ' *,\\;ﬂpﬁ‘_’e..._,o;,,,e,
T COIN STRAPPING SHEOUE FLOOR PLAN MAY BE CONSTRUCTED AS A MIRROR OR REVERSE IMAGE § Tomen s
x — (3) 2x4, #2, SPF EACH HALF I PEEER -'-*=§
Y ¥ (‘) o :;EA::“B:A:UE/NALED TOGETHER. 1'504 Sf _." é':
2. INSTALL (1) STEEL STRAP AT EACH STUD OF EACH COLUMN.

PVA GLUE

IN STUD:
W/ 100% COVERAGE SHALL BE USED.

DOOR & WINDOW SCHEDULE

SYMBOL DESCRIPTION
@ 3680 STEEL W/STEEL JAMB, 10" WINDOW, PANIC, CLOSER & KEYED LEVER LOCK SET
3680 HOLLOW CORE W/ WOOD JAMBS, 1-1/2 PAIR HIGES & PASSAGE LEVER LATCHSET
@ 2453 VERT. SLIDER W/VINYL FRAME DBL. INS. GLASS & BLINDS @ 26" AFF

June 22, 2015

DET.
HITCH

DET.
HITCH

2015-073

JOB NO:
DRAWING NO:

6/22/15

DATE:

SCALE:

—1"—0"

3/18"

WILLIAMS SCOTSMAN, INC
4210 WADDINGTON ROAD, COLUMBUS, OH 43220

MLR

DRAWN BY:

REV:

FLOOR PLAN

MODEL:

TITLE:

2468 0/A CLASSROOM
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Siding: 1/2: T1-11 Plywood, painted with Sherwin Williams to match the beige showing in the existing building photo below




