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Estates at
Scioto Crossing III

1'
-6

" 
- 3

'-6
"Compacted Granular Backfill

Filter Cloth

Compacted Crushed Aggregate

Upper Finish Grade

Dry-Laid Stone Retaining Wall
Lower Finish Grade

4" (dia) Perf. Drain Pipe
(Wrap w/ filter cloth; slope to outlet -
(location of daylighted outlet to be field
coordinated for proper surface drainage)

DRY STACKED STONE RETAINING WALL SECTION
SCALE: N.T.S.C

9"
-1

2"

#304

#57

10"-12" 3" (Batter - typ)

10"-12" approx size
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NATURAL STONE

CONCRETE MASONRY UNIT
4"x8"x16" GROUTED SOLID

#3 VERTICAL REBAR @ 24" O/C
 GROUTED SOLID

#3 HORIZONTAL REBAR @12"O/C
3" CLEARANCE

CONCRETE FOUNDATION

FINISHED GRADE

RAISED INDIVIDUAL NON-ILLUMINATED
PVC LETTERS ROUTED TO SHAPE
LETTERS TO BE INDIVIDUALLY
ANCHORED PER MFG. RECOMMENDATION
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www.landscapelighting.com

®

KICHLER® LIGHTING
7711 EAST PLEASANT VALLEY RD
P.O. BOX 318010
CLEVELAND, OH 44131-8010
TOLL FREE: 1-888-659-8809
PHONE: (216) 573-1005
FAX: (866) 841-6385

MODEL NO. 15731/15732 

LED ACCENT LIGHTS

2.  INSTALLATION TO BE COMPLETED IN ACCORDANCE WITH MANUFACTURER'S SPECIFICATIONS.

NOTES:
1.  DO NOT SCALE DRAWINGS.

      REFERENCE NUMBER 470-273.
3.  CONTRACTORS NOTE: FOR PRODUCT AND COMPANY INFORMATION VISIT www.CADdetails.com/info

SPECIFICATIONS
HOUSING: DIE CAST ALUMINUM OR DIE
CAST BRASS WITH CLEAR TEMPERED
GLASS LENS AND POLYCARBONATE
MOUNTING STEM AND LOCKNUT.
WIRING: 24" OF USABLE #18-2, SPT-1-W
LEADS. CABLE CONNECTOR SUPPLIED
WITH FIXTURE.
LIGHT SOURCE: ILLUMINATION PROVIDED
BY INTEGRATED LED CHIPS.
MOUNTING ACCESSORIES INCLUDED:
8" IN-GROUND STAKE
1/2" NPSM STEM

15731/15732 AZT/BBR/BKT 

3"

5 1
/2"

(INCLUDED)
8" IN-GROUND STAKE

SELECT DESIRED FINISH
TEXTURED ARCHITECTURAL BRONZE(AZT)
TEXTURED BLACK(BKT)
BRONZED BRASS(BBR)

SELECT DESIRED OPTIONAL MOUNTING ACCESSORY
15601 - SURFACE MOUNTING FLANGE
15607 - SURFACE MOUNTING BRACKET

SELECT DESIRED OPTIONAL COWL ACCESSORY
15702 AZTP, SHORT COWL FOR USE WITH
12.4W SIZE. FINISHES TO MATCH ACCENT
FIXTURES.

15704 AZTP, LONG COWL FOR USE WITH
12.4W SIZE FINISHES TO MATCH ACCENT
FIXTURES.

15702 BKTP, SHORT COWL FOR USE WITH
12.4W SIZE. FINISHES TO MATCH ACCENT
FIXTURES.
15702 BBR, SHORT COWL FOR USE WITH
12.4W SIZE. FINISHES TO MATCH ACCENT
FIXTURES.

15704 BKTP, LONG COWL FOR USE WITH
12.4W SIZE FINISHES TO MATCH ACCENT
FIXTURES.
15704 BBR, LONG COWL FOR USE WITH
12.4W SIZE FINISHES TO MATCH ACCENT
FIXTURES.

SHEET:

SD-1

DATE: 5.11.15 

PR
O

JE
C

T:

DRAWN BY: B. THORNTON 

CHECKED BY: B. THORNTON

PROJECT NUMBER: 

REVISIONS:

7.16.15 B. Thornton
7.31.15 B. Thornton

THIS DRAWING IS COPYRIGHTED
AND IS THE EXCLUSIVE
PROPERTY OF BLENDON

GARDENS INC. IT SHALL NOT
BE REPRODUCED, TRANSFERRED

OR OTHERWISE USED
WITHOUT WRITTEN PERMISSION.

95
90

 S
O

U
TH

 O
LD

 S
TA

TE
 R

O
A

D
LE

W
IS

 C
EN

TE
R

, O
H

IO
 4

30
35

p 
61

4.
84

0.
05

00
  f

 6
14

.8
40

.0
50

4

Es
ta

te
s a

t S
ci

ot
o 

C
ro

ss
in

g 
II

I
C

ity
 o

f D
ub

lin
Fr

an
kl

in
 C

ou
nt

y,
 O

hi
o



Designer
DJR
Date
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Symbol Label Quantity Manufacturer Catalog Number Description Lamp Number
Lamps Filename Lumens Per

Lamp
Light Loss

Factor Wattage

30 Quattro Lighting OCB3-GAC-70HPS-Med OCB3 (1) 70W HPS ED-17 Clear 1 OCB3F-70W
HPS.IES

3450 0.72 50
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2

3

2

MAINTENANCE

ORDERING INFO

1- Head Module
2- Ballast /cone Module
3- Fitter Module

UL U CL CWB IP66

QUATTRO LIGHTING INC. reserves the right to change specifications / design / materials without prior notice. (2014/09)

The PRO400 series fixtures are made of a cast aluminum square 
tapered housing and hood provided with a spun aluminum cupola 
and a cast aluminum finial. The head module is welded to a post
top fitter. Both fitters proposed are designed to fit onto a 4’’ outside 
diameter pole or else, with the addition of a post top reducer, it 
could fit other pole dimensions. The opening hinged system 
provided with a latch allows a tool free and hands free access to the 
lamp and ballast or LED device and driver. PRO410 and PRO411 
offer a side mount (continuity of a 2’’x2’’ mounting arm). PRO450 
and PRO451 offer a suspended mount.

OPTIC

*Type 3 & 5

OG_*
OG_*/QS (IP66)
Non cut-off
Glass refractor
Vertical lamp

Type 5

NO5
NO5/QS (IP66)
Non cut-off
Vertical lamp

*Type 3 & 5

OLS_*
Semi cut-off
Louvers System
Vertical lamp

L_* (IP66)
Full cut-off
LED Module
Decorative glass chimney 
or silver painted cone *Type 3 & 5

OCB_*
OCB_*/QS (IP66)
Full cut-off
Reflector
Horizontal lamp
Decorative glass chimney 
or silver painted cone

*Type 1, 2, 
3 & 4

ORH_*
Full cut-off
Reflector
Horizontal lamp
Decorative glass chimney 
or silver painted cone *Type 3 & 5

ORV_*
Semi cut-off
Reflector
Vertical lamp
Decorative glass chimney 
or silver painted cone *Type 3 & 5

LENSOPTIC WATT / SOURCE / SOCKET VOLTAGE OPTION

OG3/QS GPC 100 MH / MED 120

PRODUCT

PRO400

COLOR

BKTX PBT

FITTER

PA1

FINIAL

F1

LENS

WATT / SOURCE / SOCKET

LEDD (TYPE 3 & 5)
LEDF (TYPE 3 & 5)

35 / 55 / 70
31 / 45 / 48 / 65 / 68 / 91 / 99 / 140

LED

Options: /D_*   Step Dimming   *6, 8 or 10 hours 

45 / 60 / 90 / 140
210 / 315

MH
MH

PGZ12
PGZ18

MH
MH
MH

MED (Medium)
MOG (Mogul: OCB/QS-OG/QS-NO/QS)
MOG (Mogul: OG-NO)

METAL
HALIDE

50 / 70 / 100 / 150 / 175
70 / 100 / 150
70 / 100 / 150 / 250 / 400

Options: /EL     Electronic Ballast
 /D_*   Step Dimming   *6, 8 or 10 hours

HPS
HPS

HPS
HPS
HPS

HIGH
PRESSURE
SODIUM

35 / 50 / 70 / 100
35 / 50 / 70 / 100 / 150

50 / 70 / 100
50 / 70 / 100 / 150
50 / 70 / 100 / 150 / 200 / 250 / 400

MED (Medium: OCB/QS-OCB)
MED (Medium: ORH-ORV-OLS-
                            OG/QS-NO/QS)
MOG (Mogul: OG/QS-NO/QS)
MOG (Mogul: OCB/QS)
MOG (Mogul: OG-NO-ORH-
                         ORV-OLS)

COLOR

BKTX Black
BZTX Bronze
GNDTX Dark Green
GNTX Green
BUTX Blue
RDTX Red
GYTX Grey
TANTX Tan
WHTX White

TEXTURED FINISH

BKST Black
ANST Anthracite
GYST Grey
SANST Metallic Sand

FINE TEXTURED FINISH

SYSM Nu Sparkle Silver

SMOOTH FINISH

SINGLE TAP: 120 / 208 / 240 / 277 / 347 / 480

DUAL TAP: DT1/_* (120-240)
DT2/_* (120-277)

TRI TAP:  TT1/_* (120-208-240)
TT2/_* (120-277-347)

QUAD TAP: QT/_* (120-208-240-277)

* = connected at
 _______ volts

F1 F2 F3 F4 F5

FINIAL

OPTIONS

FITTER

PA1

PTL: Twist lock photocell receptacle (PRO400 only)
PBT: Button type photocell
HS: House side shield

AB: Brass accent
AC: Copper accent
AO: Chrome accentPTR: Post top reducer

CH: Decorative glass chimney
S: Decorative silver painted spun cone

PTL1: Twist lock photocell receptacle c/w cover (PRO400 only)

VOLTAGE

PA3

GPO: Opal Polycarbonate

GPC: Clear Polycarbonate 
GAO: Opal Acrylic

GAC: Clear Acrylic

GAB: Brushed Acrylic

IP66 THERMOFORMED GLOBE (QS)

GAF: Frosted Acrylic
GGC: Clear Glass
GGB: Brushed Glass

GPO: Opal Polycarbonate

GPC: Clear Polycarbonate
GAO: Opal Acrylic

GAC: Clear Acrylic

GAB: Brushed Acrylic

IP54 LENS ASSEMBLY

SPK: Decorative spikes
LRM/F_: Ladder rest

sbl05:THGIEW
tfqs55.2:A.P.E
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