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- PRIVATE SANITARY IMPROVEMENT PLAN FOR -

ESTATES AT SCIOTO CROSSING

ESTIMATE OF QUANTITIES

ITEM# | DESCRIPTION TOTAL | UNIT
202 | EX. SANITARY SERVICE REMOVAL 114 LF
504 | PRECAST CONCRETE MANHOLE, TYPE A 5 B
907 | 8" SANITARY SEWER PIPE (SDR-35), W/TYPE | BEDDING | 647 LF
915 8" X 6" WYES, W/PLUGS & POLES 43 EA
914 | 67 PIPE RISERS (PVC) s LF
918 6" SANITARY SEWER SERVICE W/TYPE 1 BEDDING 1587 LF
254 | PAVEMENT REPLACEMENT 33 or

BENCH MARKS (NAVD 1988)

SPIKE FOUND IN EAST SIDE OF POWER POLE. 1ST POLE SOUTH OF PROPERTY
WYANDOTTE WOODS BLVD. EL=918.24

BM2:
X" CUT IN FLANGE BOLT OF FIRE HYDRANT. 1ST HYDRANT EAST OF POWERLINE
ON THE SOUTH SIDE OF WYANDOT ROAD. EL=948.86

BM3:
X" CUT IN FLANGE BOLT OF FIRE HYDRANT ON THE SOUTH SIDE OF CARBERRY
DRIVE APPROXIMATELY 160’ EAST OF SCIOTO GROSSING BOULEVARD. =956.28

SOURCE OF TOPOGRAPHY:

ONE FOOT GONTOUR INTERVAL BY GT CONSULTANTS FIELD GREW JUNE 14, 2015.

UNDERGROUND UT!

ES:
UNDERGROUND UTILITIES SHOWN ON THIS PLAN ARE BASED ON FIELD MARKINGS

(BY OTHERS) AND AVAILABLE RECORDS, AND AS SUCH, SHOULD BE FIELD VERIFIED
PRIOR TO COMMENCEMENT OF ANY CONSTRUCTION ACTIVITY.

CITY OF DUBLIN, FRANKLIN COUNTY, OHIO

2015

OHIO
Utilities Protection
SERVICE
Tall Before Tou D
1-800-362-2764

(CALL TWO WORKING DAYS BEFORE YOU DIG
(NON MEMBERS MUST BE CALLED DRECTLY)

LOCATION MAP
SCaLE: 150"
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LIST OF STANDARD DRAWINGS:

THE STANDARD DRAWINGS LISTED ON THESE PLANS

SHALL BE CONSIDERED A PART THEREOF.
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OWNER/DEVELOPER ENGINEER
T&R_PROPERTIES CT_CONSULTANTS

3895 STONERIDGE LANE 7965 N. HIGH STREET
DUBLIN, OH 43017 SUITE 340

RON_ S COLUMBUS, OHIO 43235

RSABATINO®TRPROP.COM
VOICE:  614—923-4000

614-685—1701

CT Consultants

engineers|architects|planners

340,C

i

7965
614,885,170 - Far: 614.855.1701 -

DATE

APPROVALS:
ENGINEER, GITY OF DUBLIN, OHIO DATE
DIRECTOR OF LAND USE & LONG RANGE PLANNING, DATE

CITY OF DUBLIN, OHIO

NOTE: APPROVAL ON THE PART OF THE CITY OF COLUMBUS IS GIVEN
PURSUANT TO THE PROVISIONS OF THE SEWER AGREEMENT
WITH THE CITY OF DUBLIN, OHIO DATED APRIL 13, 1993, AND
ALL' SUBSEQUENT AMENDMENTS THEREOF.

ADMINISTRATOR, DIVISION OF SEWERAGE & DRAINAGE DATE
CITY OF COLUMBUS, OHIO

DIRECTOR OF PUBLIC UTILITIES DATE
CITY OF GOLUMBUS, OHIO

NOTE: THE SANITARY SEWER MEETS OR EXCEEDS ALL CITY OF
COLUMBUS DESIGN STANDARDS, INCLUDING PER CAPITA FLOW,
PEAKING FACTORS, & MATERIAL SPECIFICATIONS.
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DESIGQN ENQINEER:

S IS TO_CERTIFY THAT GOOD ENGINEERING PRACTICES HAVE
1

N
STANDARDS GREATER THAN MINIMUM WHERE, 'IN OUR OPINION, THEY

JAMES M. BARRY, PE NO. E—52696

ESTATES AT SCIOTO CROSSING Il
- T&R PROPERTIES -

DUBLIN, OHIO

SANITARY COVER SHEET

PROJECT NO:

150456

DRAWING NAME

SAN-COVR
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CITY_OF COLUMBUS AND OHIO DEPARTMENT OF TRANSPORTATION CONSTRUCTION AND
MATERIAL SPECIFICATIONS, GURRENT EDITIONS, AND ANY SUPPLEMENTS THERETO
(HEREAFTER REFERRED TO AS STANDARD SPECIFICATIONS), SHALL GOVERN ALL
CONSTRUCTION ITEMS UNLESS OTHERWISE NOTED  IF A CONFLICT B

SPECIFICATIONS IS_FOX Ve STRIGT SPECIGATION WILL APPLY 48 DECIOED BY
TE O ENOINEER. - T NUMBERS LieTED REFER 10| Oy OF CoLUMEUS. 1760
NUMBERS UNLESS OTHERWISE NOTED.

THE CITY ENGINEER WILL NOT BE RESPONSIBLE FOR MEANS, METHODS, PROGEDURES,

SAFETY ON THE WOI
BALURECBY e CONTRACTOR T, PERFORM WORK ACCORDING 70 CONTRAGT BOGUMENTS.

THE DEVELOPER OR CONTRACTOR SHALL BE RESPONSIBLE TO OBTAIN ALL NEGESSARY
PERMITS INGLUDING BUT NOT LIMITED TO OHIO EPA PERMITS TO INSTALL (PTI) AND
NOTICES OF INTENT (NOI). BUILDING PERMITS, ETC.

THE CONTRACTOR SHALL NOTIFY THE CITY OF DUBLIN DIVISION OF ENGINEERING IN
WRITING AT LEAST 3 WORKING DAYS PRIOR TO BEGINNING CONSTRUCTION.

THE CONTRACTOR SHALL SE SOLELY RESPONSISLE FOR COMPLYING WITH ALL FEDERAL,

STATE AND LOCAL SAFETY REQUIREMENTS INCLUDING THE OCCUPATIONAL SAFETY AND.

HEALTH ACT OF 1970, THe CONTRACTOR SHALL EXERCISE PRECAUTION ALWAYS FOR THE

PROTECTION OF PERSONS (!NcLuD!NG EMPLOYEES) AND PRI HALL ALSO BE

THE SOLE RESPONSIBILITY OF THE CONTRACTOR TO !N!T!ATE MA!NTA/N Tt SUPERVISE
TS, PRECAUTIONS, D PO CONNECTION

o O UBING T REGUIREHENTS For CONFINGD ‘SPacEs P2n 26| Crm 1810 148

FOLLOWING COMPLETION OF CONSTRUCTION OF THE SITE IMPROVEMENTS AND BEFORE
REQUESTING OCCUPANCY, A PROOF SURVEY SHALL BE PROVIDED TO THE DIVISION OF
ENGINEERING THAT DOCUMENTS 'AS_BUILT" ELEVATIONS, DIMENSIONS SLOPES AND
ALIGNMENTS OF ALL ELEMENTS OF TH/S PROJECT. OF SURVEY SHALL BE
REPARED, SIONED AND ‘SUSMITIED B THE PROFESSIONAL ENGINEER WHO SEALED THE
CONSTRUCTIONS DRAWINGS.

THE CONTRACTOR StaLL RESTRIT CONSTRUCTION ACTIVTY 70 PUBLIC RIGHT_OF_WAY
D AS PERMANENT AND//OR TEMPORARY CONSTRUCTION EASEMENTS.
eSS OTHERWISE. ACTHORIZED BY THE CiTy ENGM

£ CONTRACTOR, SHALL CAREFULLY. PRESERVE BENCHMARKS. PROPERTY. CORN

AN OHIO PROFESSIONAL SURVEYOR AS APPROVED BY THE CITY ENGINEER.

NON_RUBSER TIRED VEHICLES SHALL NOT BE MOVED ON OR AGROSS PUBLIC STREETS
OR HIGHWAYS WITHOUT THE WRITTEN PERMISSION OF THE CITY ENGINEER.

THE CONTRACTOR SHALL RESTORE ALL DISTURBED AREAS TO EQUAL OR BETTER
CONDITION THAN EXISTED BEFORE CONSTRUCTION.  DRAINAGE DITCHES

ATERCOURSES | THAT. ARE DISTURBED S CONSTRUCTION SLALL B RESTORED TO THE
BRADES AND. GROSS_SECTIONS THAT EXISTED BEFORE CONSTRUCTION:

TRACKING OR SPILLING MUD, DIRT OR DEBRIS UPON STREETS, RESIDENTIAL OR
COMMERCIAL DRIVES, SIDEWALKS OR BIKE PATHS |S PROHIBITED ACCORDING TO SECTION
97,58 OF THe DUBLIN CODE 'OF ORDINANCES. “ANY SUCH OCCURRENCE SHALL BE.
CLEANED UP IMMEDIATELY BY THE CONTRACTOR AT NO COST TO THE CITY.

CONTAACTOR PAILS 70 REMOVE SAID MUB. DIRY, DEBRIS. O SPILLAGE. e Gy "
RESERVES THE RIGHT TO REMOVE THESE MATERIALS AND CLEAN AFFECTED AREAS, THE
COST OF WHICH SHALL BE THE RESPONSIBILITY OF THE CONTRACTOR.

DISPOSAL OF EXCESS EXGAVATION WITHIN SPECIAL FLOOD HAZARD AREAS (100—YEAR
FLOODPLAIN) IS NOT PERMITTED.

ALL SIGNS, LANDSCAPING, STRUCTURES OR OTHER APPURTENANCES WITHIN

RIGHT—OF “WAY DISTURI DAMAGED DURING CONSTRUCTION SHALL BE REPLACED OR
RERARED 70, THE SATISEACTION OF THE. O ENGIVEER,~THE CORT G THie: WORK
SHALL BE THE RESPONSIBILITY OF THE CONTRACTOR

ALL FIELD TILE BROKEN OR ENCOUNTERED DURING EXCAVATION SALL BE REPLACED OR

BLIC STORI AS DIRECTED BY THE
G ENaieen, T CoST OF This WoRk SLAL B THE RESRONSBILIY OF THE
CONTRACTOR.

ALL PRECAST CONCRETE PRODUCTS SHALL BE INSPECTED AT THE LOCATION OF
VANUFACTURE.  APPROVED PRECAST CONCRETE PRODUCTS WILL BE STAWPED O HAVE
sucH ING ciry oF
COLUNBUS, " PRECAST CONCRETE. PROBUCTS WITHOUT EROOF GF INGPECTION SHALL NoT
BE APPROVED FOR INSTALLATION.

BACKFILL WITHIN A 1:1 INFLUENCE LINE OF EXISTING STRUCTURES (HOUSES, GARAGES.
ETC) OR PUBLIC INFRASTRUCTURE_(PAVEMENT, CURBS, SIDEWALKS, BIKE PATHS. ETC)
BE_COMPACTED GRA BACKFILL ACCORDING TO ITEN 912 OF THE STANDARD
SRECirarions 08 FLOWABLE COF. B il ACCORDING 10 TTem ‘a3, 1TEM 51
THE STANDARD SPECIFICATIONS SHALL BE USED ELSEWHERE.

THE CONTRACTOR SHALL SUBWIT A COPY OF THE APRROVED CONSTRUCTION DRAMINGS
AND A LIST OF PROPOSED PRI RODUCT MANUFACTURERS TO THE
SR CBLINBUS CONBTROCTION INSPECTION DIVISION SEFORE. COMMENCING. CONSTRUCTION.
SEND THE INFORMATION TO THE FOLLOWING ADDRESS:

CONSTRUCTION INSPECTION DIVISION

CITY OF ol

1800 EAST 17TH AVENUE

COLUMBUS, OHIO 43219
SEND A COPY OF THE TRANSMITTAL LETTER TO THE FOLLOWING ADDRESS:

oIISION OF ENGINEERING

BLIN
200 SHIER RINGS ROAD
DUBLIN, OHIO 43016

ALL TRENCHES WITHIN PUBLIC RIGHT—OF —WAY SHALL BE BACKFILLED ACCORDING TO THE
APPROVED GONSTRUCTION DRAWINGS OR SECURELY PLATED DURING NONWORKING HOURS.
TRENCHES OUTSIDE THESE AREAS SHALL BE BAGKFILLED OR SHALL BE PROTECTED BY
APPROVED TEMPORARY FENCING OR BARRICADES DURING NONWORKING HOURS. CLEA!
CETSRKED ASLlo CloSElY By T TRENCHING OPERATION:

ALL TREES WITHIN THE CONSTRUGTION AREA NOT SPECIFICALLY DESINATED FOR

REMOVAL SHALL BE PRESERVED, WHETHER SHOWN ON_THE APPROVED
CONSTAUCTION DRAWINGS. TREES. 10| B2 F’RESER\/ED Soae mesch WITH HIGH
VISIBILTY FENCING PLACED A MINMUY_ 15 THE TREE TRUI

INCES O ‘CREATER AT DB (DAMETER BREAST HEIGHT) MUST BF PROTECTED WK
FENEING CPLAGED AT THE CRITIAL "ROOT ZONE ET, WHICHEVER IS_GREATER.
TREES NOT INDICATED ON THE APPROVED CONSTRUCTION DRAWINGS FOR REMOVAL MAY
NOT BE REMOVED WITHOUT PRIOR APPROVAL OF THE DIVISION OF ENGINEERING.

CONDUIT MUST BE DIRECTIONALLY BORED ACROSS STREETS INSTEAD OF OPEN CUT,

UNLEeS SPECIFCALLY. APPROVED BY. THE CITY ENCINEER: = USE OF PNEUMATIC AR’ RAM

DEVICES 1S FERMITIED.” FERMITS To CONSTRUCT IN_THE_RIGHT—OF—WAY

EXSTNG Sraters ST B2 ORTANED oo THE OF BN Brvidion o
BEFORE. ToHouls oren cUTiNG oF

EXISTING PAVEVENT BE PERWITIED, CONTROLLED DENSITY BACKEILL (TYPE Il) SHALL BE
SED OF COMPACTED GRANULAR BACKFILL, ACCORDING TO ITEM 636 OF THE
SHANDARD SFECIFCATIONS

+ THE CONTRACTOR SHALL BE RESFONSIBLE FOR THE CONDITION OF TRENCHES WITHIN
PUS FROM THE

THE RIGHT—OF— WD OR A NE YEZ
FINAL ACOESTANCE OF  THE WORK. AND. SHALL MAKE ANY NEGESSARY WREPAIRS AT NG
OST 70 THE CITY.

PAVEMENTS SHALL BE CUT IN NEAT, STRAGHT LINES THE FULL DEPTH OF THE EXISTNG
PAVEMENT, OR AS REQUIRED BY THE CITY ENGINEER. ~PAVEMENT REPLACEMEN
e CONDUCTED ACCORDING T CIY. OF COLUNMBUS STANDARD DRAWING 1441 DR, 4"
AND APPLICABLE CITY OF DUBLIN STANDARD DRAWINGS. THE REPLACEMENT OF
ORIVEWAYS. HANDICAPPED RAVES. SIDEWALKS: BIKE ‘PATHS. PARKING LOT PAVEWENT. ETC.
HALL BE PROVIDED ACCORDING TO THE APPROVED CONSTRUCTION DRAWINGS AND CITY
S BUBLIN STANDARD  CONSTRUCTION DRAWINGS.

. TREE TRIMMING WITHIN THE CONSTRUCTION ZONE IS 0 BE COMPLETED BY A CERTIFIED
AR

BORIST. AT THE COMPLETON OF THE PROJECT, THE ARBORIST IS TO RETURN AND
T ANY BAOKEN BRANCHES AS NERDE

. ANY MODIFICATION TO THE WORK SHOWN ON DRAWINGS MUST HAVE PRIOR WRITTEN

APPROVAL BY THE CITY ENGINEER, CITY OF DUBLIN.

. ALL INLETS SHALL BE CHANNELIZED.
. PARK AREAS SHALL BE FINE_GRADED AND SEEDED WITH THE FOLLOWING MIXTURE:

IMPROVED KENTUGKY BLUEGRASS: 40% OF WEIGHT (2 VARIETIES IN EQUAL PARTS)
IMPROVED PERENNIAL RYE: GO% OF WEIGHT (2 VARIETIES IN EQUAL PARTS)
GERMINATION RATE:

SPRUICATION RATE. 3°ls PER 1000 SO FT OR AS DIRECTED BY THE DMISION OF
Bl D RESKEATION. a1ty OF DUBLIN, OMIG,

TRAFFIC CONTROL AND OTHER REGULATORY SIONS SHALL BE TYPE S WITH A SQUARE
POST ANCHOR BASE INSTALLATION AND MEET ALL REQUIREMENTS OF ODOT TC—41.20
Ao APRLICABLE i OF BUBLIN SPECIMCATIONS

. STREET. SIONS SHALL MEET ALL CITY' OF DUBLIN SPECIFICATIONS WITH  LETIER

ING
COLORED N WHITE DISPLAYED OVER A BROWN SIGN TUBING SHALL BE
R0 N COLOR AND, CONFORM MITH PHe TYEE o SOUARE POST ANGHOR BASE
INSTALLATION REQUIREMENTS OF 0bOT Tewal 20,

UTILITES

o

»

o

o

THE FOLLOWING UTILITIES ARE KNOWN TO BE LOCATED WITHIN THE LIMITS OF THIS
PROJECT:

TLITY: WNER: TELEPHONE:

FIRE HYDRANTS & SEWERS:  CITY OF DUBI (614) 410-4600
230 SHIzA-ANGS ROAD
DUBLIN, OHIO 43016

WATER FAGILITIES: CITY OF cOLUMBUS (814) 645-7788
(DMS/ON DF WATER)
ROA
BhliB0s. oo 4321
GAS: COLUMBIA GAS OF OHIO (614) 460-2079

920 GOODALE BLVD.
COLUMBUS, OHIO 43212

cABLE TV: WARNER CABLE (614) 481-5000
1266 DUBLIN_ ROAD
COLUMBUS, OHIO 43215

TELEPHONE: avermrech (614) 223-8262
50 E. GAY ST. ROOM_6C
Colunisis, ohio #5215
ELECTRICITY: AMERICAN ELECTR!C POWER (614) 464-7253
goLuvaus

B iSO GS" az215

THE CONTRACTOR SHALL GIVE NOTICE OF INTENT TO CONSTRUCT TO OHIO UTILITIES
PROTECTION SERVICE (TELEPHONE NUMBER 800_362-2764). PRODUCER'S UNDERGROUND
PROTECTION SERVICE (TELEPHONE NUMBER 614_587_0486), A

UNDERGROUND_ LTILITIES, THAT ARE NOT MEMBERS OF A RRSTERED UNDERGROUND
PROTECTION SER\ NOTICE SHALL BE GIVEN AT LEAST 2 WORKING DAYS BEFORE
SRAT O ConamoGTIoN.

THE IDENTITY AND LOGATIONS OF EXISTING UNDERGROUND UTILITIES IN THE

CONSTRUCTION AREA HAVE BEEN SHOWN ON THE APEROVED CONSTRUCTION DRAWINGS

A5 ACCURATELY'4AS PROVIDED &Y THE OWNER OF Te UNDERGROUND UTLLIY. | THE CITY
2 B8N AND THE. CITY ENGINEER ASSUMES NO RESPONBIBILITY FOR THE AcCl

OF DERTS “OF UNDERGROUND. FACLITES SHOMN ON THE ARPROVED CONSTAGCHON.

RAWINGS. _IF DAMAGE IS CAUSED, NTRA SHALL BE RESPONSIBLE FOR

REPAIR OF THE oMM AND FOR iy RESULTING. CONTINGENT DAMAGE,

LOCATION, SUPPORT, PROTECTION AND RESTORATION OF ALL EXISTING UTLLTIES AND
APPURTENANCES, Wi OR NOT SHOWN ON THE APPROVED CONSTRUCTION
DRANINGS, ‘SHALL ‘B2 THE RESPONSIBILITY OF THiE CONTAAGTOR.

WHEN UNKNOWN OR INCORRECTLY LOCATED UNDERGROUND UTILITIES ARE_ENCOUNTERED
DURING CONSTRUCTION, THE CONTRACTOR SHALL IMMEDIATELY NOTIFY THE OWNER AND
THE GITY ENGINEER.

PUBLIC_STREET LIGHTING MAY BE I THE VICINITY OF THIS PROJECT. . CONTACT THE
OF DUBLIN, DIVISION OF ENGINEERING AT 410-4637. TWO DAYS PRIOR TO
SENANG WoRk.

THE CONTRACTOR OR DEVELOPER IS RESPONSIBLE FOR SUBMITTING 4 NOTICE OF INTENT
(NOI)'TO BE REVIEWED AND APPROVED BY THE OHIO EPA _ THE NOI MUS:

SUBMITTED To OEPA 45 DAYS PRIOR 1o, THE START OF CONSTRUCTION o hiay
ENTITLE o UNDER THE OHIO SENERAL PERMIT FOF STORMWATER
DISCIHARGES AGSOGMTED W CONSTRUGTION. ACTVITY ECT LOCATION MAP

ST S S BMTIED, WITH T NO. A "SEDMENT AND EROSION. CONTROL ALAN MOST BE
SUBMITTED TO THE_CITY ENGINEER FOR APPROVAL IF A SEDIMENT AND EROSION
CONTROL PLAN HAS NOT ALREADY BEEN  INCLUDED WITH THE APPROVED CONSTRUCTION

DRAWINGS. ~THIS. T BE MADE AVALABLE AT THE FROUECT SITE AT ALL TIMES.
THE DESICN. OF swosraw onthol ST SHALL FoLLow THE REQUIREWENTS
OHIO EPA, GHI0 | DEPARTVENT OF TRANSPORTATION STANDARD

SR ECATIONS, 4ND THE CIRe ENGINEER. | AN, INSMBUAL NPDES STOR
DISCHAROE PERMIT MAY ‘BE REGUIRED.  THE CONTRAGTOR SUALL SE CONSIDERED THE
MITTEE.

THE _CONTRACTOR SHALL PROVIDE SEDIMENT CONTROL AT ALL POINTS WHERE STORM
WATER RUNOFF_LEAVES THE PROJECT, INCLUDING WATERWAYS, OVERLAND SHEET FLOW,
AND 'STORM SEWERS.

ACCEPTED METHODS OF PROVIDING EROSION/SEDIMENT cDNTRGL !NcLuDE EUT ARE NOT
LIMITED TO: SEDIMENT BASINS, SILT FILTER FENCE, AGGRE( ECK_DAMS.
SEUPGRARY GROUND COUER. HAY- OR | STRAN BALES ARE NOT PEAMTED,

THE CONTRACTOR SHALL PROVIDE ADEQUATE DRAINAGE OF THE WORK AREA AT ALL
TIMES CONSISTENT WITH EROSION CONTROL PRACTICES.

DISTURBED AREAS THAT WILL REMAIN UNWORKED FOR 30 DAYS OR MORE SHALL &t
SEEDED

BEEN ESTABLISHED. THE COI

Di

GROWTH HAS N
REVOVAL OF AL TENPORARY SEDIMENT DEVICES AT THE CONGLUSION OF GONS TRUCTION
BUT NOT BEFORE GROWTH OF PERMANENT GROUND COVER.

BLASTING (IF_PERMITTED)

1.

THE CONTRACTOR MUST OBTAIN 4 BLASTING PERMIT FROM WASHINGTON, TOWNSHIP FIRE
DEPARTMENT PRIOR TO BLASTING FOR ROGK EXCAVATION.
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THE MINMUM REQUIREMENTS FOR SANITARY SEWER PIPES WITH DIAMETERS GREATER
SHALL BE_REINFORCED CONGRETE PIPE ASTM C76 WITH CLASS
DESIGNATION. SPEGIHIED 1N THE APAROVED CONSTRUCTION DRAMNGS

AL INLINE WYE AND TEE CONNECTIONS IN CONCRETE SEWERS, 18-INCH DIAMETER
AND LARGER, SHALL BE EITHER KOR_N_SEAL CONNECTIONS
CONFERNG. 15 THE MANUFAGTURERS RECOMENGATONS,

CRANULAR, BACKELLL SHALL BE COMPACTED CRANULAR MATERIAL ACCORDING To ITeM
912 OF THE STANDARD SPECIFICATIONS OR CO DENSITY BACKFILL ACCORDING
IO TEW 636, TYPE il OF THE STANDARD SRECIHATIONS &S DIRECTED, BY THE Gy

ALL MANHOLE LIDS SHALL BE PROVIDED WITH CONTINUOUS SELE_SEALING GASKETS.

THE AFPROVED CONSTRUCTION, DRAWINGS SHALL KE BOLT_DOWN LIDS ARE
REQUIRED. SANITARY SEWER MANHOLES SHALL ez F'RECAST CONCRETE

SFBROVED B THE CITy ENGINEER aND. CONEORM 70 T CITY. OF BUBLIN. SANITARY

ANGOLE STANDARD DAANING. — TANHOLE LIbS SHALL MELUDE Sy OF BUSLIN 60,

ALL PvC SEWER PIPES SHALL BE DEFLECTION TESTED NO_LESS THAN 60 DAYS AFTER
COMPLETION OF BACKFILLING OPERATION: LL OTHER REQUIREMENTS SHALL BE
SCCOROING 70 1M 90121 OF THE STANDARD SPECIHICATIONS.

TEMPORARY BULKHEADS SHALL BE PLACED IN PIPES AT LOCATIONS SHOWN ON
APAROVED CONSTRUGTION DRAWINGS AND SHALL REMAIN ‘N PLACE NTIL THE. PERMIT To
/NSTALL (F'T!) HAS BEEN ISSUED BY THE OEPA AND THE SEWERS HAVE BEEN APPROVED

OR USE BY THE CITY ENGINEER. THE COST FOR FURNISHING, INSTALLING, MAINTAINING,
A5 REMOVNG BULKNERDS SHALL SE INCLUDED IN THE CONTRACT UNIT BiD PRICE FOR
THE VARIOUS SANITARY SEWER ITEM:

ALL SANITARY. SEWERS INCLUDING SANITARY, SEWER SERVCE LINES SHALL SE SUBJECTED
TO AND_PASS INFILTRATION OF 'EXFILTRATION TESTS ACCORDING_TO ITEM 901 OF Tt
STANDARD SPECIFICATIONS AND 7 THE CITY ENGINERR
BEFORE ANY SERUIGE CONKECTIONS ARE TARRED TG SEWERS:

FOR SANITARY SEWER INFILTRATION, LEAKAGE THROUGH JOINTS SHALL NOT EXCEED 100
GALLONS PER INCH OF TRIBUTARY SEWER DIAMETER PER 24 HOURS PER MILE OF
LENGTH OR THE COMPUTED EQUIVALENT. ALL SANITARY SEWERS SHALL BE TESTED.

AT THE DETERMINATION OF THE CITY ENGINEER, THE CONTRACTOR MAY BE REQUIRED TO
PERFORM A TV INSPECTION OF THE SANITARY SEWER SYSTEM PRIOR TO FINAL
ACCEPTANCE BY THE CITY. THIS WORK SHALL BE COMPLETED BY THE CONTRACTOR AT
HIS EXPENSE.

VISIBLE LEAKS OR OTHER DEFECTS OBSERVED OR DISCOVERED DURING TV INSPECTION
HALL BE REPAIRED TO THE SATISFACTION OF THE ENGINEER.

ROOF DRAINS, FOUNDATION DRAINS, FIELD TILE OR OTHER CLEAN WATER CONNECTIONS
TO THE SANITARY SEWER SYSTEM ARE STRICTLY PROHIBITED ACCORDING TO SECTION
51.23 OF THE DUBLIN CODE OF ORDINANCES.

QL WATER UNES SHALL BE LOCATED AT LEAST 10 FEET HORIZONTALLY AND 18 INCHES
VERTICALLY. FROM SANITARY SEWERS AND STORN SEWERS, TO THE GREATEST EXTENT
PRACTICABLE WHERE SHNTARY. SEWEAS CROSS WATER MAINS OR OTHER SEVERS
OTHER UTILITES, TRENCH BACKFILL SHALL BE PLACED BETWEEN THE PIPES CRDSS/NG
BE D CRANGLAR WATERIAL ACCORDING. TO 1Tew ‘91

STANDARD SPEC/F!CAT!DNS T T EVENT Tenr ACWATER LN, MUST CROSS WiTEIN 18
INCHES. SEWER, THE_ SANITARY SEWER SHALL BE CONCRETE ENCASED OR
CONESr o DUETILE IrON BivE WATERAL

SERVICE RISERS SHALL BE INSTALLED WHERE THE DEPTH FROM WYES TO PROPOSED
GROUND ELEVATION' EXCEEDS 10 FEET, TOPS OF RISERS SHALL BE NO_LESS THAN 9
FEET BELOW PROPOSED GROUND ELEVATION /F BASEMENT SERVICE /S INTENDED.

WHERE SERVICE RISERS ARE NOT INSTALLED, A MINIMUM 5_FOOT LENGTH OF SANITARY
SEWER SERVICE PIPE OF THE SAME SIZE AS THE WYE OPENING SHALL BE INSTALLED.

THE CONTRACTOR SHALL FURNISH AND PLACE, AS DIRECTED, APPROVED WYE POLES
MADE OF 2 INCHES X 2 INCHES LUMBER AT ‘AL WYE LOGATIONS, ENDS OF EXTENDED
SERVICES, "OR AT THE END OF EACH RISER WHERE RISERS ARE REQUIRED

SHALL BE VISIBLE BEFORE ACCEPTANCE BY THE CosT oF ThesE POLES
SHALL BE INECUBEDTIN Toe CONTRACT UNT PRICE ForTHiE VARIOUS SEWER ITEMS.

EXISTING SANITARY SEWER FLOWS SHALL BE MAINTAINED AT ALL TIMES. COSTS FOR
PUMPING AND, BYPASSING SHALL BE INCLUDED IN THE CONTRAGTOR'S UNIT PRICE BID
FOR THE RELATED ITEM:

THE CONTRACTOR SHALL FURNISH ALL MATERIAL EQUIPMENT. AND LABOR To
CONNECTIONS TO EXISTING MANHOLES. FIPE 1O MARHOLE CONNECTIONS
FOR ALL SANTARY SEWERS SHALL BE FLEXIBLE AND WATERTIOHT. AL FIOLES. SHALL BE
NEATLY CORED. WER' PIPE BARREL AT THE SPRINGLINE SHALL NOT EXTEN

NORE TN T INGH BEYOND THE. INGIDE FACE GF A
FOSIBILY I THE CONNECTIONL A" 1 INCH SPAGE SHALL BE LEFT BETWEEN THE END
OF THE PIPE INSIDE THE MANHOLE AND THE CONCRETE CHANNEL; THIS SPACE SHALL
BE FILLED WITH A WATERPROOF FLEXIBLE JOINT FILLER. ANY METAL THAT IS USED
SHALL BE TYPE 300 SERIES STAINLESS STEEL. THE CONNECTION MAY BE ANY OF THE
FOLLOWING TYPES:

A RUBBER SLEEVE WITH STAINLESS STEEL SANDING.

1) KOR_N_SEAL AS MANUFACTURED BY NATIONAL POLLUTION CONTROL SYSTEMS, INC.
2) LOGK JOINT FLEXIBLE MANHOLE SLEEVE AS MANUFAGTURED BY INTERPAGE
CORPOR

3) OrR EQUAL AS APPROVED BY THE CITY ENGINEER.

RUSBER GASKET COMPRESSION.
1) PRESS WEDGE Il AS MANUFACTURED BY PRESS_SEAL GASKET CORPORATION.
2) DURA SEAL Il AS MANUFACTURED BY DURA TEGH, INC.

3) LINK_SEAL AS MANUFACTURED BY THUNDERLINE CORPORATION.

4) OR EQUAL AS APPROVED BY THE CITY ENGINEER.

THE COST FOR THIS WORK ALONG WITH A NEW CHANNELIZED BASE FOR THE MANHOLE
SHALL BE INCLUDED IN THE UNIT BID PRICE FOR THE RELATED ITEMS OF WORK.

m

MAIL_DELIVERY.

THE CONTRACTOR, SHALL BE RESFONSIBLE TO ENSURE THAT US WAL DELIVERY WITHIN
THE PROJECT LIMITS [S_NOT DISRUPTED BY CONSTRUCTION OPERATIONS. THIS
RESFONSISILITY IS LIMITED T0_RELOCATION OF MAILBOXES 10 A, TEMPORARY LOCATION
THAT WILL ALLOW THE COMPLETION OF THE WORK AND SHALL ALSO INCLUDE
REATORATION OF MAILBONES T3 THER GRIGINAL LOCATION ‘R ABPROVED NEW LGCATION.
ANY RELOCATION OF MALSOX SERVICES MUST BE FIRST COORDINATED WITH THE US
POSTAL SERVICE AND THE HOMEOWNET

BEFORE RELOCATING ANY MAILBOXES, THE CONTRACTOR SHALL CONTACT THE U.S.
POSTAL SERVICE AND RELOCATE MAILBOXES ACCORDING TO THE REQUIREMENTS OF THE
POSTAL SERVICE.

USE_OF FIRE HYDRANTS

QBT BLASTING RERORTS UPON COMPLETON OF "SLASTING To THie I ENGINEER, THE
OWNER, AND THE OWNER'S ENCINEER. P OF ROCK ELEVATIONS SHALL BE SHOWN ON
"AS_BUILT" CONSTRUCTION DRAWINGS.

SANITARY SEWERS

CONNECTIONS TO THE SANITARY SEWER WILL BE PERMITTED UPON RECEIVING AN OEPA
PERMIT 1O INSTALL (P AND_UPON RECEIVING A SATISFACTORY LETIER FROM THE
DESIGN ENGINEER STATING THAT THE PROJECT HAS BEEN CONSTRUCTED AS PER

LANS, AND AL THE CONDITIONS 'OF THE FH HAVE BEEN. MET. THE DEVELOPER. IS
RESPONSIBLE FOR OBTAINING ALL REQUIRED OHIO EPA APPROVALS AND PAYING REVIEW

SANITARY SEWAGE COLLECTION SYSTEMS SHALL BE CONSTRUCTED IN ACCORDANCE WITH
THE RULES, REGULATIONS. STANDARDS AND SFECIFICATIONS OF THE CITY OF DUBLIN,
GHIO EPA, OHIO DEPARTMENT OF HEALTH A URRENT EDITION OF THE GREAT

Ao PR MISSISSIEI RIVER BOARD. (TEN STATES) - RECOMMENDED STANDARDS
FOR WASTEWATER FACILITIES.

THE MINIMUM REQUIREMENTS FOR SANITARY SEWER PIPE WITH DIAWETERS 15 INCHES
AND_SWALLER SHALL GE RENFORCED CONCRETE FIFE ASTW C76 CLASS 3 OR PVC
SEWER PIPE ASTM D3034,

28 8 RES SHALL
IN ACCORDANCE WITH CITY OF COLUMBUS CONSTRUCTION INSPECTION DIVISION
QUALITY CONTROL REQUIREMENTS.

1

THE CONTRACTOR SHALL MAKE PROPER ARRANGEMENTS WITH THE DUBLIN SERVICE
DEPARTUENT AND THE COLUMBUS DIVISION OF WATER FOR THE USE OF FIRE HYDRANTS
WHEN USED FOR WORK_ PERFORMED UNDER THIS GONTRACT AND PROVIDE THE GITY OF
DUBLIN A COPY OF THE HYDRANT USAGE_PERMIT OBTAINED FROM_ THE CITY OF
COLUMBUS. THE CONTRACTOR SHALL ALSO SEND A COPIES OF PERMITS OBTAINED
FROM DUBLIN AND COLUMBUS TO THE WASHINGTON AND/OR PERRY TOWNSHIP FIRE
DEPARTMENT. PERMITS SHALL BE KEPT AT THE GONSTRUGTION SITE AT ALL TIMES.

BEFORE THE FINAL ESTIMATE IS PAID, THE CONTRACTOR SHALL SUBMIT 4 LETTER FRO
BECGTy'oF COLUMBUS DIISION OF WATER 10 THE GITy ENGINEER. STATING. Tomt TE
CONTRACTOR (i85 RETURNED THE. SIAMESE VALYVE 1o THE Gy OF 'GOLUMBUS AND Hiks
PAID ALL COSTS ARISING FROM THE USE OF THE FIRE HYDRANTS.

CT Consultants
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2. A

SANITARY NOTES:

7. ALL SANITARY LATERALS SHALL BE AT
MINIMUM SLOPE UNLESS OTHERWISE NOTED.
MINIMUM OF 1.5 FEET (VERTICALLY) AND 10"

(HORIZONTALLY) SHALL SEPARATE THE

SANITARY SERVICES FROM THE STORM LINES.

3. NO_UTILITY SHALL BE LAID_CLOSER THAN 10
FEET ON EITHER SIDE OF THE SEWER MAIN.
SANITARY SERVICE NOTES: . J

1. ALL PROPOSED SANITARY SERVICES ARE
6" DIAMETER.

TC=g14.5

[ e
20 TEL EsuT

1.00% EEREE PAVEMENT REPLACEMENT AS DETAIL ON SHEET 3.

HATCH LEGEND:

DZZZ) EX. SANITARY SERVICE TO BE REMOVED.

EX. DRIVE

To-g153 re-a1s2
PLAN) (PLAN)
S41°47°31.00"W_835.86"

Te=918.74-

To=s175 -
(PLAN—

Te=01598

157(NE)=911.23
15°RGP(SH)=811.16.

ol
To=815.78 Te=916.05-
|3
Wy .

o TEL ESMT

LINETYPE LEGEND:

PR. 8" AGGREGATE
BASE — ITEM 304

PAVEMENT REPLACEMENT
SEC N

NTS

EXISTING:
fo ELECTRIC LINE
s GAS LINE
SANITARY LINE
= SANITARY SERVICE
e STORM LINE
wr WATER  LINE
ws

SYMBOL LEGEND:

WATER SERVICE
EDGE OF PAVEMENT
BUILDING

TREE LINE
BOUNDARY LINE
PROPERTY LINE
RIGHT—OF—WAY
WATER EDGE

EXISTING:
@ ELECTRIC PEDESTAL
i) ELECTRIC TRANSFORMER
@ A VALVE
S} ® SANITARY MANHOLE
ot SANITARY CLEANOUT
= STORM CATCH BASIN

STORM  HEADWALL

« FIRE HYDRANT
B WATER FIXTURE
. WATER VALVE

TELEPHONE PEDESTAL

1532 e

51440
C(SW)~504.57 i
BB PGS 133E

4,03
PVC(N)=910.63
217RCP(Y)=808.60

N42'5330.00

~312.21
SPVC(NN)=902.91
B'PVG()=00281

526 Ac.

Second Amendment

The Reserve at Scioto
Condo

Crossing
, Plat 169, Pg.
Plot 166, Pa.

t Scioto Crossing
ndomimyms
ndment

N
AN

SANITARY SERVICE ]
SCHEDULE |
(EX. SANITARY s:
LINE) =
M:
BLDG # SERVICE H 2
LENGTH —
m o =<
12 19" (7, S
[
13 15" o
2
14 IR ° s
25 ex. Uz
24 10" 3
25 13 =
%
26 52 =
S
27 32"
28 40"
29 ex.
30 55"
31 55"
32 19"
33 68"
34 60" w
u
35 95 5
36 95"
37 15"
E3 ex.
39 63"
40 40"
z
[
]
>
i
14
SANITARY SERVICE SCHEDULE g
(PR. SANITARY LINE)
oo S
FINAL WYE INV. ELEV SERVICE R EIEAE
STATION BLDG # GRADE ° MAIN EOS LENQTH RISER “Z S s
§
or it s 522.60 905,63 5106 27 o <IN g g
0+77 10 923.00 907.95 211.6 28 a o, alé|e
HHHMAH ¥
136 52330 sr021 BIE o o HHHBAHHE
FHE IR g
1464 5 924.60 910.34 912.6 48 o KRR H
1467 4 925.30 910.35 915.3 50 o
1+69 s 923.20 910.36 o11.2 45 o =
2434 7 923.30 910.65 911.3 55 o —
2+37 6 923.20 910.67 911.4 67 o o
2454 3 525.50 910.74 9135 £ [ 4
2+57 2 625.50 10.76 513.6 £ [ o
2462 [ 925.90 si0.7a 5159 108 o
[ z
o+28 2z 520.00 504.93 s0s.8 78 o Qo
0+31 21 oz1.20 204.00 a00.2 % ° v j
oves a s20.70 s06.32 s08.7 = o Og? 2
0+82 20 920.70 905.17 907.7 28 a o Il
0+08 w2 920.60 506,50 905.6 16 ° = E 0 >
1+09 43 520.50 506.55 906.5 15 [ 002 [id
1+25 19 820.90 805.46 908.9 15 2 — I : <
1ves i 2120 05 66 0oz 2 J 8 [
2409 7 921.20 50584 909.2 ) z r g =
2450 16 920.80 206.02 908.8 23 IE o E
=
0’ n
SANITARY STRUCTURE COORDINATES [
PER PLAN AS-BUILT <
STRUCTURE -
NO. NORTHING EASTING NORTHING EASTING (”
7 775521.53 1802860.06
2 775056.16 1802605.07 PROJECT NO:
3 775178.17 1802714.14 150456
DRAWING NAME
4 77481935 1802391.36
SAN-PLN
s 774757.90 1802337.02 sneer [ or

3 4 )
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