
BUILDING VARIETY STATEMENT

The “A” buildings at Bridge Park are bound by Riverside Drive to the west, Banker Drive to the north,
Mooney Street to the east and Dublin Granville Road to the south. This third phase of a mixed use
development is comprised two blocks, both adjacent to Banker Drive along the east west axis, and
separated by Longshore Street. A Block includes an office building (A1), a conference center (A2), a
hotel (A3) and a parking structure (A4). This block is conceptualized as a more cohesive composition
than the more residential oriented B and C blocks, because of their more public functions. However this
block is also designed to address the Vision Principles for the development of the Bridge Street Corridor
districts, by providing an interesting, walkable setting for urban lifestyles that places value on human
scale and a diversity of experiences.

Each building has a unique character which is expressed through a variety of material finishes and
details. At the pedestrian level, stone is used as a common element between the buildings, as a way to
create cohesion for the public/civic nature of this block. A large public open space is proposed between
the hotel(A3) and conference center(A2). It is designed as a multi purpose, hard surface public event
space.

Building A1 is an office building. The building is shown as a 6 story massing study. It is shown as a 5 story
mass atop a larger and defined ground floor. The building’s main entry is proposed for the northeast
corner.

Building A2 is a conference center. The building is a one story multi purpose event space. It is
comprised of one large yet divisible event space, a large exterior hard surface plaza/event space, a large
public pre function space supporting the event space and adjacent exterior plaza, a full kitchen,
public/private green rooms and public restrooms. The exterior facades of the pre function space are
completely glazed and transparent promoting visual and physical connectivity. The main event space’s
large “bay window” formalizes and anchors the building on the roundabout. The base of the building
and its adjacent garden walls is stone. The meeting space mass is clad in aluminum composite panels.

Building A3 is a Marriott AC Hotel. The hotel design is derived from the concept of Exchange, relating to
its unique location, function as a community hub and its relationship to the immediate neighborhood,
the proposed conference center, historic Dublin and the Scioto River. A place of exchange between
nature and city, and of ideas and cultures. The design also reflects the principles of the Marriott AC
brand: modern, cosmopolitan, innovative, technological and functional. Indoor and outdoor spaces are
sited to take advantage of the great views that are available from this unique site, connecting guests,
users and the larger community to the experience of the river, downtown Dublin, and the city beyond.
The hotel façade is based on a gradient that modulates, expands, contracts and fades, much in the same



way that one can observe ripples in water that dissipate away from their point of origin, or the play of
light on the surface of the water. The west façade maximizes transparency in the public spaces such as
the lounge, breakfast area and rooftop bar, bringing natural light deep into the building. The curtain
wall is based on a modular unit of vision glass, spandrel glass and aluminum composite metal, which is
modulated to adapt to the concave and convex contours of the plan. The east façade is more opaque in
nature, but still allows the same degree of natural light and views from the guest rooms and public
spaces. There is also a more pedestrian scale to the east side, with the entrance and port cochere
canopy as the focal point of the one story massing. The material palette is comprised of stone, glass,
aluminum composite metal and glass fiber reinforced concrete slat wall panels.

Building A4 is a public parking structure. Stone is used at the ground level to visually relate to the
remaining buildings on this block. Ceramic tile is used at the upper levels to achieve a striated pattern
on the façade, creating visual interest as well as its own unique aesthetic. Metal panels are used
between levels as material accents, and also as a way to modulate the façade. Tapered metal panels are
used on the west façade directly across from the open space, to create a visual accent and also a
terminus to this vista. Planters along the east side of the garage provide elements of green and soften
the experience of the building at the pedestrian level.

BUILDING A2 (CORRIDOR BUILDING) – WAIVER SUMMARY

Minimum Height: (= 3 stories)

Maximum Height: (Ground Story Max Height is 16’)

Ground Story Street Facing Transparency: (min. 60% required)

Non Street Facade Transparency: (min. 15% required)

Principal Entrance Location:

Vertical Increments Required: (no greater than 45’)



BUILDING A3 (CORRIDOR BUILDING) – WAIVER SUMMARY

Building Height

Ground Story and Upper Story Street Façade Transparency

Blank Wall Limitations

Principal Entrance Location Required

Number of Street Façade Entrances Required

Vertical Increments Required

Horizontal Façade Divisions Required

Permitted Primary Materials

Changes in Roof Plane

BUILDING A4 (PARKING STRUCTURE) – WAIVER SUMMARY

Ground Story Street Façade Transparency

Principal Entrance Location Required

Number of Street Façade Entrances Required

Vertical Increments Required

Permitted Primary Materials


