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BENCH MARKS
(NAVD 1988)

Station is @ stainless steel rod driven to a depth of 16 feet, in @
triangular shaped grass median at the northwest corner of the intersection
of Dublin-Cranville Road and Riverside Drive, 59.9 feet southeast of the
north corner of the median, 2B.4 feet northwest of the southeast corner of
the median, 20.2 faet northeast of the southwast corner of the median, 2
foot north of a witness post, access through aluminum access covar, lavel
with the sidewalk

Elev. = 801706
Nail in the East side of power pole #3221341, being on the West side of
Riverside Drive ond 800 feet South of Tuller Rood

Elev. = 80024
Chiseled "X" on_the West bolt of the second fire hydrant South of the
intersection of Tuller Rood ond Existing Tuller Ridge Drive, said hydrant
being on the East side of Existing Tuller Ridge Drive.

Elov. = B45.50
Chiseled "X" on the North bold of the second fire hydrant East of the
Intersection of Riverside Drive and Tuller Road, said hydrant being on the
South side of Tuller Roc

Elev. = B21.18
Chiseled "X" on the north bolt of the second fire hydrant north of the
intersection of Dale Drive and Dublin-Granville Road. Being on the west side
of Dole Orive.

Elev. = B38.80
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GENERAL NOTES

Gity of Golumbus and Ohio Department of Transportotion Construction and Material Specifications, current

iions, ong any supplements thereto (nereorir referted to as Standard Speciition). shall gover i

construction items unless otherwise nofed. If o confict between specifications is found, the mare stric

SredRcotion Wi 'opily an Geciied vy he-Chy Exgmost. o Nurmbes roted  rfer 15 Gty of Cabos ltem
ers unless otherwise notet

The City Engineer will not be responsible for means, methods, procedures, techniques, or sequences of
construction that are not specified herein. The City Engineer will not be responsible for safely on the work site,
or for fallore by the Gontracior 1o perform work Gccording to contract documents.

The Developer or Contractor shall be responsible to obtain all necessary permits including but not limited to Ohio
EPA Pemits to Install (PT) and Notices of Intent (NQI), Building Permits, etc.

»

The_Cantractor shal notify the City of Dublin Division of Engineering in writing ot least 3 working days prior to
beginning construction.

e Contractor shal be solely responsible for complying with all federal, state and local sofety requirements
indluding the Dccupotional Safety end Heaith Aet of 1970, The Contrclor sholl wardiss precation ouays for the
protection of persons (including employees) and property. It shall clso be the sole responsibilty of the Contractor
B e, o o sopadia B oty reatromants, bracauions ond promerte b conmedlion i e work
including the requirements for confined spaces per 23 GFR 1910.146.

Following completion of contruction of the site improvements and before requesting occupancy. o proot survey
shall be provided to the Division of Engineering that documents “as—built” elevations, dimensions, slopes and
dlignments of all elements of this project The proof survey shall be prepared, signed and submitted by the
Professional Engineer who sealed the constructions drawings.

The Contractor shall restrict construction activity to publle right—of-way and areas defined as permanent and/or
temporary construction easements, unless otherwlse authorized by the City Engineer.

& Tha Contractor shall corafully praserve bench marks, property comers, reference points, stokes and other survey
reference monuments or markers. In cases of wilful or coreless destruction, the Controctor shall be responsible
for restorations. Resetting of markers shall be performed by an Ohio Professional Surveyor os approved by the
Gity Engineer.

ubber tired vehicles shall not be moved on or across public streets or highways without the writien

Dermaion ot the Chy Engineer.

10. The Contractor shal restore al diturbed aregs Lo equol or betier condition thon existed befors constructon.
and

Drainage diiches or water courses that ore disturbed by consiruction shall be restored to the grades o
Grose-seclions that exisied before construction.

- Troekng or sellng rut, et or deie upcn strest, el or commecial i, sl or bl pothe o
pronbited_according to Section 97.38 of the Dublin Code of Ordinances. Any such occurence shall be cleaned u
Trmediately by the Contractor ot no- cost 1o tho Git. If the Gomractor fal 1o remove said mud, drt, cebri, or
splllage, the City reserves the right to remove these materlals and clean affected creas, the cost of which shall
be the responsibiity of the Contractor.

12. Disposol of excess excavotion within Special Flood Hozord Areos (100-year floodplain) s not permitted.

13. Al signs, landscaping, structures or other appurtenances within right y disturbed or damaged durn:
construction shal be replaced or repaired to the satisfaction of the Gity Engineer. The cost of this work shall be
he responsibilty of the Contractor.

14. Al fleld tile broken or encountered during excavation shall be replaced or repaired and connected to the public
storm sower systam as diracted by the City Engineer. The cost Of this work shall b the responsibiity of the

Contractor.
15, Al precast concrete products shal be inspected t the locoton of manufocturs, Approved precst concrete
products wil be stamped or hove such identification noting that inspection has been conducted by the Gity of

Eitumous. Precast Concrets products withaut proof of mspection 1o not be opproved.far metalotion:

15 Baek Wit 111 e, e of exstng stuctures (rauses, garages, etc) o pubc nrostcture

1, curbs, sidewalks, bi ic.) shall be compocted granuiar bockfil occording to Item 912 of the

Bomard Spatiteotiorn:or Flowl COE. Typn M aboordog 1o om ‘538, harn 311 of She. Standord Specificotions
may be used elsewhere.

17. The Contractor shal submit o copy of the approved consiruction drawings and a list of proposed precast
concrete product manufacturers to the City of Columbus Construction Inspection Division before commencing
Construction
Send the information 10 the folowing address

struction Inspection Division

et Chnambas

1800 Eost 17th Avenue

Columbus, Ohio 43219

Sond g copy of the tanamitol later o the falowing oocess:

Qnsan’ of Engine

gy
Stier Rings Rood

i N

18. Al trenches within public right—of-way shall be backfiled according to the approved construction drawings or

secursly plated during nonworing hours. Trenches outside these aregs shal be backTled or shal, be brotected by
rary fencng or berrieadss during nonwerking hours. Clean—up shall Tollow Giosely beind the
{enching operation,

9. Al troe within the construction area not spsoifioally designated for removal shal be preserved, whether shown or
ot shomn o the pproved consirueton draings, Tess o b preserved shal be protected i figh vibilty
fencing placed o minimum 15 feel from the tree trunk. Trees 6 —inches o greater o iometer
7o Pt be protaciad with-aning ploce ot he. erea ot sone. o 13 fees, whcheve s greate: aes
not indicoted on the opproved construction drawings for removal may not be removed without prior approval of
the Division of Engineering.

20. Gondit must be Sirectionally bored goross sireets instead of gpen cut, unless specicaly approved by the City
Engineer. Use of pneumtic oir ram devices is not permitted. Pemits to construct in the right—of—way of
existing strests must be cbtained from the Gty of Dublin Divison of Engineaing before oo cinruction.
Should open cutting of existing povement be permitted, Controlled Density Backfil (Type i) shail be used in
Ploce of ‘compacteg gramor oGk, Gccordng 1o lem 636 of the Standard Specficotions

21. The Contrctor shall be responsile for the condtion of trenches within the right-—of-woy and pubis cosements
for o period of ane year from the final acceptance of the work, and shall make any necessary repairs o
cost to the City.

22. Pavements shall be cut in neat, straight lines the full depth of the existing pavement, or as required by the City
Enalneer. Fovement replacsment shall be conducted acoording lo Gty of Columbue Stenderd Uroeing 1441 ond
applicable City of Dublin stondord drowings. The replacement of driveways, handicapped ramps, sidewalks, bike
£oins. parking lot pavement. ete, shall b provided aceording o the pproved Sonsiruction drawings and Gity of
Dublin standard construction’ drawings.

23. Trae tiniming wItin the constrction zono Is to bo completad by o cortifed ATBOTSK. AT the compltion of the
projact the Arborlst Is to retum and trim any broken branches as nead

24. Any modification to the work shown on drawings must have prior written approval by the City Engineer, City of
Dubl

25. Al nlets shall be channelized

26. Pork oreas shall be fine—graded ond seeded with the following mixture:
proved Kentucky Blusgrass, 40% of welght (2 varletles In equal parts)
Improved Perennial Rye, 60% of weight (2 vorieties in equal ports)
Germination Rote:
et Rater 7 lbs per 1000 3q f as dected by the Diviion of Parks & Recreaton, City of Dubli,

Ohie.
27. Taffo control and othr ety sgho shl bo Typo S With a saiare post anchor base nstalation and meot
requirements of 0DOT TC—41.20 and applicable City of Dublin specification:

28. Strost signs shall mest all City of Dublin specifications with lsttering colored in white displayad aver o brown
background. Sign tubing shall be brown in color ond conform WIth the Type S, square post onchor bose
installation requirements of DDOT TC—41.20.

UTILITIES
1. The following uilties are known to be located within the fimita of thie project:
Golumpio Gas of Otio Gity of Dublin © Communications Gty of Columbus

tin. Tommy Susian of Enginesring Teremy Tohmson Division of Water
560 G ot m in oo Ken Rehorason, PE " 10 Vst Brood Strest, 810 Dublin Rood, 2nd Floor
Golumbus, Ohio 5300 Shier Rings Rood  Suite $30 Golumbus, Ohio 43215
iR Dubin, Ono 43016 Calumbus, Ohia 43215 (614) 645-7677

- X (614) 410-4531 (614) 416-1473

American Electric Pover
Robin Hand Time Wamar Cablo Time Wamer Cablo Telscom Wido Open West
Enginering Lisson Coordincter  Kevin i Mark Blact Holderfild
850 Tech Center Drive 1255 it Road 1565 estin mead Engineating Manager
Cahamna, Ohio. 43230-6605  Columbus, Onio. 43215 Columbus, O 43215 3695 Corperate brive
(614) B83-6829 (614) 481-5253 (614) 481-5263 Columbus, Ohio_ 43231

(614) 236-3922

Z T Contractor sna give notie of intant 1o consiruct o Ohla Utitles Prtecion Servs (tssphone umber
800-362-2764). Producer’s Underground Protection Sevice (telsphone number G14-567-048), and to owners of
underground utiities. that are not members of a ragistered underground protection serice. Rotes Sha o' v

loast 2 working daye befors. start of canstructio

3. The idantity ond locations of existing underground utkles in the construction orea hae bam shown on
hproved consinucton crawnge s Gxcurarely an provided by the v tha undergeund wtirty The City
BB and e Gty Engnear Desumes ne responsipiiy for the cccurocy ar Sepihs of amergrount focives shown
on the approved construction drawings. If domage is caused, the Contractar shall be responsible far repai of the
some and for any resulting contingent domage.

4. Locotion, support, protection and restoration of dll existing utifities and appurtenances, whether shown or not
Shown on the opproved canstruction drawings, shall be the responsibility of the Contractar.

s nknown or incorrectly located underground utiities are encountered during construction, the Contractor
G trmetatety hoity e owns”and ke Ghy Endineer

[

Public sireat ignting may be In the vicnity o s project. Contact the Oty of Dublin. Divsion of Engneering at
410-4637, two days prior to beginning work.

TRAFFIC CONTROL

Traffic control shall be furnished, erected, maintaied, and removed by the Contractor according to Ohlo Manual
of Uniform Troffic Control Devices (OMUTCD), cument edition.

2. Al trafic lones of publi roaduays shal be fuly apen to troffc from 700 AM to 100 AU and from 4:00 PM to
PM unless authorized differently by the City Engineer. At all other hours the Contractor shall maintoin

minimum one—tane fwo-woy traffc. Unfformed, ofi- Guty police officers. shall replace lagmen designoted by the
TUUTCD, and shal be present wherever anelane, two-way raifle control Ts in effsct. Poice cruisers may be
required as directed by the City Engineer.

3. 11 tho City Engineer dtermines proper provislona for trafflo control are not beng providad by the Contractor, the
Clity Engineer shall assign uniformed, off—duty pollcs officers to the project at no cost to the City.

4. Steady-burning, Type "C" lights shall be reauired on oll barrcades, drums, and similor troffic control devices in
use at nigt

5. Access from public roadways to il adjoining properties for existing residents or businesses shall be maintained

throughout the duration of the profect for mal, publlc water and sanitary sewer service, and emergency vehicles.

The Contractor shall provide a traffle control pian dstalling the proposed malntenanoe of traffic pracedurss. The

traffic.control plan must Incorporate any trafilc control detalls contained hareln. The traffic control plan proposed
the Contractor must ba approved by the Clty Enginser prior to construction.

EROSION AND SEDIMENT CONTROL

The Contractor or Developer is responsible for submitting o Natice of Intent (NOI) to be reviewed and opproved
the Ohio EPA. The NOI must be submitted to OEPA 45 days prior to the start of construction and may
entlle coverage under the Ohio EPA General Permit for Stormwater Discharges associated with consiruction
activity. A project location map must be submitted with the NOI. A sediment and erosion control plan must be
Sibmitied 1o tne City Engineet for appraval If o sediment and erosion. coniral plan has not aready been incluged
Vith the Gppraved conatraction drawinge, Tiia plan must be made avaiable. ot the project site ot al tmes. The
m

Transportation Standard Specifications, and the City Engineer. An ndvidud NPDES Stormwater Discharge Permit
y be required. The Contractor shall be considered the permittee.

2. The Contractor shall provide sediment control ot oll points where storm water runoff leaves the project, including
waterways, overlond sheet flow, and storm sewers.

3. Accepted methads of providing rosion/Ssdiment control nclude but are not limited ta: sediment basins. sit
fiter fence, aggregate check dams, and temporary ground cover. Hay or straw bales are not permitted.

4. The Contractor shall provide adequate drainage of the work area at dll times consistent with erosion control
practices.

5. Disturbed areas thot will remain unworked for 21 days or more shall be seeded o protected within sever

colendor days o the Slsturbonce. Other sediment Conirols thot ors Installed snall be moimianed unti vegetative
growth hos been established. The Contractor shall be responsible for the removal of il temporory sediment
devices ot the conclusion of construction but not before growth of permonent ground cover.

BLASTING (IF PERMITTED;

1. The Gontractor must abtain o blasting permit from Woshinglon Township Fire Department prior to blosting for
rock excovation. The Contractor sholl submit blasting reports upon completion of blasting to the City Engineer,

the Owner, and the Owner's enginear. Top of rock elavatlons shail be shown on "as—bullt* construction drawings.

STORM SEWERS

1. All storm woter detention and retention areas and major flood routing swales shal be constructed to finish grade
0N hydro—seeded and hydro-muched according to Items 203 ond 659 of the Standard Specifications.

2. Where private storm sewers connect to public storm sewers, the lost run of private storm sewer connecting
the publc storm- sewsr shall be Reinforced Cancrete Fipe, cénforming 19 ASTH Designotion C76, Wall B, Closs IV
for pipe diameters 12 inches to 16 inches, Ciass fl for 18 inches to 24 inch pipes, ond 27 inches and larger
Pipe sholl be Closs I, uniess oiheruise shown on the opproved consiruction crawings. hspection 1 requred by
the ity of Dublin's Diision of Enginering

Granular backfil shall be compacted granulor moteriol according to Item 12 of the Standord Specifications or
Controlled Density Backfll according o Item 636, Type il of the Standord Specifications os diected by the City
Engineer.

4. All storm sewers shall be Reinforced Concrete Pipe conforming to ASTM Designation G76, Wall B, Class IV for pipe
diometers 12 inches to 15 inches, Class ll for 18 inches to 24 inch pipes, and 27 nches and larger pipe shol
be Class Il unless otherwise shown on the approved construction drawings.

5. Headualls and enduclls shall be required ot al storm sower nets or autets Lo and fram stormuater
gem jes. Notural stone and /or brick approved by the Gity Engineer shal be provided on ol visible
haadwallo and/or endwalla eurfaces. Surfases 1 bo dcld washad before approval of stane fachg.

6. Stor Inlets or cateh basins shall ba channelized and hava blcycle safe grates.

7. Storm sewer outlets greater than 18 inches in diameter accessible from stormwater management facilties or
watercourses shall be provided with safety grates, as approved by the City Engineer.

MAIL DELIVERY

1. The Gontractor shall be responsible to_ensure that U.S. Noil delivery within the project limits is not disrupted by
consiruction opertions. [his responsibily is imitd io relocation of mailbores o o temparar locotion that wil
dllow the completion of the work o also include the restoration of mailboxes to their original location or
approved new focotion. Any reecation of malbox services must be. fat coordinored with the US-Pestal Service
ond the homeawner.

2. Before reocoting any moiboxes, the Controctar sholl contact the U-S. Posta Serice ond relocote moiboxes
according to the requirements of the Postal Ser

USE OF FIRE HYDRANTS

1. The Gontractor sholl moke proper arrngements with the Dublin Service Department and the Golumbus Division of
Power and Woter for the use of fire hycronts when used for work performed under this contract and provide the
ity of Bubli' o copy of the Wyt Usoge Pernil ebisned from the Cily of Columbus, The Cantrcter shall dso
send copisa of permite biained from Dubli ond Columbus to the Voskingion and/or Perry Township Fire
Depariment. Permits sholl be kept ot the construction site ot all

2. Before the final estimote s poid, the Contractor shall submit o letter fom the City of Columbus Division of
Power and Water (Yater) to tho Gty Enginea stating that tho Contractor has refumed the Skamese Valve to the

City of Columbus and has pald all costs orlsing from the use of the fire hydrar

MISCELLANEOUS

1. High Density Polyethyiene (HOPE) corrugated pipe with integrally formed smooth interior wall, ADS N~12 or
approved equol, is on opproved altemale to reinforced concrete pipe in paved and non-paved areas.

2 HOPE ppe joints sholl be mode using wotertgnt cauplers with "0"-ng gosket, ADS WT of opproved equol, wnere
rubber "0"—ring gasket (ASTM C-361) pipe is required on approved constructions plans or within contract
oumante, A other e onil nove s e indaplaot W b gaer meeing S FIT7.

3. All bedding material shall be in accordance with City of Columbus Standard Construction Drawing AA-S149.

4 Bookfil moterid shll be plocad in acoordance with llem 811 of the ity of  Calumbus Construction Materio

Spacifications (C:

s. ataris n crose locatad outaide the public ight-of-way hall ba  placad In cccordance with City of

Colmbus Standerd Construction Drawing

6. el of conm el be I accordenca il the O Deparment of Transportation (GDOT) Loceton and Design

(L&) Monuel, Valme Twe, Section 1008.5.1

7. Al HOPE pioe shall be mondrl tested in occordance with City of Columbus Item S01.21, with the exception that
the waiting period prior to testing shall

8 o by, oo ol meholtions equiing the riimiion of iranch woter migratan, onti-seep collors sholl be

installed in occordance yith,the ODGT LaD Monuol. Volume Two Section 1118:41.2 ond 00T Stondord Hydroulic

Construction Drawing

AS-BUILTS

1. An—bults of the site, utlites and stormwater management faciies shall be performed per requremants of the
City of Dublin Administrative Policy & Procedure 40B—030 prior to oblaining occupancy for the bulding.

ROCK EXCAVATION

1. Rock elsvations reflscted by tne Plan were estimoted by interpalation for design and estimating purposes ony.
Logs, test dotg, ond interpolations ore not worranted to reflect octuol subsurface conditions.
shall examine the avalabie Informotion ond ablain iditonal nfommotion I necessory for wstimatig. e, ond
construction purpose

DUST CONTROL
1. Dust conird shall be maintained by opplying woter or dust palotive for the ole r prevention of dust

ngting fram conairuction aperations,from wilin the project Construction limita. . The Gontroctor
Shal parform Gust comrel operation per” ltem 616,

REVISIONS

g

IE\

H

H
T |
£
>
[]
k-
Q
Sz
e
3z
xS
O3
SIS

v‘ -

v
4

CITY OF DUBLIN, FRANKLIN COUNTY, OHIO
MASS EXCAVATION PLAN
FOR
BRIDGE PARK AVE EXT & BLOCK D
GENERAL NOTES

< Suyeyors « Plannen + Sclantis

Evars, Machwart, Hombiaton & Titan, Inc.

DATE

October 25, 2016

SCALE

None

308 NO.

2013-1481

SHEET

215




TREE INVENTORY

Peant#  Sire  Condition
5 1 Fair
» 7 Good
Ed 10 Good
F) 1 Good
B n Good
] (] Geel
1 7 Fat
£l i Ged
M 6 (2]
5 15 Fair
ki © Poor
ES) 1 Far
E- T Fair
a ] Far
Qo Geoel
- " Poar
5 0 Poar
o B Fair
“ 13 Fair
£ 17 Good
51 (] Good
52 8 Far
a8 n Far
54

Casting res
_ ree To e Removed or e mose

Spacies
Wit rnut Hchory
Bitemut Hickory
Bittmrmut Hickory
Bitteenut Hickory
Harkberry
Harkberry
r—
Black Cherry
Wirtmrmut Hickory
Wild Ersbapple
Mackberry
Wil Crabapple
Hackbemy
Hackbesry
Hackbarmy
[r——
Black Cherry
Rad Mulbarry
Hackbarry

TREE_SURVEY DATA
Totol Trees......
Totol Trees Removed.

Dead Trees.
Living Trees.

.74 (1258 Caliper Inches)

.26 (468 Coliper Inches)
.4 (52 Caliper Inches)
.21 (416 Coliper Inches)

)

YR

016100,

NOTES

1. Tree Survey does not include
trees located outside the

property.

n

. All dead trees onsite shall be
removed, except within the
stream corridor protection zone.
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Erosion & Sediment Control

Plan Engineer:

Property Owner:

Applicant/Developer

Existing Site Description:

Site Disturbonce:

Existing Site Drainage Condition:

Watershed

Adjocent Arsas:

Soils:

Critical Areas:

Erosion & Sediment
Control Measures:

Maintenance:

Construction Saquance

MAINTENANCE:

Narrative

Egans. Mechwart, Hambieton & Titon, Inc

5500 New Albany R

Coumics, On $305

Phone: (614) 775-4500

Fax: (614) 775-4800

Gity of Dublin

3800 Stier Fings foog

Dublin, Ohio 430

Rhone: Sh-41a2 heoo

Grawtord Hoying Development

555 Metro Place North, Suite 500
ublin, Ohio 43017

Tel: (614) 335-2020

Fox: (614) 850-9191

Wooded orea

231 Acres

Sheet drainage to the Southwest to an existing ditch and stream.
The site s tributary to the Scioto River.

The site is bounded by Dale Drive to the West, a stream to the Southeast, and an existing apartment complax 1o the
North

The soils onsite consist of Kendallvile Sit Loam (KeB), Miamian Silt Loam (MkB), Miamian Sity Cly toom (MIC2), Miton
Silt Loom (MoB & MoC2), and Ritchey Sitt Loom (RnB) according to the NRCS Web Soil Surve

Ensure that the sediment control measures ore properly instolled and maintained clong the existing stream.

Perimeter sediment fence will be installed onsite to assist with sediment removal prior to the runoff flowing into_th

stream and diich. Temporary and permanent seeding and mulching applications. will be used to stabilize the soil during
onstruction_ activities.

Strast clucring, on an aa—nsaded bosis. ls required throush the durclion of #is comiruction project.  Tis includes
Swesping, power cleaning and, if neessary, manual ramoval of it and mug in the siroet gutars. - Addiional long form
Taintendnce. and inspestion requirements aro Isted in the table to the right on thi ahest

Prior to Construction Operations in o particular area, all sedimantation and erosion control featurss shall be in place.
Field adjustrents with respect o locations and dimensions may be made by the Engineer.

he Contractor snall place inlet protection for the erosion control immediotely ofter construction of the catch basins or
Tits. whieh re-not Eibutary s sedimant bosin o dom.

Ik may become necessary to remove porions of the barrier during constructon to faciMate the grading sperations in
certain areos. However, the barrier shal be in place In the evening or during any inclement weather.

The limits of seeding and mulching have been established os 5'-0" outside the grading limits or 20°~0" beyond the
right—of—way, whichever is greater. Al areas not designated to be seeded shall remain under notural ground cover.
Those areas disturbed outsids the seeding fimts shal be aseded and muchad at the Corlroctor's expense. Temeorary
secding” Mo areo for which grading hos boen completed shall be left unsecded or unmuiched for longer thon 14 4oy
i permanent. seed is. nat appied ot this tme, temporory seeding shall be. don. ot the following rote

Morch 1 to Auqust 15

Seed: Oats 2 Ibs./1,000 Sq.Ft
Fertllizer:  (12:12:12) 12 172 Bs./1.00 Saft.
Mulchi(Straw or Hay) 2 tons /oc

August 15 to November

Seed: Annual Rye 2 1bs./1.000 Sq.ft.
Fertilizer: (12:12:12) 12,172 lbs./1.000 et
Mulch(Straw or Hay) 2 tons /e

November 1

Muleh (ONLY): (SVuw or’ Huy) 2 tons/acre

“Permanent seeding” shall be done between Morch 15 ond September 15. f seeding is done between September 15
and March 15, it shal bo classied as “Tomporary Seeding= Parmanent seed shal be 40% Kentucky Bluagrass, 40%
Crooping Red Fescus, 20% Annuol Ryegrass. Permonent seeding shall consist of fartizing, watering ond seeding rotas
indcoted under tem 653, Seeding shal be opplied within Iwo(2) doya afer fnal groding or foloving seed bed
preport

Rates of applcation of Kem 655

2 1bs./1,000 Sq.Ft.
Fortiizor: (12:12:12) 29 55./1.000 Sat
Mulchi(Strow or Hey) tons /¢

The cost for temporary channels, sediment dams, sediment basins, and other appurtenant earthmoving operations shall
be included in the price bid for erosion and sedimentation control quantties.

It is the Contractor's responsibily to maintain tha sediment conirol facures used on this projoct. Tne site shall be inspected periodically and within 24

hours of & significant rai

infa

debris which has reduced
repair of replace at no cdditional cost 1o the Owner. Not il details shown on this sheet may be required for this proje

SCHEDULE:

cords of these inspections shall be kept and made ovaigble to jurisdictional ogencies if requested. Any sediment or

the efficiency of o structure shall be removed immediately. Should a structure or feature become damaged, the Cantractor shall

The Contractor shall provide a schedule of operations to the owner.  Sedimentation and erosion control features shall be placed in accordance with this

schedule.

Block D _OEPA NOI Perr 4GC04734%AG

All Erosion & Sediment Control practices are subject to Field Modification at
the direction of the City Of Columbus ond/or Ohio EPA.

This plan must be posted on—site.

Stormwater Permit (with the site specific NOI number) shall be kept on—site at all times.

A copy of the SWPPP plon ond the approved EPA |

CONTRACTOR RESPONSIBILITY:
ond sedmentalion conkrol
may be found in

e iding rerassory.ond atsquOte. mmacsues for propet Somtel of aresen ond sedment et (. e ke cong.
Dropet eionance and mamscion o coraliones Wi 1 NEDES Samar Borrt for- Sioren Woter Dischorges Aveecioted with

Construction Activity.

Details_have been provided on the plons in an effort to help the Contractor provide erosion
The detais shown on the plon shall be considered o minimum. ~Additional or olternate details
Man

uol “Rinwater and Land Development.” The Contractor shall be solly responsibl

SEDIMENT FENCE DETAIL
ot

t To Scale

Minimum Criteria for Silt Fence Fobric

The use_of siraw wates has proven fo be o versatle and sifective
MP, especially in residential settings. Straw wattles may be
Subettited or o Tance.n near Snateaiona,

1 Tne Hent of A St Ferce shol nct Exceed 36 lnches (gher Fences Moy mpund
Volumes of Watar Sufficient 1o Cause Failre of the Stcture)

2. The Filter Fobric shall be Purchased in o Continuous Rell Cut to the Length of th
Borrier to Avoid the Use of Joinis. When Joints are Necessary, Filter Cloth shall be
Spliced Together Only ot o Support Post, with @ Mirimum of o 6-inch Overlap, and
Securely Sealed.

3. Posts shall be Spoced o Maximum of 10 Feet oport ot the Barrier Location ond
Driven Securely Into the Ground (Minimum Of 12 Inches).

4. A Trench shall be Excovated Approximately 6 Inches Wide and 6 Inches Deep
Along the Line of Posts and Upsiope from the Borrier.

5. The Filter Fobric shall be Stopled or Wired to the Fence, And B-inches of the Fabric
shall be Extended Into the Trench. The Fobric shall nof Extend More than 36 Inches
above the Original Ground Surface. Filter Fabric sholl not be Stopled to Existing Trees.

The Trench shall be Backfiled and Soil Compacted Over the Fiter Fabric.

Silt Fences sholl be Removed when they hove Served their Useful Purpose, but not
Before the Upsiope Area has been Permanently Stabilized.

Maintenance:

Silt Fences and Fiter Barriers shall be Inspected Immediately After Each Rainfoll and ot
Least Dally During Prolonged Roinfall. ~Any Required Repairs sholl be Made Immediotely.

Should the Fabric on o Silt Fence or Filter Borrier Decompase or Become Ineffective Prior
{2 e End of the Expecled Usoble Lite ond the Borrier 15 SHl Necessary. the Fobrc Shol
be Replaced Prompt

Sediment Deposits Should be Removed After Each Storm Event. They must be Removed
Wwhen Deposits Reach Approximately One—half the Height of the Barrier.

Any Sediment Deposits Remaining in Place After the Silt Fence or Filter Barrier ia no
Longer Required ahall be Draseod to Conform with the Exieting Grae, Prapared and

Maintenance:

Aggregate Check Dams shall be Inspected Immediately After Each Rainfall and at Least Daily During
Prolonged Rainfal.

Glose Attention shall be Paid o the Repair of Damoged Check Doms, End Runs and
Undercuting Beneoth Dam:

Necessary Repairs to Check Dams shall be Accomplished Promptly.

Any, Sediment Depaslts Remoining n Ploce Afer the Agaregots I no Longer Required shall be Dressed
to Conform to the Proposed Grade, Prepared and Seedsd,

Sediment Deposits Should be Removed After Each Rainfall, They must be Removed when the Level of
Doposition Reaches Approximatsly one—half the Height of the Barrier.

ROCK CHECK DAM

(Use as Warranted)

* Excelsior Matting sholl be Contech Standord Grade Excelsior Blonket (efbi) or Approved Equivalent.
Installation shall be in Accordance with the Manufacturer’s Specification

Sao Plan

Mountable Berm
/ (optional)
Existing

((()))f)))((())) %uer Cloth

Profile

Existing Ground

Existing Ground

Existing
Pavement

Plon View

Construction Specifications

Stone Size — Use 2" Stone, or Reclaimed or Recycled Conerete Equivalent,

Width ~ Twenty (20) Foot Minimum, but not Less than the Full Width ot Points where Ingress or

Surface Woter ~ A1 Surface Water Flowing or Diverisd Toward Cansiruction Entrances shal be Ped

Wih 51 Slopes wil be Permitied. Cost

o B Tl b Toiuted " e Pce B or”the Mabieed Gonsrucion Enrence.

Maintsnance — The Entrance shal be Maintained in o Condiion which wil Prevent Tracking or Flow
Thig

oy Reque Pedodc Top Dressing with Addtionct Stone

any Measures used to Trap Sediment. Al
oved

Sediment Spited, Dropped. Woshed or Trocked onto FuoR Hapiart ey st e o

one on an Area

oshing ~ Whesle shall be Cieaned, to Remove Sediment Prio to Entrance onto pubic Rght-ofWays
sha

Stabllized with Stone and which Drains into an

2. Longth — as Required.
3. Thickness - not Less than Six (6) Inches.
4

Egress Qccurs.
5. Filter Cloth — wil be Placed Over the Entire Area Prior to Placing of Stone.

nce. 1f Piping is Impractical, o Mountoble

7.

of Sadiment anto Pubic Righ-of-Mey

condiions Demond 10 Fepair ong/or Gleonost

immedi
£

When Washing is Required, Il be

Norrovea Sodmant Tepohd Devie,
9. Periodic Inspection and Needsd Maintenance shall be Provided After Each Ran

STABILIZED CONSTRUCTION ENTRANCE

Not To Scale

‘ ‘ Sediment Filter Grating
b 1 <\//\\§ F—!:‘ &//\
ks 2
)\ SECTION A
Handle
\‘ns(gﬂgt n;

Stond grote on end. Ploce Cc(ch Bosin Protection Bog over gmte Roll
grote over so that open end i

sure end of grote is comp\

p slock. Tuck floj

te\y covared by flap or Cotch Bosin

Protection Bag will not fit properly. Holding handles, carefully place
Cateh Basin Protection Bag with grate inserted into catch basin frame
so that red dot on the top of the Catch Basin Protection Bag is

visible.

ntenance:

debris off surface after each event.

Note:

M
1. With a stiff bristle broom or square point shovel, remove silt & other

1. Dandy Bog, FryeFlow Systems Inlet Protection, FLEXSTORM Inlet Filter or
ble

approved equal are acceptobl

CATCH BASIN SEDIMENT FILTER DETAIL

Scale:

Not to Scale
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