ELEVATION

SCALE 3/4" = 1'-0"

SECTION

SCALE 3/4" = 1'-0"

INTERNALLY ILLUMINATED SIGN DIMENSIONS

34" X 8" X 8" ST. BASE PLATE ANCHORED TO BLOCK WITH (2) 3/8" X 3" BOLTS 8" LONG IN 2" HOLES.

APPLIED STONE CAP TO MATCH BUILDING

APPLIED STONE TO MATCH THE BUILDING

STEEL TUBE FOR SIGN PROPE

EXTENSION STREET PAVING

GROUT SOLID, SLOPE TO SHED WATER.

CONDUIT TO BUILDING

STONE CAP

ROCKCAST BLOCK SILL COURSE TO MATCH BUILDING

MASON'S FLASHING

APPLIED STONE TO MATCH THE BUILDING

STONE CAP

INTERNALLY ILLUMINATED SIGN

DIMENSIONS

3'-6" 5'-8"

APPLIED STONE TO MATCH THE BUILDING

APPLIED STONE TO MATCH THE BUILDING

APPLIED STONE TO MATCH THE BUILDING

STONE CAP

INTERNALLY ILLUMINATED SIGN

LOGO TO BE BLENDED BLUE AND GREEN (BY LICENSED SIGN CONTRACTOR)

MASON'S FLASHING

STEEL TUBE SUPPORTS 2 SIDED PLASTIC LAMINATE SIGN INTERNALLY ILLUMINATED

LOGO TO BE BLENDED BLUE AND GREEN (BY LICENSED SIGN CONTRACTOR)

ROCKCAST BLOCK SILL COURSE TO MATCH BUILDING

MASON'S FLASHING

APPLIED STONE TO MATCH THE BUILDING

APPLIED STONE TO MATCH THE BUILDING

APPLIED STONE TO MATCH THE BUILDING

STONE CAP

INTERNALLY ILLUMINATED SIGN

LOGO TO BE BLENDED BLUE AND GREEN (BY LICENSED SIGN CONTRACTOR)

MASON'S FLASHING

STEEL TUBE SUPPORTS 2 SIDED PLASTIC LAMINATE SIGN INTERNALLY ILLUMINATED

LOGO TO BE BLENDED BLUE AND GREEN (BY LICENSED SIGN CONTRACTOR)

ROCKCAST BLOCK SILL COURSE TO MATCH BUILDING

MASON'S FLASHING

APPLIED STONE TO MATCH THE BUILDING

APPLIED STONE TO MATCH THE BUILDING

APPLIED STONE TO MATCH THE BUILDING

STONE CAP

INTERNALLY ILLUMINATED SIGN

LOGO TO BE BLENDED BLUE AND GREEN (BY LICENSED SIGN CONTRACTOR)

MASON'S FLASHING

STEEL TUBE SUPPORTS 2 SIDED PLASTIC LAMINATE SIGN INTERNALLY ILLUMINATED

LOGO TO BE BLENDED BLUE AND GREEN (BY LICENSED SIGN CONTRACTOR)