



































































































































































































































YWW 60 XT SPECS Thermal Performance

Mullion Depth U-Factor - BTU/hr-ft%-°F

Base Depth 6"

- 2-1/2" x6" (1”stoigu) | 0.38 | 0.37 | 035|034 1032 |030| 76 65
Sightline 2-1/2 Centerof Glass | 030 | 0.28 | 0.26 | 024 | 0.22 | 020 | Frame | Glass
Config QOutside, Inside and SSG / Front Set 2-1/2" x6" (1-5116” LAM) | 0.39 | 0.37 | 0.35 | 0.34 | 0.32 | 0.31| 74 63
Tested 17 16U with Low-E Center of Glass 030 | 028 | 0.26 | 024 | 0.22 | 0.20 | Frame | Glass

Glass (C.0.G. U-Factor: 0.29) NFRC 100 AAMA 1503
LS LI Siandars Finish Options Thermal Imaging

I f'l?irt' U'ch%%/g;“';ggmg M asTE 283 Type Standard
SO ' 1249 Pa) Factory Anodized AAMA 612
Water Static: 15 PSF (718 Pa) | ASTME 331 Organic Paints QQMQ gggg
Infiltration | Dynamic: 15 PSF (718 Pa) | AAMAS01
Standard STC: 32
Standard OITC: 25

Acoustical ASTME 90
(1" 1GU) . ASTM E 1425
Laminated STC: 37

Laminated Och 32 Frame temperature values are based on
0°F exterior and 70°F interior air temperatures.

26 101 9/ 4S80, 68 362 446 530 614° 698 F°

Need better Acoustical Performance?

The YWW 60 XT can also utilize 1-5/16" glass. The higher
density IGU can also improve sound abosorption. By adding
the laminated layer, sound waves will have a more difficult
time traveling through the glass, giving you less noise on

the inside of the building. The laminated IGU also keeps the
strong thermal performance the YWW 60 XT was created for.
Just swap out the gaskets to make the 1-5/16" glazing work.

A Closer Look at our Window Wall

W DUAL THERMAL BARRIER
Polyamide struts (6/6 with glass fibers on
all three axes) and thermal isolator

W WARMER INTERIOR SURFACES
Greater occupant comfort and increased
resistance to condensation

W THERMALLY BROKEN
Dual pour and de-bridged breaks on the
front of sill and head receptors

W PRE-GLAZED/UNITIZED
Split male/female vertical mullions allow
for easier assembly and pre-glazing in-shop

j W DUAL FINISHES

Two different finishes/colors can be used
due to the use of iso struts in mullions

Additional information including CAD details, CSI specs, test reports and installation instructions are found
on the Product Guide by clicking this link or visiting www.ykkap.com/commercial/productguide

©2024 YKK AP America Inc. 03-5022-01
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YKK AP America Inc.

YWW 60 XT - Window Wall

STANDARD LEFT JAMB PG/FG IG

Additional snap on trim
extrusion required on all 4 sides
of the system. Perimeter mulls
only
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YKK AP America Inc.
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Scarborough was designed for the

urban landscape. ltis street smart,

yet sophisticated. Lighthearted, but a
true heavyweight in its class.
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The Scarborough bench scribes a controlled curve

on seat and back, then tempers restraint with the
exuberant gesture of its arm. The serif-like details
on back frames and feet elegantly cap the linear

forms and lend a whimsical touch.

Scarborough is welcoming and comfortable in two
versions. The horizontal strap seat is clean and simple.
The woven seat suggests the familiar strapping
fabric of patio furniture. The patented design is
assembled as a warp and weft construction of
pre-formed parts. The backless Scarborough bench
can be used from either side and is ideal for narrow
spaces. Litter receptacles with strap or square bar
vertical panels are nicely scaled to the bench and the
human form. Scarborough transcends categories.
It is remarkably durable not only in the way it wears

but in the way it remains current over time.







Scarborough" Specifications

Bench

Woven and horizontal strap seat styles may be specified
for backed or backless benches. Backed benches are
offered in 24", 48", 72", or 96" lengths. Backless benches
are offered in 48", 72", or 96" lengths. Center arm may
be specified on backed or backless benches in 48", 72", 7,
or 96" lengths. Bench in 96" length available with two center arm
intermediate arms.

Support end frames are 1" x 1" solid steel, joined by 1-1/2" dia., .120" wall
thickness tubular steel. Seating panels are horizontal steel straps (1-1/2" x
3/16" ) or woven stainless steel straps (1-1/2" x 1/8"). Scarborough bench
comes standard with surface/freestanding mount support.

backed horizontal strap

72" with
center arm

96" with two
intermediate arms

‘ 28" x 34" x 96" ¢ 28" x 34" x 72" '5 28" x 34" x 48" 28" x 34" x 24" dxhxl
OO INT

backless horizontal strap

‘ 26" x 28" x 96" 26" x 28" x 72" 26" x 28" x 48" dxhxl

Finishes

Metal is finished with Landscape Forms’ proprietary Pangard II° polyester
powdercoat, a hard yet flexible finish that resists rusting, chipping, peeling
and fading. Call for standard color chart.

To Specify

Bench: Specify backed or backless, bench length, horizontal strap or woven seat
style, with or without center/intermediate arm, and powdercoat color.

Litter receptacle: Select top- or side-opening, vertical strap or square bar side
panel, powdercoat color. If optional powdercoat color is specified, select standard
powdercoat color for liner. Options: keyed lock; ash pan on side-opening units.

Powdercoat finish on metal parts contains no heavy metals,
is HAPS-free and has extremely low VOCs. Bench materials
are 100% recyclable. Consult our website for recycled content.

Our Purpose Is To Enrich Outdoor Spaces

We believe in the power of design and its ability to
influence and elevate the quality of public space. High
quality products and outstanding customer experience
makes us one of the world’s premier designers and
manufacturers of outdoor commercial furnishings.

Litter Receptacles

Metal support legs are 1" x 1" square. Vertical metal
straps are 1-1/2" x 3/16". Vertical metal bars are 3/8" x
3/8" square. Straps and bars are welded to metal bands.
Tubular steel collar is 1-1/4" dia., .120" wall thickness.
Tops are formed of spun metal. Pop-up rod is stainless
steel. Receptacles have 30-gallon capacity. Polyethylene
liner color coordinates with standard powdercoat offering.
Receptacles are standard with freestanding/surface
mount support. Ash pan on side-opening units and keyed
lock options are available.

top-opening side-opening

25" x 40" dia x h

‘ 25" x 33"

3

strap details square bar details ash pan

www.landscapeforms.com

Visit our website for product details, color charts, technical
sheets, sales office locations. Download JPG images,
brochure PDF, CAD details, CSI specifications.

Scarborough is designed by Arno Yurk, AIA, IDSA.

Specifications are subject to change without notice.

Scarborough is manufactured in U.S.A.

Location photography: Country Club Plaza, Kansas City, MO
Landscape Forms supports the Landscape Architecture Foundation
at the Second Century level.

© 2005 Landscape Forms, Inc. Printed in U.S.A.

landscapeformse

800.521.2546 269.381.3455 fax
431 Lawndale Avenue, Kalamazoo, Ml 49048
www.landscapeforms.com



Sca rborough landscape

Product Data Sheet

Scarborough is welcoming and comfortable in two versions. The
horizontal strap seat is clean and simple. The woven seat suggests

the familiar strapping fabric of patio furniture. The patented design is
assembled as a warp and weft construction of pre-formed parts. The
backless Scarborough bench can be used from either side and is ideal
for narrow spaces. Litter receptacles with strap or square bar vertical
panels are nicely scaled to the bench and the human form. Scarborough
transcends categories. It is remarkably durable not only in the way it
wears but in the way it remains current over time.

Bench Product
. o Style Depth Width Height :
e Woven and horizontal strap seat styles may be specified for g Weight
backed or backless benches. 96" with Strap:
e Backed benches are offered in 24", 48", 72", or 96" lengths. two 05" o7 o 234 b
e Backless benches are offered in 48", 72", or 96" lengths. intermedi- Weave:
e Center arm may be specified on backed benches in ate arms 2111b
OO YOO YOO YOO Y YO YOO YO YO Y YO YOO Y YO Y Y Y
72" or 96" lengths.
* Bench in 96" length available with two intermediate arms. ot with f‘;’:‘i;
wi
’ . o8 73" 40
e The bench comes standard with a freestanding/surface mount. N center arm 8 3 3 Weave:
169 Ib
AIIIIA NI AI A I AI A I I I I A DI I I DA I
Strap:
132 Ib
48" 28" 49" 34"
Weave:
126 Ib
Strap:
24" 28" 22" 34" 891
Weave:
86 Ib
Strap:
Backless 150 Ib
26" 97" 28"
96" Weave:
136 Ib
Strap:
Backless 26" 730 28" 125 1b
72" Weave:
114 Ib
Strap:
~ Backless 97 Ib
26" 49" 28"
48" Weave:
93 Ib

1 Revised September 10,2019 | Landscape FormslInc. | 800.521.2546 | F 269.381.3455 | 7800 E. Michigan Ave., Kalamazoo, Ml 49048



Scarborough

Product Data Sheet

landscape

Litter Receptacles
e Scarborough™ receptacles are durably constructed of metal
side panels and a spun metal top to meet the demands of active
public spaces.
e Choose from vertical strap or square bar side panels.
* Top- or side-opening receptacles may be specified.
e The receptacle lid lifts up and swings to the side for easy litter removal.
e Litter can be specified as a single or dual use receptacle.
- For single use, select one opening style and signage (optional)
- For dual use select two opening styles and signage. Dual
purpose units come with divider installed in liner.
* An optional keyed lock may be added for security, and an optional ash
pan may be specified for the side-opening receptacle.
e The 30-gallon polyethylene liner coordinates with specified
powdercoat color.
¢ Receptacles are standard with a freestanding/surface mount option.
* Metal support legs are 1"x 1" square.
e Vertical metal straps 1-1/2" x 3/16".
e \ertical metal bars are 3/8" square.
e Straps and bars are welded to metal bands.
e Tubular steel collar is 1-1/4" dia., 0.120" wall thickness.
e Tops are formed of spun metal.
e Pop-up rod is stainless steel.

Finishes

e Metal is finished with Landscape Forms’ proprietary Pangard Il®
polyester powdercoat, a hard yet flexible finish that resists rusting,
chipping, peeling and fading.

e Call for standard color chart.

To Specify

e Bench: Specify backed or backless, bench length, horizontal strap or

woven seat style, with or without center/intermediate arm, and powder

coat color. Bench comes standard with a freestanding/surface mount.

e Litter receptacle: Select top or side opening, vertical strap or square
bar side panel, and powdercoat color. If certain color is specified
select standard color for liner (see Materials for offerings). Select single
or dual use and optional signage.

Other optons: keyed lock; ash pan on side-opening units.

Designed by Arno Yurk, AlA, IDSA

2 Revised September 10,2019 | Landscape FormslInc. | 800.521.2546

Style Diameter Height
NOXYYYXOYONYNYONNXONXNOONOXOXYY Y"WWY\'

Top- 250 a3 Bar: 72 Ib
Opening Strap: 77 Ib

PAIAIAIA AR I I IANIAIA I I I AD OIS

Side- o 410 Bar: 75 Ib
Opening Strap: 81 Ib

Strap details - - -

Square bar
details

I
1

Ash pan - - -

Visit our landscapeforms.com for more information. Specifications
are subject to change without notice. Landscape Forms supports the
Landscape Architecture Foundation at the Second Century level.
©2020 Landscape Forms, Inc. Printed in U.S.A.

| F269.381.3455 | 7800 E. Michigan Ave., Kalamazoo, MI 49048



BELSON

OUTD G/'OR S

627 Amersale Drive
Naperville, IL 60563
Phone: (800) 323-5664
Fax: (630) 897-0573
sales@belson.com

Model # 2643SM

Dimension Sheet

FAIRFAX SERIES STEEL BOLLARDS

A

36-

30-5/16"

3/8”

(@,

212"

@6-3/16"

Standard Powder-Coat Colors

yallaw

orange

1000000000

red burgundy  purple

sky blue  blue ultra
blus green

..J‘i

. matte white
black

green

www.belson.com


http://www.belson.com/Fairfax-Series-Steel-Bollards
http://www.belson.com/Fairfax-Series-Steel-Bollards
http://www.belson.com

	DOOR_SPECIFICATION_DETAILS.pdf
	002_A000_DESIGN_NARRATIVE
	003_A001_SCHEMATIC_RENDERINGS
	011_A201_MATERIAL_DIAGRAM
	012_A301_SCHEMATIC_BUILDING_ELEVATIONS
	013_A302_SCHMEATIC_BUILDING_ELEVATIONS - Copy
	013_A302_SCHMEATIC_BUILDING_ELEVATIONS
	Entrance_Door
	yww60xt_Sill
	YWW_60_XT_Install_instructions
	YWW_60_XT_Product_Data
	yww60xt_head
	yww60xt_Jamb
	yww60xt_Mull_Splice




